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Correct Safety Issues for Acute Mental Ward, B35 CD
Department of Veterans Affairs Medical Center
17273 State Route 104
Chillicothee, Ohio  45601

3/8/12 DD Submittal

5/22/13 95% Owner Review

10/21/14 Bid Documents

04/03/15 Bid Documents

538-13-105

A101 COVER SHEET

A102 CODE DATA / WALL TYPES

A201 DEMOLITION PLAN

A301 DIMENSION/NOTE PLAN

A302 ENLARGED FLOOR PLANS

A311 REFLECTED CEILING DEMOLITION PLAN

A312 REFLECTED CEILING PLAN

A601 DOOR SCHEDULE & DETAILS

A701 INTERIOR ELEVATIONS

A711 CASEWORK SECTIONS & DETAILS

A801 FINISH SCHEDULE

A811 WALL FINISH PLAN

A821 FLOOR FINISH PLAN

A831 WALL PROTECTION PLAN

IF101 SIGNAGE PLAN

IF102 SIGNAGE DETAILS

35FX101 SECOND FLOOR PLAN

35P001 LEGEND, SCHEDULE, NOTES AND DETAILS

35PD101 SECOND FLOOR PLAN - REMOVALS

35PP100 FIRST FLOOR PLAN - NEW WORK

35PP101 SECOND FLOOR PLAN - NEW WORK

35PP102 DOMESTIC WATER SUPPLY RISERS

35PP103 SOIL, WASTE & VENT RISERS

35M001 LEGEND, INDEX AND GENERAL NOTES

35MD101 SECOND FLOOR PLAN - REMOVALS

35MH101 SECOND FLOOR PLAN - NEW WORK

35MH102 AIR BALANCE

35MP101 FIRST AND SECOND FLOOR PLANS - PIPING

35M501 DETAILS

35M601 SCHEDULES AND CONVECTOR DETAILS

35E001 SYMBOLS

35ED101 SECOND FLOOR PLAN -  REMOVALS

35EL101 SECOND FLOOR - NEW WORK - LIGHTING

35EP101 SECOND FLOOR PLAN - NEW WORK - POWER

35ET101 SECOND FLOOR PLAN - NEW WORK - SIGNALS

35E601 LIGHTING FIXTURE DESCRIPTIONS

35E602 TECHNOLOGY DETAILS

GENERAL CONSTRUCTION NOTES
14. THE GENERAL CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER FOR

INFORMATION CONCERNING ALL SIGNAGE WHICH SHALL BE PROVIDED BY THE
CONTRACTOR, AND SHALL MAKE PROVISIONS FOR INSTALLATION OF SUCH
SIGNAGE, INCLUDING VERIFICATION OF DIMENSIONS (ADEQUATE SPACE AT
THE DESIRED INSTALLATION LOCATION), AND SHALL BRING ANY CONFLICTS TO
THE ATTENTION OF THE PROJECT ENGINEER AND THE ARCHITECT.

15. THE GENERAL CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER TO
VERIFY THE SIZES OF ALL EQUIPMENT OR FIXTURES TO BE INSTALLED  IN THE
BUILDING, AND SHALL MAKE SPECIAL PROVISIONS FOR INSTALLATION OF ANY
EQUIPMENT WHICH IS TOO LARGE TO FIT THROUGH A FINISHED OPENING.

16. ALL CONTRACTORS SHALL BE RESPONSIBLE TO PATCH AND REPAIR ALL
SURFACES WHERE EXISTING CONSTRUCTION IS REMOVED OR DISTURBED BY
WORK UNDER THEIR CONTRACT AND UNDER THE OWNER'S CONTRACT.

17. THE CONTRACTOR IN CONJUNCTION WITH HIS/HER WORK SHALL BE
RESPONSIBLE TO PATCH AND REPAIR ALL EXISTING SUBSTRATES AND
FINISHES INCLUDING BUT NOT LIMITED TO EXISTING WALLS, FLOORS, BASES,
WAINSCOTS, CEILINGS, WINDOWS, WINDOW TRIM, WOOD WORK, DOORS,
FRAMES, ETC. (UNLESS INDICATED OTHERWISE) AND PREPARE AREAS AS
REQUIRED FOR NEW CONSTRUCTION FINISHES. WHERE WORK IS PERFORMED
AND NO FINISH IS SPECIFICALLY INDICATED THE  CONTRACTOR IS
RESPONSIBLE TO PATCH,REPAIR AND PAINT TO MATCH ALL EXISTING
ADJACENT MATERIALS, FINISH AND PAINT ALL WORK TO PROVIDE A COMPLETE,
FINISHED, WORKMANLIKE JOB, ALL SUBJECT TO THE APPROVAL OF THE
ARCHITECT.

18. PATCH ALL EXISTING WALLS AND CEILINGS THAT ARE TO REMAIN (EXCEPT
WHERE NOTED) AS REQUIRED TO PROVIDE A SOUND BASE FOR NEW FINISHES
SUCH AS PAINT, ETC. ALL PATCHING TO MATCH EXISTING ADJACENT
SURROUNDING AREAS AND SURFACES.

19. IN ADDITION TO SPECIFIC REQUIREMENTS, THE GENERAL INTENT OF PAINTING
AND TRANSPARENT FINISHES IS AS FOLLOWS:    WHERE SURFACES ARE
INDICATED TO BE PAINTED OR TRANSPARENT FINISH APPLIED, ALL OPENINGS,
NEW AND EXISTING,INCLUDING WINDOWS, DOORS, FRAMES, TRIM, BASE, ETC.
SHALL BE FINISHED OR REFINISHED IN CONJUNCTION WITH SURROUNDING
WORK.  WHERE SURFACES ARE NOT INDICATED TO BE PAINTED OR
TRANSPARENT FINISH APPLIED IN THIS CONTRACT, ITEMS OF NEW WORK OR
REPAIR WORK ONLY SUCH AS WALLS, CEILING, DOORS, FLOORS, WINDOWS,
ETC. SHALL BE FINISHED TO MATCH EXISTING ADJACENT FINISHES, EXISTING
ADJACENT FINISH SHALL REMAIN.  SEE ROOM FINISH SCHEDULE AND DOOR
SCHEDULE FOR FINISHES.  THE CONTRACTOR SHALL VERIFY IN THE FIELD ALL
FINISHES WITH THE ARCHITECT PRIOR TO EXECUTION OF THE WORK.

20. ALL SUSPENDED ITEMS SUCH AS CEILINGS, DUCTS, PIPES, CONDUITS, ETC.,
SHALL BE SUSPENDED (ATTACHED) DIRECTLY TO STRUCTURE AND SHALL NOT
BE ATTACHED OR ANCHORED TO EXISTING PLASTER, ACOUSTIC TILE, ETC.

21. ALL PENETRATIONS SUCH AS NEW OR EXISTING DUCTS, CONDUITS, PIPING,
ELECTRICAL OUTLETS, LIGHT SWITCHES, RECESSED DEVICES  OR  ITEMS,
HOLES, VOIDS, CRACKS, ETC. IN ALL EXISTING, MODIFIED AND NEW CORRIDOR
WALLS, SMOKE PARTITIONS, AND FLOOR SLABS SHALL BE SEALED TO
PREVENT PASSAGE OF ANY SMOKE, FLAME, GASES, ETC.. SEE PLUMBING
HVAC, FIRE PROTECTION, ELECTRICAL, ETC. DRAWINGS AND SPECIFICATIONS.

22. WHERE NEW CONSTRUCTION (I.E. DOORS, FRAMES,  CASEWORK, EQUIPMENT,
ETC.) IS INDICATED TO BE INSTALLED IN EXISTING CONSTRUCTION, THE
CONTRACTOR SHALL VERIFY ALL DIMENSIONS FOR PROPER FIT AND FOR
ACCESS INTO THE BUILDING PRIOR TO SHOP DRAWING SUBMITTAL, ORDERING
AND DELIVERING TO THE SITE.

23. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CREATING A WORK AREA
THAT IS UNDER NEGATIVE PRESSURE DURING ALL PHASES OF CONSTRUCTION.
THE CONTRACTOR SHALL PROVIDE TEMPORARY AIR-MOVING UNIT (AHU) OR
UNITS THAT SHALL BE OPERATIONAL CONTINUOUSLY DURING ALL PHASES OF
CONSTRUCTION. THE CONSTRUCTION AREA SHALL HAVE A MINIMUM OF FOUR
(4) AIR CHANGES PER HOUR OR AS MANDATED BY CODE, WHICHEVER IS MORE
STRINGENT. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING THE
NUMBER OF AHU’S REQUIRED TO PROVIDE THE MANDATED NUMBER OF
CHANGES PER HOUR, BASED ON HIS/HER ASHRAE CALCULATIONS. A COPY OF
THE CALCULATIONS SHALL BE PROVIDED TO THE COTR FOR REVIEW PRIOR TO
BEGINNING WORK. THE AHU SHALL BE THE TYPE THAT EXHAUSTS AIR TO THE
OUTSIDE VIA TEMPORARY DUCT SYSTEM(S) AFTER PASSING THROUGH A HEPA
FILTERING SYSTEM.

* PLEASE NOTE THAT THE TERM PROJECT ENGINEER REFERS TO THE
CONTRACTING OFFICER'S REPRESENTATIVE (C.O.R.).

1. SPRINKLER DESIGN BASED ON FIRE PROTECTION DRAWINGS AND
SPECIFICATIONS AS SUBMITTED BY THE  M.E.P. ENGINEERS WILL BE SUBJECT
TO AN INDEPENDENT REVIEW BY A CERTIFIED REVIEWER. THE FIRE
PROTECTION CONTRACTOR IS RESPONSIBLE FOR MAKING ALL
ARRANGEMENTS FOR THIS INDEPENDENT REVIEW.

2. ALL WORK SHALL COMPLY WITH ALL APPLICABLE LOCAL, STATE OR, NATIONAL
CODES,RULES, ORDINANCES AND REGULATIONS INCLUDING THE AMERICAN
DISABILITIES ACT (ADA) AND THE AMERICAN NATIONAL STANDARDS INSTITUTE
(ANSI) GUIDELINES.

3. IT IS INTENDED THAT THE DOCUMENTS INDICATE A NEW FINISH (I.E. PAINT,
ACOUSTIC CEILING, FLOOR TILE, ETC.) ON ALL EXPOSED SURFACES IN
PROJECT AREA.  WHERE A SPECIFIC FINISH IS NOT INDICATED AT ANY GIVEN
LOCATION THE CONTRACTOR SHALL PROVIDE THE FINISH INDICATED FOR
OTHER SIMILAR SURFACES.

4. THE CONTRACTING OFFICER'S TECHNICAL REPRESENTATIVE SHALL PROVIDE
ACCESS TO AND USE FOR TEMPORARY SERVICES REQUIRED TO PROVIDE THE
WORK INDICATED, INCLUDING THE WORK WITH THE CONTRACTOR TO
FACILITATE THE FOLLOWING:  POWER, LIGHTING, HEAT, AND WATER.

5. IT IS THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO NOTIFY THE
PROJECT ENGINEER OF ANY WORK WHICH MIGHT REQUIRE INTERRUPTION OF
UTILITY SERVICES,CAUSE NOISE, OR CREATE VIBRATION. PRIOR TO THE
COMMENCEMENT OF THIS WORK,THE CONTRACTOR'S WORK AND SCHEDULE
SHALL BE APPROVED AND COORDINATED BEFORE HAND WITH THE PROJECT
ENGINEER AND/OR ARCHITECT. SEE GENERAL CONDITIONS FOR FURTHER
DETAIL.

6. THE GENERAL CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE
PROVISIONS OF THE SPECIFICATIONS, INCLUDING ALL GENERAL CONDITIONS,
SUPPLEMENTARY GENERAL CONDITIONS, AND MATERIAL AND CONSTRUCTION
PROVISIONS, WHICH APPLY TO MATERIALS OR CONSTRUCTION METHODS
REQUIRED BY THIS PROJECT.

7. PRIOR TO BIDDING, THE GENERAL CONTRACTOR SHALL VISIT SITE, EXAMINE,
AND ACCEPT ALL EXISTING CONDITIONS. DATES FOR SITE VISITS WILL BE
POSTED IN THE SPECIFICATIONS. UNSCHEDULED VISITS WILL NOT BE
ALLOWED.

8. DO NOT PAINT ANY CAULKING OR SEALANTS WHICH ARE SUBJECT TO
MOVEMENT - CONTROL JOINTS SHALL BE CAULKED AFTER PAINT AND SPECIAL
COATING APPLICATIONS.  PROVIDE CAULKING OR SEALANTS IN COLORS WHICH
MATCH ADJACENT FINISHED SURFACE COLORS.

9. VERIFY ALL CONDITIONS AND DIMENSIONS IN THE FIELD BEFORE FABRICATING
ANY MATERIALS.

10. ALL EXISTING CONSTRUCTION TO REMAIN THAT ARE DAMAGED OR DISTURBED
DURING CONSTRUCTION SHALL BE PATCHED OR RESTORED AS REQUIRED TO
MATCH EXISTING ADJACENT CONSTRUCTION UNLESS OTHERWISE INDICATED.
CONTRACTOR TO PATCH AND REPAIR EXISTING CONSTRUCTION REMOVED OR
DISTURBED BY WORK UNDER THEIR CONTRACT TO MATCH EXISTING ADJACENT
UNLESS OTHERWISE NOTED.

11. IT IS THE INTENT OF THE DOCUMENTS TO INDICATE COMPLETE AND
OPERATIONAL SYSTEMS (I.E. STRUCTURAL, HVAC, PLUMBING, ELECTRICAL AND
ETC.)  THE CONTRACTOR SHALL PROVIDE THE SYSTEMS AS OPERATIONAL
SYSTEMS WHICH COMPLY WITH APPLICABLE CODES AND REGULATIONS.  THIS
NOTE SHALL BE LIMITED TO THE SYSTEMS AS INDICTED BY THE DOCUMENTS
AND SHALL NOT INCLUDE CHANGES TO THE SYSTEMS WHICH ALTER INDICATED
CAPACITIES, OPERATIONAL CHARACTERISTICS, ETC.

12. THE GENERAL CONTRACTOR SHALL PROVIDE FIRE-RETARDANT TREATED 2X
BLOCKING IN THE STUD CAVITY AT ALL LOCATIONS REQUIRED TO PROVIDE
SOLID ANCHORAGE OF WALL SUPPORTED ITEMS INDICATED BY THE CONTRACT
DOCUMENTS, INCLUDING BUT NOT LIMITED TO: GRAB BARS, SHELVING,
CABINETS, AND KITCHEN EQUIPMENT, UNLESS NOTED OTHERWISE.
CONTRACTOR'S OPTION TO PROVIDE GALV. 16 GA BY THE DEPTH OF THE WALL
METAL STUDS AS BLOCKING UNLESS WOOD BLOCKING IS SPECIFICALLY
CALLED FOR BY THE MANUFACTURER.

13. ALL WOOD BLOCKING, MISC. FRAMING, PANELS, ETC THAT ARE TO BE USED
SHALL BE FIRE-RETARDANT TREATED.
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Smoke Partition - NFPA 101-8.4

30-MIN. Smoke Barrier - NFPA 101-8.5

2-HR Fire Barrier - NFPA 101-8.3

Means of Egress

Existing Wall to Remain

New Wall

CODE LEGEND

7947 sf

1741 SF 7900 SF

FLOOR SLAB

FIN. CEILING

PAN AND JOIST
STRUCTURE

ABOVE

1-HR RATED
FIRE BARRIER
U.L. #U465

1-HR RATED
FIRE BARRIER
U.L. #U465

1 1/2"

S1.0

S1.0-F

S1.0-S

S1.1

S1.1-F

S1.1-S

S2.0S3.0

NON-RATED
SMOKE PARTITIONS1.0-N

1-HR RATED
SMOKE BARRIER
U.L. #U465

1-HR RATED
SMOKE BARRIER
U.L. #U465

NON-RATED
SMOKE PARTITIONS1.1-N

1-HR RATED
FIRE PARTITION
U.L. #U465

S1.0-P
1-HR RATED
FIRE PARTITION
U.L. #U465

S1.1-P

4 7/8"

Varies Match
Existing Adjacent4 1/4"

6
"

Acoustic sealant / Fire-rated
sealant @ S1.0-S

3-5/8"  20 ga. track
& studs16" o.c.

Fiberglass batt insulation

5/8" Type 'X' abuse resistant
gypsum board @ each side

Acoustic sealant / Fire-rated
sealant @ S1.0-S

Acoustic sealant / Fire-rated
sealant @ S1.0-S

20 ga. track & studs 16" o.c.

Fiberglass batt insulation

5/8" Type 'X' abuse resistant
gypsum board @ each side

Acoustic sealant / Fire-rated
sealant @ S1.0-S

Acoustic sealant / Fire-rated
sealant @ S1.0-S

3-5/8"  20 ga. track
& studs16" o.c.

Fiberglass batt insulation

5/8" Type 'X' abuse resistant
gypsum board @ each side

Acoustic sealant / Fire-rated
sealant @ S1.0-S

5/8" Type 'X' abuse resistant
gypsum board @ each side

7/8" furring
channels @ 16" o.c. horz.

NOTE: Provide fire-rated sealants at all fire & smoke rated barriers and partitions.

NOTE: Provide Type'X' abuse resistant gypsum board in all areas including, all new wall construction including: patient rooms, patient restrooms, etc; u.n.o.

30 MIN. RATED
SMOKE BARRIER
U.L. #U407

S0.5-S
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Wall Types

Chillicothe VAMC Building 35 CD

2012 NFPA 101 Life Safety Code Review Type 2 222

Chapter 4 – General
· 4.4.2.2 – Prescriptive-based life safety design meeting the requirements of Chapters 1 thru 3, Sections 4.5 thru 4.8, and Chapters 6

thru 43 of this Code shall satisfy Sections 4.1 and 4.2.
· 4.4.2.3 – Where req’ts in Chapters 11 thru 43 differ from req’ts in Chapters 1 thru 4 and 6 thru 10, the req’ts of Chapters 11 thru 43

shall govern.
· 4.6.1.1 – The authority having jurisdiction (AHJ) shall determine whether the provisions of this Code are met.

Chapter 6 – Classification of Occupancy and Hazard of Contents
· 6.1.5 - Health Care -Existing – (Chap.19).
· 6.1.14.4 – Separated Occupancies – shall be completely separated from other occupancies by fire-rated construction per Table

6.1.14.4.1(a): Assembly <300 and Healthcare = 2 hr. Fire barrier per 8.3.
· 6.2.2. – Hazard classif.: Ordinary (high hazard areas protected per 19.3.2.1)

Chapter 7 – Means of Egress
· 7.1.3.2.1 – Exit Separation

(1) Connecting 3 or fewer stories: 1-hr fire rating req’d. [2-hr provided].
(8) Openings in separation wall: fire doors with closers per 7.2.1.8.

· 7.1.4.1 – Interior Wall & Ceiling Finish in Exit Encl: Class A or B per 10.2.
· 7.1.4.2 – Interior Floor Finish in Exit Encl: Class II per 10.2.
· 7.2.2.2.1.2(B) – Minimum new stair width: <2000 occup load = 44” min width.
· 7.2.4.3.1 – Fire Barriers – Minimum 2-Hr. fire rating.
· 7.2.12 – Areas of Refuge – not req’d as part of an accessible means of egress per the “Total Concept” approach  See 7.5.4.1.3 and

19.1.1.3
· 7.3.1  – Occupant Load:
2nd Floor (current phase):

Healthcare- 17,588 s.f. @ 240 sf/occ. =   73 occupants allowed. 51 occupants (actual)
· 7.3.2.2 – Max. projection within means of egress on ea. side: 4-1/2” (38” hgt. max.). Exceptions: See 19.2.3.4.
· 7.3.3.1 – Egress capacity (Health care, sprinkled):

Stairs - .3” per occup;  Level components and ramps - .2” per occup.
· 7.4.1.1 – Min. number of means of egress from any story = 2.
· 7.5.1.2.2 – Corridors not req’d. to be fire-rated shall be permitted to discharge into open floor plan areas.
· 7.5.1.3.3 – Remoteness of exits – Bldgs. protected by AFSS per 9.7, Min. separation distance between 2 exits = 1/3 max. overall diag.

dimension of the area or bldg. served.
· 7.5.4.1.3 – Accessible means of egress shall not be req’d. in health care occupancies protected throughout by an AFSS per 9.7.

Chapter 8 – Features of Fire Protection
· 8.3.4.2 – Min Fire Protection for Openings in Fire-rated Assemblies:
Component Walls Fire Drs Fire Window
Vert. shafts (stairs, exits): 2 hr 1-1/2 hr NP

1 hr 1 hr NP
Fire Barriers: 2 hr 1-1/2 hr NP

1 hr ¾ hr NP
Horiz. Exits: 2 hr 1-1/2 hr NP
Smoke Barriers: 1 hr 1/3 hr ¾ hr
· 8.3.5.1 – Firestop Systems – Penetrations that pass thru a barrier shall be protected by a firestop system or device.
· 8.3.5.7 – Openings thru fire barriers for air-handling ductwork shall be protected per 9.2.1.
· 8.4.3.5 – Smoke Partition doors shall be self or auto-closing per 7.2.1.8. Exception: see 19.3.6.3.11).
· 8.5.3 – A Fire Barrier shall be permitted to be used as Smoke Barrier per Section 8.5.
· 8.6.1 - Floor Smoke Barriers – Every floor that separates stories in a bldg. shall be constructed as a smoke barrier per 8.5 and shall be

permitted opg’s. per 8.6.6 thru 8.6.8.
· 8.6.4.1 – Shafts shall be enclosed at lowest or highest level of the shaft per 8.6.5.
· 8.6.5 – Shafts- Req’d Fire Rating:

Connecting 4 or more stories:  2-hr Fire Barrier.
Other new shaft enclosures: 1-hr Fire Barrier.

· 8.7.1.1 – Protection from any degree of hazard shall be provided by one of the following means:
(2) Protecting an area with an AFSS per 9.7.

· 8.7.1.2 – New construction with AFSS without fire-rated separation = protected by non-fire-rated smoke partitions per 8.4.
· 8.7.1.3 – Special Hazard Protection – Doors: min. ¾ hr fire rated, self or auto-closing per 7.2.1.8

Chapter 9 – Building Service and Fire Protection Equipment
· 9.6.1.3 – Fire Alarm System req’d for life safety shall be per NFPA70.
· 9.6.3.1 – Occupant notification shall be provided per 9.6.3 and 19.3.4.3.1.
· 9.6.4.1 – Emergency Forces notification req’d per 9.6.4 and 19.3.4.3.2.1.
· 9.6.5.1 – Fire safety functions shall be installed per NFPA 72 as req’d per 9.6.5 and 19.3.4.4.
· 9.6.7.1 – Alarm annunciation is required per 9.6.7
· 9.7.1.1 – Supervised automatic sprinkler system as req’d by 9.7.1 and 19.3.5.1 shall comply with NFPA 13.

Chapter 10 – Interior Finish, Contents, and Furnishings
· 10.2.3 – Interior Wall or Ceiling Finish – Class A, B, or C shall be classified based on ASTM E 84.
· 10.2.3.4 – Wall and Ceiling – Classifications characteristics:

(1) Class A: Flame spread: 0-25; Smoke dev.: 0-450.
(2) Class B: Flame spread: 26-75; Smoke dev.: 0-450.
(3) Class C: Flame spread: 76-200; Smoke dev.: 0-45

· 10.2.7.3 – Interior Floor Finish –shall be classified based on NFPA 253 or ASTM E 648.
· 10.2.3.4 – Interior Floor – Classifications characteristics:

(1) Class I: Rad flux: min .45 W/cm².
(2) Class II: Rad flux: min .22 W/cm², and max. .45 W/cm².

· 10.2.8.1 – Wall and Ceiling finishes, where sprinkled:
Class C permitted in any location where Class B is req’d.
Class B permitted in any location where Class A is req’d.

· 10.2.8.2 – Floor finishes, where sprinkled:
Class II permitted in any location where Class I is req’d.
No critical rad. flux permitted in any location where Class II is req’d.

Chapter 11 – Accessibility
· All newly constructed and renovated spaces shall comply with Chapter 1, ABA and ADAAG.

Chapter 19 – Existing Health Care Occupancies
· 19.1.6.1 – Construction Type: II (222), Sprinkled (noncombustible)

Allowable number of stories: ≥4
Actual number of stories: 3 + basement (Basement not a story)

· 19.1.6.2 – Type II (222): Combustible roofing systems shall be permitted if the following criteria are met:
(1) Class A roof covering per NFPA 256
(2) Roof separated from all occupied portions by 2-hr fire-rated floor assembly.
(3) Structural elements supporting 2-hr floor assembly req’d to have fire-rating req’d of the building.

· 19.1.6.4 – Interior nonbearing walls shall be constructed of non-combustible or limited-combustible materials, unless otherwise permitted by 19.1.6.5
· 19.1.6.5 – Fire resistive wood is permitted inside non-bearing interior walls provided such walls are not used as shaft enclosures.
· 19.1.6.6 – Fire-retardant-treated wood that serves as supports for installation of fixtures and equipment shall be permitted behind non-combustible

sheathing.
· 19.1.7 – Occupant load – Determined per 7.3.1.2 or determined as the max. probable population, whichever is greater.
· 19.2.1 - Means of egress components per Chapter 7 and 19.2.2.2 thru 19.2.11.
· 19.2.2.2.4 – Doors within means of egress shall not be equipped with latches or locks that requires the use of a tool or key from egress side (see

exceptions).
· A19.2.2.2.5.1 – Psychiatric units, Alzheimer units, and dementia units that have clinical need to lock doors to protect patients and staff from physical

threats. Where Alzheimer or dementia patients in nursing homes are not housed in specialized units, the provisions of 19.2.2.2.5.1 should not apply.
· 19.2.2.2.7 – Doors in Exit passageways, stairway enclosures, horiz. exits, smoke barriers, or hazardous area enclosures (except mech. equip. rms.) shall

be permitted to be held open only by an auto release device. They shall interface with AFSS, Fire alarm, and systems per 7.2.1.8.2.
· 19.2.2.3 – Stairs permitted per 7.2.2.
· 19.2.2.5 – Horizontal exits per 7.2.4 and 18.2. 2.5.1 thru 18.2.2.5.7 are permitted.
· 19.2.2.5.1.1 – Minimum of 30 s.f. per patient in nursing home shall be provided within the aggregated areas of corridors, patient rms, treatment rms.,

lounge or dining areas, and other similar areas on each side of the horizontal exit.
· 19.2.2.5.4 – A horiz. exit involving a corridor of 8’ or more in width and serving as a means of egress from both sides: pair of opposite swinging doors, with

ea door having 41-1/2” min clear width.
· 19.2.2.10 - Areas of Refuge as part of accessible means of egress:  per 7.2.12.
· 19.2.3.1 – Capacity of Means of Egress per 7.3. and 18.2.3.
· 19.2.3.4 – Min. corridor width for exit access (nursing home) – 8’ min., exceptions:

(1) Aisles, corridors, ramps in adjunct areas not intended for patients: 44” min. clear.
(2) Where corridor width is 6’ min: 6” max projections above handrail hgt. permitted for hand-rub units per 18.3.2.6.
(3) Where corridor width is 6’ min: projections permitted on both sides:

· 19.2.3.6 – Min clear door width @ means of egress from sleeping rms., treatment rms. in Hospitals and Nursing Homes: 32”
· 19.2.3.7 – Req’ts of 18.2.3.6 shall not apply as follows:

1. Existing 34 inch doors shall be permitted.
2. Existing 28 inch corridor doors in facilities where fire plans do not require evacuation by bed, gurney, or wheelchair shall be permitted.

· 19.2.4.2 – Min. 2 exits provided on every story.
· 19.2.4.3 – Min 2 separate exits shall be accessible from every part of every story.
· 19.2.4.4 – Min 2 accessible exits from ea. smoke compartment, and egress shall be permitted thru an adjacent compartment, but shall not require return

through the compartment of origin.
· 19.2.5.1 – Arrangement of means of egress per 7.5.
· 19.2.5.2 – Dead-end corridors: 30’ max. existing dead end corridors exceeding 30 feet shall be permitted to continue in use if it is impractical and

unfeasible to alter them.
· 19.2.5.7.1.2 – Suite Separation – Suites shall be separated from remainder of the building by walls and doors per 19.3.6.2 thru 19.3.6.5 (0-hr smoke

partitions).
· 19.2.5.7.4 – Non-patient-care Suites: Egress in accord w/ primary use and occupancy of space, except max travel distance to an exit from within a suite =

200’.
· 19.2.6.2.1 – Max travel distance between any point in a room and an exit = 200’.
· 19.2.6.2.3 – Max travel distance between any point in healthcare sleeping room and exit access door in that room = 50’ max.
· 19.3.1.5– Unprotected openings in accordance with 8.6.6 shall not be permitted.
· 19.3.2.1 – Hazardous Area Protection per 8.7 and 19.3.2.1.

Soiled Linen rms w/ volume >64 gal = 1-hr.
Storage Rms w/ comb. mat’ls >50 s.f. and ≤100 s.f. = 19.3.6.3.11
Storage Rms w/ comb. mat’ls >100 s.f. = 1-hr.

· 19.3.3.1 – Interior finish per 10.2 and 19.3.3.
· 19.3.3.2 – Interior wall and ceiling – Class B permitted except per 10.2.8.1.
· 19.3.3.3 – No restrictions shall apply to existing interior floor finish.
· 19.3.4.1 – Health care occupancies shall be provided with a Fire Alarm system per 9.6.
· 19.3.4.2.2 – Manual fire alarm boxes in patient sleeping areas not req’d at exits if located at all nurses’ control stations.
· 18.3.4.5.2 – Nursing Home detection in spaces open to corridors per 19.3.6.1.
· 19.3.5.1 – Buildings containing healthcare occupancies shall be protected throughout by a supervised automatic sprinkler system per 9.7.
· 18.3.5.6 – Quick-response sprinklers shall be used throughout smoke compartments containing patient sleeping rooms.
· 19.3.5.12 – Portable fire extinguishers shall be provided in all health care occupancies per 9.7.4.1.
· 19.3.6.1 – Corridors shall be separated from all other areas by partitions per 19.3.6.2 thru 19.3.6.5, except as permitted as follows:

(1) Spaces shall be permitted to be unlimited in area and open to corridor if:
a. The spaces are not used for patient sleeping, treatment or hazardous storage areas.
b. Corridors onto which spaces open in same smoke compartment are protected by an auto. smoke detection system
c. Open space is protected by auto smoke detection system.
d. Space does not obstruct access to req’d exits.

· 19.3.6.2.2 – Corridor walls shall have a minimum 1/2 hour fire resistive rating.
· 19.3.6.2.3 – Corridor walls shall form a barrier to limit the transfer of smoke.
· 19.3.6.3.1 – Doors protecting corridor opg’s shall resist passage of smoke and:

a) 1 3/4 inches thick solid bonded wood core.
b) Material that resists fire for a minimum of 20 minutes.

· 19.3.6.3.1 – Gasketing of doors shall not be necessary to resist the passage of smoke.
· 18.3.6.3.5 – Corridor doors shall be self-latching and provided with positive-latching hardware.
· 19.3.6.3.6 – Doors to toilet rms, shower rms, and sim auxiliary spaces that do not contain combustible materials: latching req’ts of 18.3.6.3.5 not req’d.
· 19.3.6.3.7 - Powered corridor doors per 7.2.1.9 not req’d to meet latching req’ts of 18.3.6.3.5 if:

(1) Door is equipped w/ means of keeping door closed acceptable to AHJ.
(2) Device capable of keeping door closed w/ 5lb force to swinging door.

· 19.3.6.3.11 – Door closing devices not req’d on corridor doors other than those serving req’d exits, smoke barriers, or enclosures of vertical openings.
· 19.3.7.1 – Smoke Barriers shall be provided to divide every story used for sleeping rooms for more than 30 patients into not less than two smoke
compartments and the following shall also apply:

(1) The size of any such smoke compartment shall not exceed 22,500 sf, and the travel distance from any point to reach a door in the smoke barrier
shall not exceed 200 feet.

(2) Where neither the length nor the width of the smoke compartment exceeds 150 feet the travel distance to reach the smoke barrier door shall not be
limited.

(3) The area of an atrium separated in accordance with 8.6.7 shall not be limited in size.
· 19.3.7.5.1 – Hospital or Nursing home = 30 net s.f. per patient shall be provided within the aggregated areas of corridors, patient rms, treatment rms.,
lounge or dining areas, and other low hazard areas on each side of the smoke barrier.
· 19.3.7.6 - Openings in Smoke Barriers- shall be protected.
· 19.3.7.6.1—Nonrated factory or field applied protective plates, unlimited in height shall be permitted.
· 19.3.7.8 –Doors in Smoke Barriers shall comply with 8.5.4 and shall be self-closing or auto-closing per 18.2.2.2.7. The doors shall not be required to swing
in the direction of egress travel
· 19.3.7.9 – Door openings in Smoke Barriers- shall be protected using one of the following methods:

(1) Swinging door providing a clear width of not less than 32 inches.
(2) Horizontal-sliding door complying 7.2.1.14 and providing a clear width of not less than 32 inches.
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DEMOLITION NOTES

GENERAL DEMOLITION NOTES

A. Remove all existing partitions shown with dashed line.  Repair wall and
floor finishes to match adjacent surfaces at areas of removal or
scheduled new surfaces as required.  Provide clean, smooth edge for
attachment of new material.

B. Remove all existing borrowed lights, doors and hollow metal frames
where indicated with dashed line.  Unused hardware shall be turned
over to Owner.  Box hardware before giving to Owner.

C. Remove all wall-hung accessories and protuding objects from walls
shown to be demolished, receive work or scheduled to receive new
finishes.  Turn all equipment over to Owner.

D. See Plumbing, HVAC and Electrical Drawings for removal work
associated with those trades.  Patch and repair all work associated with
PME installation.  Match all existing conditions U.N.O.

E. Computer and communication cables and/or other wiring, piping,
tubing, etc. serving other areas and functions located above ceiling or
in walls of area to be remodeled shall be maintained during
demolition/construction process.  Coordinate any required changes to
these systems with the C.O.R.

F. Repair existing walls to match adjacent undisturbed wall where
cabinets, countertops, etc. are shown to be removed.

G. Prepare walls and floor slabs as required to receive new fininsh
materials where existing finish is indicated to be removed. This
includes the removal of all extraneous items such as tacks, nails, tape,
guidewires, etc.attached to or protuding from surfaces scheduled to
recieve finishes.

H. Owner will remove existing corner guards in areas to be remodeled
shall be removed by the owner.

J. All walls are considered to be of masonry construction unless noted
othwise.

K. Remove portion of all walls as required to install new MEP systems.
See MEP Drawings.

L. NOT USED

M. All floor demolition as shown indicated will terminate at the entrance of
room as shown on finish plans sheets A821, U.N.O. New tile shall abut
existing tile with clean straight edge. If there are any questions
regarding termination at existing finishes, please contact the C.O.R.

N. Where existing floor finishes of unlike color & pattern are installed,
these finishes typically extend to the center of the existing door frames.
Where directed to remove existing floor finish in a given room, for
example patient bedroom along either side of the main corridor the
contractor should plan on removing the existing finish to the center of
the indicated door frame. In addition, protect the existing tile to remain
in order to provide a clean edge for installation.

P. Building 35 is partially abated for Asbestos Containing Material (ACM)
in the area of construction. ACM located as noted in the specifications
must be abated per the direction of the C.O.R. and the project
specifications. No free liquids, emulcifiers or flowable solvents will be
alowed to remove the existing asbestos.

Q. Ceilings and walls above ceilings to be removed on first floor to access
plumbing work on second floor from below (First Floor) shall be
repaired and reinstalled to match all existing conditions. See MEP
drawings for ceiling types and extent of removal work on First Floor.

R. The contractor will remove wall base associated with all areas of floor
demolition that fall within his/her contract of work.

S. Protect all existing doors and frames in place. Document condition of
doors and frames with C.O.R. prior to beginning construction.

T. Remove any and all ceiling soffits and bulkheads associated with
shower demolition

U. The intent is to have all walls, doors and frames, wall base, ceilings,
televisions, television brackets,wall brackets, etc. indicated to be
removed by the Owner prior to the Contractor beginning work, unless
indicated otherwise. Demolition plans are provided to help identify
scope and areas of repair work that will be the resposability of the
General Contractor. Any area indicated to be removed by the Owner
should not be bid as part of this project and any areas so designated
that are remaining should be brought to the attention of the C.O.R. The
base bid will include all flooring demolition including all associated
asbestos abatement identified in connection with base bid demolition.
Base bid  includes all MEP removals accociated with these trades
unless noted othrewise. See Mechanical, Electrical, and Plumbing
Drawings.

V. Re-work all existing ceilings removed, altered, replaced etc. in order to
complete all new work. Match all existing conditions unless new work is
indicated.

W. Throughout entire area of demolition (Owner & Contractor
Responsibility) the existing floor surface shall be made level by the
contractor throughout by pouring high strength cementious fill. Feather
all edges to match adjacent floor edges and allow for floor finish to be
installed.

N
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SECOND FLOOR - Demo North

N
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SECOND FLOOR - Demo South
1 Owner to remove existing wall or portion of existing wall as shown.

2 Owner to remove existing door & frame. Patch floor tile to match like new
conditions by General Contractor.

3 Owner to remove existing handrail if adjacent to wall and repair wall
surface.

4 Remove thick set ceramic tile, abatement of underlying asbestos containing
black mastic as directed in section 02 82 13.19, down to top of floor slab.
Provide self leveling high strength cementious topping to prepare floor for
new finish. All by General Contractor.

5 Owner to remove existing casework. Patch and repair wall to a like new
conditon. Provide new gyp. board and finish behind cabinet soffiit if absent,
if present patch and repair to match adjacent surfaces, by General
Contractor. Prepare  surfaces to recieve scheduled finishes, by General
Contracor.

6 Remove existing radiator unit.  See Mechanical Drawings.

7 Existing hollow metal & door window frame & wood door  to remain. Protect
in place.

8 Owner to remove existing ceramic tile wainscot. Cove base and flooring to
remain.

9 Remove up to two layers of existing resilient flooring and additional where
applicable top layer of existing carpeting. Flooring will be removed along
joint lines up to the nearest full square in both directions starting at the
walls indicated. Remove the existing flooring to top of existing structure
floor slab. Provide self-leveling high strength cementious topping to
prepare floor for new finish. Abate mastic containing asbestos material as
directed in section 02 82 13.19. All by General Contractor.

10 Remove thick set ceramic tile and grout bed down to top of floor slab.
Provide self leveling high strength cementious topping to prepare floor for
new finish. All by General Contractor.

11 Limit of demolition. Coordinate exact line in field with C.O.R.

12 See MEP plan for cabinet installation. Patch and repair any damage to
existing flooring resulting from installation of cabinets to match all existing
conditions. Abate asbestos containing mastic exposed and contact the
C.O.R. prior to beginning abatement work.

13 Protect existing VCT in place.

14 Remove portion of wall in order to install new plumbing and water resistant
gyp. board for new tile finish at mop sink.

15 Existing door to remain. Lock door and remove existing door hardware from
exterior side of door and provide flush faceplate and anti-ligature hinges.

16 Owner to remove existing ceramic tile finish on all walls throughout existing
shower room / restroom.

17 Protect existing Nurse's Station and desk in place.

18 Existing patient lift track to be removed by Owner. See sheet A311.

19 Contractor to repair and prep walls to receive scheduled finishes, where
Owner has removed existing tile wainscot.
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DIMENSION/NOTE PLAN
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35

4 37

GENERAL NOTES

A. All dimensions are taken to face of gypsum wallboard or unit masonry.

B. Edge of all door jambs at hinge side not otherwise indicated are to be
6" from the face of intersecting walls.  Edge of all door jambs at strike
side not otherwise located are to be 18" minimum from the face of
intersecting walls.

C. All wood blocking to be fire retardent treated.

D. Intent of new wall construction is for finish faces of infill wall to align
with all adjacent wall faces.  Contact C.O.R. if conditions in the field
vary.

E. All partitions shall be type 'S1.0' unless noted otherwise.

F. All new construction will be performed by the general contractor,
U.N.O.

G. Patch and repair all finishes to like new where new construction abutts
existing condition.  Match all existing conditions, U.N.O.

H. All gypsum board to be moisture resistant gypsum board behind all
new sinks, showers, water closets and urinals.

J. Coordinate exact dimension for rough opening of shower compartment
with model submitted for use in project.

K. Provide thermal or accoustic insulation in all new wall construction,
U.N.O.

L. See MEP plans for fancoil cabinets.

M. Finish floor elevations is considered elevation 0'-0" for floor drain
placement. All new drains shall be at 0'-0" unless noted otherwise.
Provide high strength fill to slope shower approach and throughout the
remainer of the restroom from shower to drain.

N. Provide lav-shield at all new lavatory installations. See plumbing
drawings.

O. Provide thermal or accoustic batt insulation in all new wall
construction, U.N.O.

P. Verify all conditions in the field prior to fabrication, erection, &
construction.

Q. All new gypsum board in patient spaces will be type "X" abuse
resistant gypsum board, U.N.O.

R. Provide proper clerence at all shower entries.

S. All restroom accessories including but not limited to, grab bars, toilet
paper dispensers, etc. are to be anti-ligature, anti-event unless noted
otherwise.

T. See sheet A821 for floor finishes.

U. Coordinate the installation of handrails with door and door hardware.

N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR - New North

N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR - New South

1 Extend new gypsum board finish over column.

2 New hollow metal framed and security glass window with polycarbonate
glazing. See window Type 'A'.

3 New stainless steel countertop.  See Interior Elevations.

4 New plumbing fixture, see PME drawings.

5 New anti-ligature handrail. Deduct Alternate #1.

6 New ADA drinking fountain. See Plumbing drawings.

7 New metal lockers.  Contractor provided, contractor installed.

8 New hollow metal door frame and sidelight.

9 Robe hook. See accessorie schedule on Sheet A701.

10 New ADA accessible shower with anti-ligature controls, shower head,
drain, and grab bars.

11 New roll in shower with anti-ligature controls, shower head, drain, and
grab bars.

12 Shelving by Owner.

13 Patient beds by Owner.

14 New stainless steel upper cabinets.  See Interior Elevations.

15 Existing counter & reception desk. Protect in place.

16 New plastic laminate countertop. See Interior Elevations.

17 New tamper resistant fan coil housing enclosure. See Mechanical
Drawings.

PLAN NOTES

N

Scale:

PROJECT

 1" = 50'-0"

KEY PLAN
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35

5 37

Scale:  1/4" = 1'-0"7
Patient Toilets 213, 215 & 218

Scale:  1/4" = 1'-0"4
Observation 269, Toilet 270

Scale:  1/4" = 1'-0"8
Patient Room 240, Patient Toilets 243 & 245

Scale:  1/4" = 1'-0"5
Patient Toilets 278 & 283, Laundry 280

Scale:  1/4" = 1'-0"6
Patient Room 251, Toilets 250 & 252

Scale:  1/4" = 1'-0"2
Security Vestibule 203A

Scale:  1/4" = 1'-0"1
Patient Lockers 202

Scale:  1/4" = 1'-0"3
Patient Toilet 275

ENLARGED PLAN NOTES
1 Wall infill construction to be metal stud and 5/8" type "x" abuse

resistant gypsum board each side.  Overall wall thickness to match
adjacent walls.  Align finish face of new wall infill with existing
adjacent wall face. Contractor to verify thickness in field.

2 New hollow metal framed and security glass window with
polycarbonate glazing. See window Type 'A'.

3 New stainless steel countertop.  See Interior Elevations.

4 New anti-ligature plumbing fixture, see PME drawings.

5 3 5/8" 20 GA metal stud with 5/8" type "x" abuse resistant gypsum
board room side.

6 3 5/8" 20 GA metal studs with 5/8" gypsum board both sides.

7 New anti-ligature handrail. Deduct Alternate #1.

8 Owner provided, owner installed anti-event curtain and track with
pull-away velcro attachments.

9 New metal lockers by contractor.

10 Existing hollow metal frame, door frame and wood door to remain.

11 New wall infill.  Metal stud with 5/8" gypsum board one side.  Align
face of new wall infill with face of existing adjacent wall.

12 New hollow metal frame with tempered glazing.  See Frame Type B,
Sheet A601.

13 Washing & Dryer by Owner. All hook-ups by contractor. See MEP
drawings.

14 New corner guard. See sheet A831.

15 New shelving by Owner.

16 Lock and secure door in closed position. install tamper-proof
hardware. Return original hardware to owner.

17 New ADA accessible shower compartment with anti-ligiture
accessories. Slope floor at threshold so as to conform with all ADA
entry requirements, 1/2" max threshold expect at roll-in models
which shall be zero entry.

18 New tamperproof fan coil cover. See Mechanical drawings.

19 New plastic laminate countertop & concealed stainless steel support
brackets.

20 New Anti-ligature robe hooks.

21 New electric walter cooler. See Plumbing drawings.

GENERAL NOTES

A. All dimensions are taken to face of gypsum wallboard or unit masonry.

B. Edge of all door jambs at hinge side not otherwise indicated are to be
6" from the face of intersecting walls.  Edge of all door jambs at strike
side not otherwise located are to be 18" minimum from the face of
intersecting walls.

C. All wood blocking to be fire retardent treated.

D. Intent of new wall construction is for finish faces of infill wall to align
with all adjacent wall faces.  Contact C.O.R. if conditions in the field
vary.

E. All partitions shall be type 'S1.0' unless noted otherwise.

F. All new construction will be performed by the general contractor,
U.N.O.

G. Patch and repair all finishes to like new where new construction abutts
existing condition.  Match all existing conditions, U.N.O.

H. All gypsum board to be moisture resistant gypsum board behind all
new sinks, showers, water closets and urinals.

J. Coordinate exact dimension for rough opening of shower compartment
with model submitted for use in project.

K. Provide thermal or accoustic insulation in all new wall construction,
U.N.O.

L. See MEP plans for fancoil cabinets.

M. Finish floor elevations is considered elevation 0'-0" for floor drain
placement. All new drains shall be at 0'-0" unless noted otherwise.
Provide high strength fill to slope shower approach and throughout the
remainer of the restroom from shower to drain.

N. Provide lav-shield at all new lavatory installations. See plumbing
drawings.

O. Provide thermal or accoustic batt insulation in all new wall
construction, U.N.O.

P. Verify all conditions in the field prior to fabrication, erection, &
construction.

Q. All new gypsum board in patient spaces will be type "X" abuse
resistant gypsum board, U.N.O.

R. Provide proper clerence at all shower entries.

S. All restroom accessories including but not limited to, grab bars, toilet
paper dispensers, etc. are to be anti-ligature, anti-event unless noted
otherwise.

T. See sheet A821 for floor finishes.

U. Coordinate the installation of handrails with door and door hardware.

Revisions Date
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Owner.
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Contractor to complete all installations. See
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A. Remove all existing partitions shown with dashed line.  Repair wall and
floor finishes to match adjacent surfaces at areas of removal or
scheduled new surfaces as required.  Provide clean, smooth edge for
attachment of new material.

B. Remove all existing borrowed lights, doors and hollow metal frames
where indicated with dashed line.  Unused hardware shall be turned
over to Owner.  Box hardware before giving to Owner.

C. Remove all wall-hung accessories and protuding objects from walls
shown to be demolished, receive work or scheduled to receive new
finishes.  Turn all equipment over to Owner.

D. See Plumbing, HVAC and Electrical Drawings for removal work
associated with those trades.  Patch and repair all work associated with
PME installation.  Match all existing conditions U.N.O.

E. Computer and communication cables and/or other wiring, piping,
tubing, etc. serving other areas and functions located above ceiling or
in walls of area to be remodeled shall be maintained during
demolition/construction process.  Coordinate any required changes to
these systems with the C.O.R.

F. Repair existing walls to match adjacent undisturbed wall where
cabinets, countertops, etc. are shown to be removed.

G. Prepare walls and floor slabs as required to receive new fininsh
materials where existing finish is indicated to be removed. This
includes the removal of all extraneous items such as tacks, nails, tape,
guidewires, etc.attached to or protuding from surfaces scheduled to
recieve finishes.

H. Owner will remove existing corner guards in areas to be remodeled
shall be removed by the owner.

J. All walls are considered to be of masonry construction unless noted
othwise.

K. Remove portion of all walls as required to install new MEP systems.
See MEP Drawings.

L. NOT USED

M. All floor demolition as shown indicated will terminate at the entrance of
room as shown on finish plans sheets A821, U.N.O. New tile shall abut
existing tile with clean straight edge. If there are any questions
regarding termination at existing finishes, please contact the C.O.R.

N. Where existing floor finishes of unlike color & pattern are installed,
these finishes typically extend to the center of the existing door frames.
Where directed to remove existing floor finish in a given room, for
example patient bedroom along either side of the main corridor the
contractor should plan on removing the existing finish to the center of
the indicated door frame. In addition, protect the existing tile to remain
in order to provide a clean edge for installation.

P. Building 35 is partially abated for Asbestos Containing Material (ACM)
in the area of construction. ACM located as noted in the specifications
must be abated per the direction of the C.O.R. and the project
specifications. No free liquids, emulcifiers or flowable solvents will be
alowed to remove the existing asbestos.

Q. Ceilings and walls above ceilings to be removed on first floor to access
plumbing work on second floor from below (First Floor) shall be
repaired and reinstalled to match all existing conditions. See MEP
drawings for ceiling types and extent of removal work on First Floor.

R. The contractor will remove wall base associated with all areas of floor
demolition that fall within his/her contract of work.

S. Protect all existing doors and frames in place. Document condition of
doors and frames with C.O.R. prior to beginning construction.

T. Remove any and all ceiling soffits and bulkheads associated with
shower demolition

U. The intent is to have all walls, doors and frames, wall base, ceilings,
televisions, television brackets,wall brackets, etc. indicated to be
removed by the Owner prior to the Contractor beginning work, unless
indicated otherwise. Demolition plans are provided to help identify
scope and areas of repair work that will be the resposability of the
General Contractor. Any area indicated to be removed by the Owner
should not be bid as part of this project and any areas so designated
that are remaining should be brought to the attention of the C.O.R. The
base bid will include all flooring demolition including all associated
asbestos abatement identified in connection with base bid demolition.
Base bid  includes all MEP removals accociated with these trades
unless noted othrewise. See Mechanical, Electrical, and Plumbing
Drawings.

V. Re-work all existing ceilings removed, altered, replaced etc. in order to
complete all new work. Match all existing conditions unless new work is
indicated.

W. Throughout entire area of demolition (Owner & Contractor
Responsibility) the existing floor surface shall be made level by the
contractor throughout by pouring high strength cementious fill. Feather
all edges to match adjacent floor edges and allow for floor finish to be
installed.

GENERAL DEMO NOTES

CEILING DEMOLITION NOTES

N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR - Demo North

N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR - Demo South

1 Existing ACT to remain.

2 Existing gypsum board ceiling to remain.

3 Existing ACT to be removed by the Owner.

4 Existing gypsum board to be removed by the Owner.

5 No work this area.

6 Remove ACT grid and tiles as required for new work associated, but
not limited to wall construction, air supply device and light
replacement.  Match all existing conditions

7 Limit of ceiling demolition to be determined in the field.

8 Existing ACT to be removed by Owner up to the nearest tile edge in
order to install walls and doors indicated. See Ceiling Demolition
Legend for full extent of partial removal.

9 Existing gypsum board soffit and bulkhead to be removed by the
Owner.

10 Remove existing gypsum board ceiling for new work. Verify exact
limits in the field. Patch and repair work to match all existing
conditions.

11 Owner to remove existing lift track.

CEILING DEMOLITION LEGEND

N

Scale:

PROJECT

 1" = 50'-0"

KEY PLAN

Revisions Date



REFLECTED CEILING PLAN LEGEND

Recessed
downlight fixture

Supply Air Diffuser

Return Air Grille2' x 4' fluorescent fixture

2'x4' acoustical
tile ceiling

Gypsum board / portland
cement plaster ceiling / soffit
- painted

Pendant light fixture

Chain-hung light fixture

Access panel,
coordinate location with
access to new
mechanical installation.
See Mechanical plans.

Surface-mounted
strip light fixture
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GENERAL  NOTES

A. All wood blocking shall be fire retardant.

B. Light fixtures, sprinkler heads, speakers, and HVAC devices shall be
located as close as possible to the center of acoustical ceiling panels.
Confirm any deviation from this with the C.O.R.

C. See P, M, E and FP drawings for additional information regarding final
information and quantites of fixtures/devices to be installed in ceiling.

D. See Electrical Drawings for lighting specifications.

E. All gypsum board ceilings to be  painted P-6 unless noted otherwise.

F. Ceiling height to be 8'-0" AFF, unless noted otherwise.

G. Re-work all existing ceilings removed, altered, replaced etc. in order to
complete all new work. Match all existing conditions unless new work
is indicated.

N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR - New North

N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR - New South

N

Scale:

PROJECT

 1" = 50'-0"

KEY PLAN

Revisions Date

CEILING NOTES
1 Existing ACT to remain. Provide and install new hold down clips per

all manufacturer's instructions.

2 New 2'x4' acoustical ceiling tile and grid with hold down clips. Install
per all manufacturer's instructions.

3 Existing gypsum board ceiling to remain. Provide new painted finish,
P-6; U.N.O. Patch and repair ceiling for work associated with new wall
construction.

4 New gypsum board ceiling.

5 Existing ceiling to remain, no work in this area.

6 Remove ACT grid and tiles as required fo new work associated, but
not limited to wall construction, air supply device and light
replacement.  Verify exact limits in the field. Match all existing
conditions.

7 Tamper-proof ceiling access hatch. Coordinate exact placement of
hatch in field to provide access to HVAC devices and dampers. See
Mechanical Drawings.

8 Remove gypsum board ceiling as required fo new work associated,
but not limited to wall construction, air supply device and light
replacement.  Match all existing conditions.

9 Limit of new ceiling construction associated with sally-port to be
coordinated in the field.
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DETAIL NOTES

1 Sealant both sides of frame.  Provide backer rod at all exterior locations.

2 Metal stud framing.

3 Fiberglass batt insulation.

4 5/8" Type 'X' abuse resistant gypsum board.  See Wall Types.

5 Hollow metal frame.

6 Double studs at jamb, typ.

7 Hospital stops @ all interior door frames.

8 1/4" tempered glazing.

9 1/2" clear polycarbonate security glazing.

10 Existing structural concrete deck.

11 UL approved fire-stopping, both sides.

12 1/2" laminated tempered glazing in all doors at patient rooms.

13 Deflection channel.

14 UL approved forming material continuous @ top of wall.

15 Steel ceiling runner of sufficient width to accommodate steel studs.

DOOR SCHEDULE

DOOR
#

BETWEEN DOOR DESCRIPTION FRAME DESCRIPTION

FIRE
RATING

HDWE
SET REMARKSRM RM TYPE MAT'L

SIZE

TYPE MAT'L HEAD JAMB# W H T

2A101A 2A101A 2A101 F WD 2 3' - 0" 7' - 0" 1 3/4" A HM - J1 09 Update HW as specified.

2A103 2A103 2AL2 EXIST 2 3' - 0" 7' - 0" 1 3/4" A HM 03

2A106 2A106 2AC1 EXIST 2 2' - 5" 7' - 0" 1 3/4" A HM 03 Existing door with new door hardware.

2A107 2AC1 2A107 EXIST 1 2' - 6" 7' - 0" 1 3/4" 1 HM 02

2AC1 2AC1 2AL2 EXIST WD 1 4' - 0" 7' - 0" 1 3/4" D HM H1 J1 13

2AL2 2AL2 2AL1 G WD 1 4' - 0" 7' - 0" 1 3/4" B HM H2 J1 14

2B100 2B100 2BC1 N WD 1 3' - 10" 7' - 0" 1 3/4" A HM H1 J1 01

2B100A 2B100A 2B104 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2B100B 2B100A 2B100 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2B103 2B103 2BC1 N WD 1 3' - 8" 7' - 0" 1 3/4" A HM H1 J1 01 Undercut door 3/4"

2B103A 2B103A 2B103 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2B104 2B104 2BC1 N WD 1 3' - 10" 7' - 0" 1 3/4" A HM H1 J1 01

2B106 2B106 2BC1 EXIST 1 3' - 0" 7' - 0" 1 3/4" 1 HM 02 Existing door with new hospital tips hinge.

2B107 2B107 2BC1 N WD 1 3' - 8" 7' - 0" 1 3/4" A HM H1 J1 01 Undercut door 3/4"

2B107A 2B107A 2B107 EXIST 1 3' - 0" 7' - 0" 1 3/4" 1 HM 05 Provide new door hardware, existing door &
frame to remain.

2B107B 2B107B 2B107 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2B108 2B108 2BC1 N WD 1 3' - 8" 7' - 0" 1 3/4" A HM H1 J1 01

2B108A 2B108A 2B110 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2B108B 2B108A 2B108 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2B109 2B109 2BC1 EXIST 1 2' - 10" 7' - 0" 1 3/4" 1 HM 02 Existing door with new hosiptal tips hinge.

2B110 2BC1 2B110 N WD 1 3' - 0" 7' - 0" 1 3/4" A HM H1 J1 01

2B112 2B112 2BC3 F WD 1 3' - 0" 7' - 0" 1 3/4" A HM H1 J1 08 Undercut door 3/4"

2B113 2BC3 2B113 EXIST 1 4' - 2" 7' - 0" 1 3/4" 1 HM 2 Existing door with new hospital tips hinge.

2B114 2BC2 2B114 N WD 1 4' - 0" 7' - 0" 1 3/4" A HM H1 J1 01

2B114A 2B114A 2B116 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2B114B 2B114A 2B114 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2B115 2BC3 2B115 EXIST 1 3' - 0" 7' - 0" 1 3/4" 1 HM 02 Existing door with new hospital tips hinge.

2B116 2B116 2BC2 N WD 1 4' - 0" 7' - 0" 1 3/4" A HM H1 J1 01

2B117C 2B117C 2B117 F WD 1 3' - 0" 7' - 0" 1 3/4" A HM H1 J1 04 Undercut door 3/4"

2B119 2B119 2BC3 EXIST 1 4' - 0" 7' - 0" 1 3/4" 1 HM 02 Existing door with new hospital tips hinge.

2B120 2B120 2BC3 F WD 1 3' - 0" 7' - 0" 1 3/4" A HM H1 J1 06

2B122 2B122 2BC3 G WD 1 3' - 0" 7' - 0" 1 3/4" A HM H1 J1 06 Undercut door 3/4"

2B122A 2B122A 2B122 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2B122B 2B122B 2B122 N WD 1 3' - 0" 7' - 0" 1 3/4" A HM H1 J1 11

2C100 2C100 2CC1 N WD 1 3' - 10" 7' - 0" 1 3/4" A HM H1 J1 01

2C100A 2C100A 2C100 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2C103 2C103 2CC1 N WD 1 3' - 8" 7' - 0" 1 3/4" A HM H1 J1 01 Undercut door 3/4"

2C103A 2C103A 2C103 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2C104 2CC1 2C104 N WD 1 3' - 10" 7' - 0" 1 3/4" A HM H1 J1 01

2C104A 2C104A 2C104 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2C107 2C107 2CC1 N WD 1 3' - 8" 7' - 0" 1 3/4" A HM H1 J1 01 Undercut door 3/4"

2C107A 2C107A 2C107 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2C107B 2C107B 2C107 EXIST 1 3' - 0" 7' - 0" 1 3/4" 1 HM 05 Provide new door hardware, existing door and
frame to remain.

2C108 2C108 2CC1 N WD 1 3' - 10" 7' - 0" 1 3/4" A HM H1 J1 01

2C108A 2C108A 2C108 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2C108B 2C108A 2C110 -- - 1 3' - 0" 7' - 0" 0" C HM H3 J3 Cased Opening

2C109 2C109 2CC1 EXIST 1 2' - 10" 7' - 0" 1 3/4" 1 HM 02 Existing door with new hospital tips hinge.

2C110 2CC1 2C110 N WD 1 3' - 8" 7' - 0" 1 3/4" A HM H1 J1 01

2C112 2CC1 2C112 F WD 1 3' - 0" 7' - 0" 1 3/4" A HM H1 J1 08 Undercut door 3/4"

2C113 2C113 2CC3 EXIST 1 4' - 2" 7' - 0" 1 3/4" 1 HM 02 Existing door with new hospital tips hinge.

2C117C 2C117 2C117C F WD 1 3' - 0" 7' - 0" 1 3/4" A HM H1 J1 04 Undercut door 3/4"

Scale:  1/4" = 1'-0"

DOOR TYPES

Scale:  1/4" = 1'-0"

HOLLOW METAL FRAME TYPES

Scale:  1/4" = 1'-0"

WINDOW TYPE
N.T.S.Scale:

DOOR DETAILS

A. All wood blocking shall be fire retardant.

B. See Finish Plans for typical sill conditions at unlike floor finishes.

C. Seal joints between floor finish material and bottom of door frames.

D. Paint window frames at door windows to match door frame.

E. Finish all doors to match existing doors that are to remain.

F. See sheet A821 for sill conditions at all dis-similiar materials.

G. Verify all conditions & dimensions prior to fabrication, erection, &
construction.

H. Patient restroom curtains and installation by Owner.

GENERAL NOTES

Scale:  3" = 1'-0"1
WALL HEAD DETAIL MFR.

MFR.

MFR.

MFR.

MFR.

MFR.

MFR.

MFR.

MFR.

MFR.

MFR.

MFR.

EXIST

MFR.

MFR.

MFR.

EXIST

EXIST EXIST EXIST EXIST EXIST

EXIST EXIST EXIST EXIST EXIST

EXIST EXIST EXIST EXIST EXIST

EXIST EXIST EXIST EXIST EXIST

EXIST EXIST EXIST EXIST EXIST

EXIST EXIST EXIST EXIST EXIST

EXIST EXIST

EXIST EXIST

EXIST EXIST

EXIST EXIST

EXIST EXIST

EXIST EXIST EXIST EXIST EXIST EXIST EXIST

EXIST EXIST EXIST EXIST EXIST EXIST EXIST

EXIST EXIST EXIST EXIST EXIST EXIST EXIST

EXIST EXIST EXIST EXIST EXIST EXIST EXIST

EXIST EXIST EXIST EXIST EXIST EXIST EXIST

EXIST EXIST EXIST EXIST EXIST EXIST EXIST

MFR.

Revisions Date
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INTERIOR ELEVATIONS

A701
KGWS

12002.00

538-13-105

VAMC Chillicothe

35

9 37

INTERIOR ELEVATION NOTES

GENERAL INT. ELEVATION NOTES

A. See Sheet A821 for Floor Finish Plan.

B. See Sheet A831 for Wall Protection locations.

C. See Sheet A801 for Room Finish Schedule.

D. See Sheet A801 for Finish Materials Legend.

E. Provide tile substrate as follows: Linen and HAC Rooms will receive
Water-resistant gyp. board.

F. All door frames are to be painted P-5.

G Coordinate all mounting heights with MEP equipment.

H All wood blocking shall be fire retardant.

J. Provide ADA covers at all lavatories, see Plumbing plans.

K. All gypsum behind all new sinks, showers, water closets shall be
moisture / mold resistant in all locations.

1 Equipment, owner provided. All mechanical, electrical and plumbing
rough-ins by the contractor.

2 New drinking fountain. See Plumbing Drawings.

3 Anti-ligature Handrail, see Sheet A711 for details.  Deduct Alternate #1.

4 Lockers, provided and installed by contractor. Lockers are to have
matching slopped tops per manufacturer. See Sheet A711 for pedestal
details.

5 Pre-fab ADA complaint shower compartment, with anti-ligature
accessories. All plumbing and electrical connections per the MEP
contractors. Slope floor at entry to create correct entry conditions.

6 New hollow metal framed and security glass window with polycarbonate
glazing. See window Type 'A'.

7 Provide lockset, all cabinets TYP.

8 New tamper proof toilet. See Plumbing Drawings.

9 New tamper proof sink. See Plumbing Drawings.

10 Stainless steel casework. See Sheet A711 for details.

11 Stainless steel counter top and support brackets. See Sheet A711 for
details.

12 Match existing wall base.

14 Mop sink. See Plumbing Drawings.

15 Patient bed, owner provided.

16 New door and frame. See Door Schedule.

17 Existing window to remain. Protect in place.

18 New tamper proof fan coil cover. See Mechanical Drawings.

19 Locker filler strip by manufacturer.

20 Anti-ligature, high-impact plastic plumbing cover at all new lavoratories.
See Plumbing Drawings.

21 Patch and repair all existing construction to like new. Match all existing
conditions, U.N.O.

22 Existing door to remain, protect in place. Provide new painted finish.

23 New window and frame with 1/4 inch tempered glazing.

Scale:  1/4" = 1'-0"16
Corridor- 2CC2

Scale:  1/4" = 1'-0"17
Visitors Lockers- 2A101

Scale:  1/4" = 1'-0"18
Visitors Lockers- 2A101

Scale:  1/4" = 1'-0"19
Vestibule- 2AL1

Scale:  1/4" = 1'-0"12
Patient Toilet- 2B114A

Scale:  1/4" = 1'-0"10
Patient Toilet- 2B114A

Scale:  1/4" = 1'-0"2
Patient Toilet- 2B107B

Scale:  1/4" = 1'-0"1
Patient Toilet- 2B107B

Scale:  1/4" = 1'-0"11
Patient Toilet- 2B114A

Scale:  1/4" = 1'-0"7
Isolation Toilet- 2B122A

Scale:  1/4" = 1'-0"6
Observation Rm.- 2B122

Scale:  1/4" = 1'-0"13
Laundry- 2B106

ACCESSORIES SCHEDULE

MARK ITEM MOUNTING HEIGHT COMMENTS

A ANTI-LIAGTURE GRAB BAR 36" LENGTH 34" A.F.F. TO CENTER LINE FURNISHED AND INSTALLED BY CONTRACTOR.

B ANTI-LIGATURE GRAB BAR 42" LENGTH 34" A.F.F. TO CENTER LINE FURNISHED AND INSTALLED BY CONTRACTOR.

C ANTI-LIGATURE GRAB BAR 18" LENGTH 34" A.F.F. TO CENTER LINE FURNISHED AND INSTALLED BY CONTRACTOR.

D ANTI-LIGATURE MIRROR 24" x 36" 40" A.F.F. TO BOTTOM OF MIRROR FURNISHED AND INSTALLED BY CONTRACTOR.

E ANTI-LIGATURE SOAP DISPENSER BY OWNER FURNISHED BY OWNER INSTALLED BY CONTRACTOR.

F ANTI-LIGATURE RECESSED PAPER TOWEL DISPENSER 48'' A.F.F. TO CENTERLINE FURNISHED AND INSTALLED BY CONTRACTOR.

G MOP HOLDER 60'' A.F.F. TO TOP FURNISHED AND INSTALLED BY CONTRACTOR.

H ANTI-LIGATURE GRAB BAR 30" LENGTH 33" A.F.F. TO CENTER LINE RESTROOM 2C108A

H ANTI-LIGATURE SAN. NAP. DISPOSAL 31" A.F.F. TO TOP FURNISHED AND INSTALLED BY CONTRACTOR.

J ANTI-LIGATURE SECURITY RECESSED TOILET TISSUE ROLL 28" A.F.F. TO TOP FURNISHED AND INSTALLED BY CONTRACTOR.

K ANTI-LIGATURE ROBE HOOK 48'' A.F.F. TO CENTERLINE FURNISHED AND INSTALLED BY CONTRACTOR.

Scale:  1/4" = 1'-0"20
HAC-2B115

Scale:  1/4" = 1'-0"8
Isolation Toilet- 2B122A

Scale:  1/4" = 1'-0"9
Isolation/Restraint Rm.-2B122B

Scale:  1/4" = 1'-0"3
Patient Rm.- 2B107

Scale:  1/4" = 1'-0"4
Patient Rm.- 2B107

Scale:  1/4" = 1'-0"5
Patient Rm.- 2B107

Scale:  1/4" = 1'-0"14
Laundry - 2B106

Revisions Date



Vinyl acrylic corner guard extend form top
of base to 7'-0" a.f.f. install per all
manufacturer's requirements.

3"

3
"

Aluminum retainer.

Specified fastener.

Blocking per manufacturer's
recommendation. Coordinate with wall
construction.

Abuse resistant gyp.
wall board.

Blocking per Manufacturer
requirements. Provide
additional blocking at new
construction.

5/8" gypsum wall board

Resilient cover

Match existing
Rubber base.

3
' -

 0
'' 

A
.F

.F
.

F.F.L.

Anti-ligature continuous
Enclosure bracket

Aluminum retainer

1 1/2" 1 1/2"

Existing wall protection, protect in place.

Mounting bracket

Concealed stainless steel support brackets. Patch &
repair wall to match existing, after installation.

B1

Plastic Laminate  material over 3/4"
plywood, continuous waterfall front
edge and backsplash

2' - 0"

2
' -

 6
"

2
' -

 2
"

1
"

Stainless steel countertop and backsplash

Concealed mounted in wall double
slotted vertical uprights. Patch &
repair wall to match existing, after
installation.

Concealed cantilevered countertop
support bracket

4
"

8
"

B2

F.F.L.F.F.L.

1
 1

/2
"4

"

2' - 0"

New rubber base.New rubber base.

Note: No points of attachments will be available at the completion of installtion.

1' - 6"

3"1' - 3"

7
"

3
"

2
"

Caulk joint.

#4 dowell, @ 24'' O.C. Epoxy into existing
structural slab

Rubber base.

New 3000 psi concrete locker base.

Top of existing slab.

Lockers by provided and installed by contractor.

Carpet tile

High strength cementiuos fill.

6
"

5/8'' Moisture resistant gypsum  board.

Pre-fabricated accessible shower
enclosure. Coordinate all requirements with
model submitted. See Plumbing Drawings.

Continous sealant bead.

Fire rated 2X wood blocking.

Typical gypboard soffit.
See Reflected Ceiling Plans.

4 1/2"5/8'' Moisture resistant gypsum  board.

Continous sealant bead.

Pre-fabricated accessible shower
enclosure. Coordinate all requirements with
model submitted. See Plumbing Drawings.

5/8'' Moisture resistant gypsum  board.

Paint see Finish Plans and Schedule.

Stainless steel wall cabinet

Wall mounted double slotted vertical uprights

Recessed aluminum pull

Stainless steel slopped top. Finished to
match cabinet.

Horizontal filler/closure panel.

Provide lockset

W1

Adjustable painted steel shelves.

2
' -

 6
"

6
"

1' - 4"

Horizontal filler / closure panel

1
/2

" 
M

a
x
.

Pre-fabricated accessible shower
enclosure. Coordinate all requirements with
model submitted. See plumbing drawings.

Continous sealant bead.

Flooring - see Finish Plans
and Schedule.

Slope flooring to floor drain.

High strength cementious fill.

Top of structural slab.Grout per manufacture's
recommendations.
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CASEWORK SECTIONS & DETAILS
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Scale:  3" = 1'-0"6
Corner Guard Detail

Scale:  3" = 1'-0"5
Anti-Ligature Handrail (Deduct Alt. #1)

Scale:  1" = 1'-0"1
Casework Sections

GENERAL CASEWORK & DETAIL NOTES

A. See Interior Elevations on Sheet A701 for further information.

B. See Wall Protection Plan on Sheet A831, for locations of Wall
Protection.

C. All lockers are to have matching sloped tops, trim and filler pieces per
manufacturer.

Scale:  1 1/2" = 1'-0"2
Locker Pedestal Details

Scale:  1 1/2" = 1'-0"3
Shower Head Detail

Scale:  1 1/2" = 1'-0"4
Shower Jamb Detail

Scale:  1 1/2" = 1'-0"7
Shower Sill Detail

Revisions Date
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FINISH SCHEDULE
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ROOM FINISH SCHEDULE

ROOM # ROOM NAME FLOOR BASE

WALLS CASEWORK

CEILINGNorth South East West Cabinet Countertop

2B122A Isolation Toilet PT-1 PTB-1 P-2 P-2 P-7 P-2 - GYP.

2B122B Isolation/Restraint Room PATCH RB-1 P-1 WP-1 P-1 P-1 - - GYP.

2B123 Bed Room EX. EX. EX. EX. EX. EX. - - EX. ACT / MATCH / RC-1

2B123A Toilet EX. EX. EX. EX. EX. EX. - - EX. ACT / MATCH / RC-1

2B124 Bed Room EX. EX. EX. EX. EX. EX. - - EX. ACT / MATCH / RC-1

2BC1 Corridor PATCH MATCH EX. MATCH EX. MATCH EX. EX. EX. - - -

2BC2 Corridor PATCH MATCH EX. - - - - - - -

2BC3 Corridor PATCH MATCH EX. MATCH EX. EX. EX. EX. - - -

2C100 Patient Room PATCH RB-1 P-1 or WP-1 P-1 or WP-1 P-1 P-1 - - GYP.

2C100A Patient Toilet PT-1 PTB-1 P-2 P-7 P-2 P-2 - - GYP.

2C101 Visitation   Room CPT-1 RB-1 P-1 P-1 P-4 P-1 - - GYP.

2C103 Patient Room PATCH RB-1 P-1 WP-1 P-1 P-1 - - GYP.

2C103A Patient   Toilet PT-1 PTB-1 P-7 P-2 P-2 P-2 - - GYP.

2C104 Patient Room PATCH RB-1 P-1 or WP-1 P-1 P-1 P-1 - - GYP.

2C104A Patient Toilet PT-1 PTB-1 P-2 P-7 P-2 P-2 - - GYP.

2C107 Patient Room PATCH RB-1 P-1 or WP-1 P-1 or WP-1 P-1 P-1 - - GYP.

2C107A Patient   Toilet PT-1 PTB-1 P-2 P-7 P-2 P-2 - - GYP.

2C107B Patient   Toilet EX. EX. EX. EX. EX. EX. - - EX. GYP.

2C108 Patient Room PATCH RB-1 P-1 or WP-1 P-1 P-1 P-1 - - GYP.

2C108A Patient Toilet PT-1 PTB-1 P-7 P-2 P-2 P-2 - - GYP.

2C109 Elec. Clos. EX. EX. EX. EX. EX. EX. - - -

2C110 Patient Room PATCH RB-1 P-1 P-1 or WP-1 P-1 P-1 - - GYP.

2C111 Toilet EX. EX. EX. EX. EX. EX. - - EX.

2C112 Soiled Linen VCT-1 CTB-1 P-2 / CT-1,2 P-2 / CT-1,2 P-2 / CT-1,2 P-2 / CT-1,2 - - ACT-2/RC-1

2C113 Dayroom / Team Treatment Room EX. EX. EX. EX. EX. EX. - - EX.

2C114 Dining/  Activity / Team Treatment Room EX. EX. EX. EX. EX. EX. EX. EX. EX.

2C114A Craft Closet EX. RB-1 P-2 P-2 P-2 P-2 - - EX. GYP / PATCH

2C115 Storage EX. EX. EX. EX. EX. EX. - - EX.

2C116 Shower/Bath EX. EX. EX. EX. EX. EX. - - EX.

2C117 Nurse's Station PATCH MATCH EX. EX. EX. EX. EX. EX. EX. EX.

2C117A Medication Room EX. EX. EX. EX. EX. EX. - - EX.

2C117B Toilet EX. EX. EX. EX. EX. EX. - - GYP.

2C117C Toilet EX. EX. P-2 P-2 P-2 P-7 - - EX. GYP.

2C118 Bed Room EX. EX. EX. EX. EX. EX. - - EX.

2C118A Toilet EX. EX. EX. EX. EX. EX. - - EX.

2C119 Bed Room EX. EX. EX. EX. EX. EX. - - EX.

2C120 Bed Room EX. EX. EX. EX. EX. EX. - - EX.

2C120A Toilet EX. EX. EX. EX. EX. EX. - - EX.

2C121 Clean Linen EX. EX. EX. EX. EX. EX. - - EX.

2C123 Bed Room EX. EX. EX. EX. EX. EX. - - EX.

2CC1 Corridor PATCH MATCH EX. MATCH EX. MATCH EX. EX. EX. - - EX. ACT / MATCH / RC-1

2CC2 Corridor PATCH MATCH EX. MATCH EX. EX. EX. EX. - - EX. ACT / MATCH / RC-1

2CC3 Corridor PATCH MATCH EX. EX. EX. EX. EX. - - EX. ACT / MATCH / RC-1

ROOM FINISH SCHEDULE

ROOM # ROOM NAME FLOOR BASE

WALLS CASEWORK

CEILINGNorth South East West Cabinet Countertop

Room

2A101 Visitor's Lockers CPT-1 RB-1 P-1 P-1 P-1 P-1 - - ACT-1

2A101A Patient Storage CPT-1 RB-1 P-2 P-2 P-2 P-2 - - ACT-1

2A102 Exam EX. EX. EX. EX. EX. EX. - - EX.

2A103 Telephone Clos. EX. EX. EX. EX. EX. EX. - - EX.

2A104 Nurse Station EX. EX. EX. EX. EX. EX. - - EX.

2A105 Public  Restroom EX. EX. EX. EX. EX. EX. - - EX.

2A106 Elec. Clos. EX. EX. EX. EX. EX. EX. - - EX.

2A107 Linen Chute EX. EX. EX. EX. EX. EX. - - EX.

2A109 IT Closet EX. EX. EX. EX. EX. EX. - EX.

2AC1 Vestibule EX. EX. EX. EX. EX. EX. - - EX. ACT/ MATCH EX. ACT/
RC-1

2AL1 Vestibule PATCH MATCH EX. P-1 P-1 / P-4 P-1 P-3 - - EX. ACT/ MATCH EX. ACT

2AL2 Security Vestibule PATCH MATCH EX. P-1 P-4 P-1 P-1 - - ACT-1 / RC-1

2B100 Patient Room PATCH RB-1 P-1 P-1 / WP-1 P-1 P-1 - - GYP.

2B100A Patient Toilet PT-1 PTB-1 P-2 P-7 P-2 P-2 - - GYP.

2B101 Nurse   Manager   Office CPT-1 RB-1 P-3 P-1 P-1 P-1 - - ACT-1/RC-1

2B103 Patient Room PATCH RB-1 WP-1 P-1 P-1 P-1 - - GYP.

2B103A Patient   Toilet PT-1 PTB-1 P-2 P-7 P-2 P-2 - - GYP.

2B104 Patient Room PATCH RB-1 P-1 P-1/ WP-1 P-1 P-1 - - GYP.

2B106 Laundry VCT-1 RB-1 P-2 P-2 P-2 P-2 STAINLESS STEEL STAINLESS STEEL ACT-2/RC-1

2B107 Patient Room PATCH RB-1 P-1 /  WP-1 P-1/ WP-1 P-1 P-1 - - GYP.

2B107A Patient  Toilet EX. EX. EX. EX. EX. EX. - - EX.

2B107B Patient   Toilet VCT-1 RB-1 P-7 P-2 P-2 P-2 - - GYP.

2B108 Patient Room PATCH RB-1 P-1 P-1/ WP-1 P-1 P-1 - - GYP.

2B108A Patient Toilet PT-1 PTB-1 P-2 P-7 P-2 P-2 - - GYP.

2B109 Elec. Clos. EX. EX. EX. EX. EX. EX. - - -

2B110 Patient Room PATCH RB-1 P-1 / WP-1 P-1 P-1 P-1 - - GYP.

2B111 Toilet EX. EX. EX. EX. EX. EX. - - EX.

2B112 Equip. PATCH RB-1 P-2 P-2 P-2 P-2 - - ACT-1

2B113 Dayroom / Team Treatment Room EX. EX. EX. EX. EX. EX. - - EX.

2B114 Patient  Room PATCH RB-1 P-1 P-1/ WP-1 P-1 P-1 - - GYP.

2B114A Patient Toilet PT-1 PTB-1 P-2 P-7 P-2 P-2 - - GYP.

2B115 HAC EX. CTB-1 P-2 / CT-1,2 P-2 / CT-1,2 P-2 / CT-1,2 P-2 / CT-1,2 - - ACT-2

2B116 Patient   Room PATCH RB-1 P-1 / WP-1 P-1 P-1 / WP-1 P-1 / WP-1 - - GYP.

2B117 Nurse's  Station PATCH EX. EX. EX. EX. EX. EX. EX. EX.

2B117A Toilet EX. EX. EX. EX. EX. EX. - - EX.

2B117B Medication Room EX. EX. EX. EX. EX. EX. - - EX.

2B117C Toilet PT-1 PTB-1 P-2 P-2 P-7 P-2 - GYP.

2B118 Office CPT-1 RB-1 P-1 P-3 P-1 P-1 - - ACT-1

2B119 Bed Room PATCH MATCH EX. MATCH EX. EX. EX. EX. - - EX. GYP / PATCH

2B120 Visitation Room VCT-1 RB-1 P-3 P-1 P-1 P-1 - - GYP.

2B121 Clean Linen EX. EX. EX. EX. EX. EX. - - -

2B122 Observation Room VCT-1 RB-1 P-1 P-1 P-1 P-1 - PL-1 GYP.

FINISH LEGEND

CODE FINISH TYPE MANUFACTURER PRODUCT / COLOR COMMENTS

RB-1

CEILING FINISHES

ACT-1 ACOUSTICAL CEILING TILE ARMSTRONG FINE FISSURED, SQUARE LAY-IN, 1755, 2' X 4' SUSPENSION SYSYTEM:15/16'' PRELUDE

ACT-2 ACOUSTICAL CEILING TILE ARMSTRONG CLEAN ROOM VL, SQUARE LAY-IN, 870, 2' X 4' SUSPENSION SYSYTEM:15/16'' PRELUDE

RC-1 ACOUSTICAL CEILING TILE RETENTION CLIPS ARMSTRONG RETENTION CLIPS - 414

FLOOR FINISHES

CPT-1 CARPET TILE PATCRAFT CONSTRUKT COLLECTION, STUDIO, BEACH HAUS - 00173 INSTALLATION METHOD: 1/4 TURN

CTB-1 CERAMIC TILE BASE AMERICAN OLEAN SANITARY COVE BASE, S-3619T, 6'' x 6'', MATTE, ALMOND 0087

RB-1 RUBBER BASE JOHNSONITE CB-09 CLAY, 6"H

T1 FLOOR TRANSITION JOHNSONITE SUBFLOOR LEVELER SYSTEM, LS- 40- D

T2 FLOOR TRANSITION JOHNSONITE REDUCER, SSR- 09- B

T3 FLOOR TRANSITION JOHNSONITE TRANSITION, CTA- 09- P

VCT-1 VINYL COMPOSITION TILE MANNINGTON ESSENTIALS 133 ALMONDDINE 12X12

MISCELANEOUS FINISHES

PL-1 PLASTIC LAMINATE WILSONART DEEPSTAR BRONZE 1814K-35

WALL FINISHES

CT-1 CERAMIC WALL TILE AMERICAN OLEAN FIELD TILE, 6'' x 6'', MATTE, ALMOND 0087

CT-2 CERAMIC WALL TILE AMERICAN OLEAN BULLNOSE S-4669, 6'' X 6'', MATTE, ALMOND 0087, 4'' X 4''

GT-1 GROUT TEC ACCUCOLOR EFX , STANDARD WHITE 931 USE W/ CT-1 AND CTB-1

P-1 PAINT SHERWIN WILLIAMS MACADAMIA SW6142 GLOSS LEVEL 3

P-2 PAINT SHERWIN WILLIAMS SOFTER TAN SW6141 GLOSS LEVEL 3

P-3 PAINT SHERWIN WILLIAMS CRAFTSMAN BROWN SW2835 GLOSS LEVEL 3

P-4 PAINT SHERWIN WILLIAMS MINERAL DEPOSIT SW7652 GLOSS LEVEL 3

P-5 PAINT SHERWIN WILLIAMS DAPPER TAN SW6144 GLOSS LEVEL 5

P-6 PAINT SHERWIN WILLIAMS CEILING WHITE GLOSS LEVEL 1

P-7 PAINT SHERWIN WILLIAMS STICKS & STONES SW7503 GLOSS LEVEL 3

WALL PROTECTION FINISHES

CG-1 CORNER GUARD C.S. ACROVYN SM-20N, IRISH CREAM 997 7'-0'' A.F.F.

CG-2 CORNER GUARD C.S. ACROVYN SM-20MN, IRISH CREAM 997 OBSCURE ANGLE, 7'-0'' A.F.F.

CG-3 CORNER GUARD C.S. ACROVYN SSM-25M, FOLKSTONE 927 END WALL CONDITION, 7'-0'' A.F.F.

CG-4 CORNER GUARD C.S. ACROVYN SM-20N, SLATE 209 7'-0'' A.F.F.

HR-1 HANDRAIL C.S. ACROVYN HRB-10CN, ANTI-LIGATURE, RAIL: AMBER CHERRY 373, REVEAIL: BEIGE-
103, GUARD: CLASSIC MAPLE 372

WP-1 SHEET WALL PROTECTION C.S. ACROVYN .060, FOLKSTONE 927

NOTE: PRODUCT, COLORS AND FINISHES AS USED IN THE FINISH LEGEND ARE NOT BRAND NAME DESIGNATIONS. COLOR, FINISHES AND MANUFACTURERS LISTED HERE ARE USED FOR AESTHETIC REFERENCE ONLY.

A. See Sheet A801 for Finish Materials Legend.

B. See Sheet A801 for Room Finish Schedule.

C. See Interior Elevations on Sheet A701.

D. See Wall Protection Details on Sheet A711.

E. See Casework Details on Sheet A711.

F. See Sheet A831 for Wall Protection locations.

G. All door frames are to be painted P-5.

H. All gyp. board ceilings are to be painted P-6.

J. Do not install porcealin tile cove base or resilient base behind any of
the new fan coil units.  Base is to terminate at each end of the unit.

K. When installing new vinyl composition tile adjacent to existing tile to
remain, remove existing tile to nearest row of full tile width. Intent is to
install new vinyl composition tile in full width rows only. If there is a
questions as to extent of removal or installation contact the C.O.R. &
Architect.

L. Verify all conditions prior to fabrication, erection and installation.

M
.

The intent is to install corner guards at all outside corners. Throughout
the area of work, except on walls receiving tile finish.

N. Demarcation line is suggested boundary for finishes. Contractor to
verify actual boundaries in field, coordinate with C.O.R.

P. Contractor is responsible for repairing all finishes disturbed or
damaged while installing new construction, which abuts to existing
finishes. Match all existing conditions u.n.o., return finishes to like new
condition.

GENERAL FINISH PLAN NOTES

Revisions Date
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A. See Sheet A801 for Finish Materials Legend.

B. See Sheet A801 for Room Finish Schedule.

C. See Interior Elevations on Sheet A701.

D. See Wall Protection Details on Sheet A711.

E. See Casework Details on Sheet A711.

F. See Sheet A831 for Wall Protection locations.

G. All door frames are to be painted P-5.

H. All gyp. board ceilings are to be painted P-6.

J. Do not install porcealin tile cove base or resilient base behind any of
the new fan coil units.  Base is to terminate at each end of the unit.

K. When installing new vinyl composition tile adjacent to existing tile to
remain, remove existing tile to nearest row of full tile width. Intent is to
install new vinyl composition tile in full width rows only. If there is a
questions as to extent of removal or installation contact the C.O.R. &
Architect.

L. Verify all conditions prior to fabrication, erection and installation.

M
.

The intent is to install corner guards at all outside corners. Throughout
the area of work, except on walls receiving tile finish.

N. Demarcation line is suggested boundary for finishes. Contractor to
verify actual boundaries in field, coordinate with C.O.R.

P. Contractor is responsible for repairing all finishes disturbed or
damaged while installing new construction, which abuts to existing
finishes. Match all existing conditions u.n.o., return finishes to like new
condition.

GENERAL FINISH PLAN NOTES

1 Repair all finishes where demolition occurs. The finishes are to
match the existing finishes. Provide samples that best match
the existing colors for approval by the VA resident Interior
Designer before beginning work.

FINISH PLAN NOTES
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SECOND FLOOR - NEW SOUTH - FLOOR FINISH PLAN

A. See Sheet A801 for Finish Materials Legend.

B. See Sheet A801 for Room Finish Schedule.

C. See Interior Elevations on Sheet A701.

D. See Wall Protection Details on Sheet A711.

E. See Casework Details on Sheet A711.

F. See Sheet A831 for Wall Protection locations.

G. All door frames are to be painted P-5.

H. All gyp. board ceilings are to be painted P-6.

J. Do not install porcealin tile cove base or resilient base behind any of
the new fan coil units.  Base is to terminate at each end of the unit.

K. When installing new vinyl composition tile adjacent to existing tile to
remain, remove existing tile to nearest row of full tile width. Intent is to
install new vinyl composition tile in full width rows only. If there is a
questions as to extent of removal or installation contact the C.O.R. &
Architect.

L. Verify all conditions prior to fabrication, erection and installation.

M
.

The intent is to install corner guards at all outside corners. Throughout
the area of work, except on walls receiving tile finish.

N. Demarcation line is suggested boundary for finishes. Contractor to
verify actual boundaries in field, coordinate with C.O.R.

P. Contractor is responsible for repairing all finishes disturbed or
damaged while installing new construction, which abuts to existing
finishes. Match all existing conditions u.n.o., return finishes to like new
condition.

GENERAL FINISH PLAN NOTES

Scale:  3" = 1'-0"A
FLOOR TRANSITION DETAILS

1 Repair all finishes were demolition occurs. The finishes are to match the
existing finishes.  Provide samples that best match the existing colors
for approval by the VA resident Interior Designer before beginning work.
Limit shown are approximate. Align joints with existing condition where
applicable. Coordinate exact limits in field with those as established by
demolition.

2 Vinyl composition tile.

3 Carpet tile.

4 Porcelain tile.

5 Vinyl subfloor leveler.

6 Metal edge trim.

7 Vinyl transition strip.

FLOOR FINISH PLAN NOTES

Revisions Date
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A. See Sheet A801 for Finish Materials Legend.

B. See Sheet A801 for Room Finish Schedule.

C. See Interior Elevations on Sheet A701.

D. See Wall Protection Details on Sheet A711.

E. See Casework Details on Sheet A711.

F. See Sheet A831 for Wall Protection locations.

G. All door frames are to be painted P-5.

H. All gyp. board ceilings are to be painted P-6.

J. Do not install porcealin tile cove base or resilient base behind any of
the new fan coil units.  Base is to terminate at each end of the unit.

K. When installing new vinyl composition tile adjacent to existing tile to
remain, remove existing tile to nearest row of full tile width. Intent is to
install new vinyl composition tile in full width rows only. If there is a
questions as to extent of removal or installation contact the C.O.R. &
Architect.

L. Verify all conditions prior to fabrication, erection and installation.

M
.

The intent is to install corner guards at all outside corners. Throughout
the area of work, except on walls receiving tile finish.

N. Demarcation line is suggested boundary for finishes. Contractor to
verify actual boundaries in field, coordinate with C.O.R.

P. Contractor is responsible for repairing all finishes disturbed or
damaged while installing new construction, which abuts to existing
finishes. Match all existing conditions u.n.o., return finishes to like new
condition.

GENERAL FINISH PLAN NOTES

N.T.S.Scale:
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SECOND FLOOR - NEW SOUTH - SIGNAGE PLAN

GENERAL SIGNAGE NOTES

A. Verify all conditions prior to fabrication, erection, and installation.

B. Install room identification signs on knob side of door, 2" over from door
frame.

C. All tactile room number and room identification signs are required to
meet ABA/ADA requirements for height and Braille text.

D. Building plan for evacuation map will be furnished by project C.O.R.

E. Sign text and copy is to be provided by project C.O.R.

F. Sign graphics are for illustration purposes only.  Products of other
manufacturers which are considered equivalent to those specified may
be used.

G. Owner is responsible for removing old signs. General Contractor is
responsible for repairing and finishing the area before the new signs
are installed.

H. All signs must meet requirements for Behavioral Health guidelines.
Provide clear silicone around entire frame perimeter to fill gap and
seal to wall.

J. For patient room ID signs, provide separate removable name inserts,
quantity of inserts is to be based upon the number of beds in the
room.

K. Any signage not removed by the Owner should be brought to the
attention of the C.O.R.  and returned to the Owner upon removal if
required.

N.T.S.Scale:

KEY PLAN

Revisions Date

 (DEDUCT ALT. #2)
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SIGN TYPE A-1 - Room ID Sign
N.T.S.Scale:

SIGN TYPE B -  Number Sign

N.T.S.Scale:

SIGN TYPE C - Restroom ID & Stair Signs
N.T.S.Scale:

SIGN TYPE D - Information Sign
N.T.S.Scale:

SIGN TYPE E - Evacuation Plan Sign

N.T.S.Scale:

SIGN TYPE F - RACE Sign
N.T.S.Scale:

SIGN TYPE H - Directional Sign
N.T.S.Scale:

SIGN TYPE G - Equipment and Text Sign

GENERAL SIGNAGE NOTES

A. Verify all conditions prior to fabrication, erection, and installation.

B. Install room identification signs on knob side of door, 2" over from door
frame.

C. All tactile room number and room identification signs are required to
meet ABA/ADA requirements for height and Braille text.

D. Building plan for evacuation map will be furnished by project C.O.R.

E. Sign text and copy is to be provided by project C.O.R.

F. Sign graphics are for illustration purposes only.  Products of other
manufacturers which are considered equivalent to those specified may
be used.

G. Owner is responsible for removing old signs. General Contractor is
responsible for repairing and finishing the area before the new signs
are installed.

H. All signs must meet requirements for Behavioral Health guidelines.
Provide clear silicone around entire frame perimeter to fill gap and
seal to wall.

J. For patient room ID signs, provide separate removable name inserts,
quantity of inserts is to be based upon the number of beds in the
room.

K. Any signage not removed by the Owner should be brought to the
attention of the C.O.R.  and returned to the Owner upon removal if
required.

Revisions Date

 (DEDUCT ALT. #2)

N.T.S.Scale:

SIGN TYPE A-2 - Room ID Sign



A        PROVIDE A COMPLETE FIRE SUPPRESSION SPRINKLER SYSTEM IN
          THE  RENOVATED AREAS.

B        COORDINATE WORK WITH VAMC, PHASING PLAN AND OTHER TRADES.

          EACH CONTRACTOR SHALL BE RESPONSIBLE FOR OFFSETTING
          AND/OR RELOCATING EXISTING SERVICES TO ACCOMMODATE NEW
          WORK OF OTHER TRADES.

C        DESIGN SERVICES SHALL FOLLOW ALL VA STANDARD DESIGN
          PRACTICES, DETAILS, SPECIFICATIONS AND SITE SPECIFIC C.O.T.R.
          REQUIREMENTS AS WELL AS WORK SHOWN ON THESE DOCUMENTS.

          ALL DEVIATIONS FROM AFOREMENTIONED REQUIREMENTS SHALL BE
          APPROVED BY THE C.O.T.R.

D        VERIFY THAT THERE IS ADEQUATE SPACE TO INSTALL ALL NEW

          ITEMS REQUIRED TO COMPLETE THIS WORK.

E        ALL SPRINKLER PIPING IS LOCATED ABOVE THE CEILING (AT THE
          BOTTOM OF STRUCTURE IN EXPOSED STRUCTURAL AREAS) UNLESS

          OTHERWISE INDICATED.

F        THE BASIS OF DESIGN  OF SPACING AND SIZING FOR THE COMPLETE
          FIRE SUPPRESSION SPRINKLER SYSTEM IS FOR A WET PIPE SYSTEM

          HYDRAULICALLY CALCULATED FOR A:

          1         LIGHT HAZARD AREA LIMITED TO A MAXIMUM OF 225 SQ. FT. PER
                    SPRINKLER WITH THE DENSITY OF 0.10 GPM/SQ. FT. OVER

                    THE MOST REMOTE 1500 SQ. FT.  PROVIDE AN ADDITION OF 100
                    GPM HOSE ALLOWANCE.

          2        ALL MECHANICAL, ELECTRICAL AND ETC. AREAS SHALL BE

                    ORDINARY  HAZARD (GROUP 1) LIMITED TO A MAXIMUM OF 130
                    SQ. FT. PER SPRINKLER WITH A DENSITY OF 0.15 GPM/SQ. FT.

                    PROVIDE AN ADDITION OF 250 GPM HOSE ALLOWANCE.

          3        ALL STORAGE, TRASH, FILE STORAGE AND ETC. AREAS SHALL
                    BE ORDINARY HAZARD (GROUP 2) LIMITED TO A MAXIMUM OF

                    130 SQ. FT. PER SPRINKLER WITH A DENSITY OF 0.20 GPM/SQ.
                    FT. PROVIDE AN ADDITION OF 250 GPM HOSE ALLOWANCE.

G        ALL SPRINKLER LOCATIONS AND RELATED PIPING SHALL BE BY

H        THE ENTIRE SPRINKLER SYSTEM SHALL CONFORM TO VAMC, LOCAL,
          STATE AND NFPA STANDARDS, RULES AND REGULATIONS.

I         CAREFULLY COORDINATE THE LOCATION OF ALL SPRINKLERS AND

          PIPING WITH ALL OTHER TRADES AND THE ARCHITECT.

J         VERIFY THE LOCATION OF ALL LIGHTING FIXTURES, AIR DEVICES AND
          CEILING ACCESS HATCHES BEFORE INSTALLATION OF SPRINKLERS.

K        ALL SPRINKLER PIPING LAYOUT AND SIZING SHALL BE BY DIVISION 21.

L         ALL SPRINKLER LOCATIONS MUST BE COORDINATED WITH ALL
          EQUIPMENT KINDRED TO OTHER TRADES. SPRINKLER LOCATIONS MUST

          BE APPROVED BY THE ARCHITECT BEFORE WORK COMMENCES. REFER
          TO THE ARCHITECTURAL, DIVISION 23, DIVISION 26 AND REFLECTIVE
          CEILING PLANS FOR ADDITIONAL INFORMATION ON ALL CEILING TYPES,

          HEIGHTS, DEVICES, AND OTHER ARCHITECTURAL FEATURES.

M        DIVISION 21 SHALL MAKE NECESSARY FLOW TEST, LAY OUT SYSTEMS,
          OBTAIN APPROVALS FROM THE AUTHORITIES HAVING JURISDICTION

          PRIOR TO BEGINNING ANY FABRICATION OR INSTALLATION WORK.

N        SPRINKLER PIPING SHALL BE MINIMUM 1" SIZE.

O        SPRINKLERS (UNLESS OTHERWISE NOTED):

          EXPOSED AREAS - UPRIGHT OR PENDENT TYPE - STANDARD BRASS
          NON-PSYCHIATRIC AREAS WITH ACT CEILINGS - RECESSED PENDENT
          TYPE.  ALL SPRINKLERS SHALL BE UL LISTED AND FM APPROVED.

P        SPRINKLERS SHALL BE "QUICK RESPONSE" TYPE IN ALL AREAS EXCEPT

          HIGH TEMPERATURE AREAS.

Q        ALL PENDENT TYPE SPRINKLERS LOCATED IN SUSPENDED CEILING
          TILE AREAS SHALL BE LOCATED IN THE CENTER OF THE CEILING TILE.

R        ANNULAR SPACE AT PIPE AND OTHER SIMILAR PENETRATION OF FIRE
          RATED ASSEMBLIES SHALL BE FIRESTOPPED. REFER TO
          SPECIFICATION SECTION 07 84 00 FIRESTOPPING. REFER TO

          ARCHITECTURAL DRAWINGS FOR CONSTRUCTION, LAYOUT AND FIRE
          RATING OF FLOORS, WALLS, PARTITIONS AND OTHER BUILDING

          ELEMENTS.

S        REFER TO SPECIFICATION SECTION 21 13 13 FOR FLOW TEST
          INFORMATION.

T        ALL EXISTING SMOKE COMPARTMENTS SHALL BE MAINTAINED.  ALL

          SPRINKLER ZONES SHALL MATCH SMOKE COMPARTMENTS.

U        REFER TO ARCHITECTURAL PLANS FOR INFORMATION ON SMOKE
          COMPARTMENTS, SMOKE PARTITIONS & FIRE BARRIERS.

APPLIES TO ALL SHEETS

          DIVISION 21.

          PSYCHIATRIC AREAS WITH GYPSUM BOARD CEILINGS - TAMPER
          RESISTANT "INSTITUTIONAL" TYPE WITH TAMPER RESISTANT
          ESCUTCHEON.  ALL SPRINKLERS SHALL BE UL LISTED OR FM

          APPROVED.

V        COORDINATE CEILING HATCH LOCATIONS WITH DIVISION 23 CONTRACT.

W       OPENINGS WHERE ITEMS HAVE BEEN REMOVED SHALL BE CLOSED /

           REPAIRED IN A MANNER CONSISTENT WITH THE ASSEMBLY (WALL,
           PARTITIONS, FLOOR, BARRIERS, ETC) CONSTRUCTION.  THE ASSEMBLY
           SHALL BE CLOSED / REPAIRED TO MAINTAIN SAME LEVEL OF PROTECTION

           AS THE EXISTING ASSEMBLY.
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"NOTE" SYMBOL (FOR NOTES ON SAME SHEET)

ROOM NUMBER

SPRINKLER PIPE (WET)

SUPERVISED VALVE

FLOW SWITCH

SHUTOFF VALVE

DIRECTION OF FLOW

S
S

FIRE SUPPRESSION HAZARD CLASSIFICATION

ORDINARY HAZARD / GROUP 11
OH

FS

3

FR FIRE RISER

FDV FIRE DEPARTMENT VALVE

N.I.C. NOT IN CONTRACT

OH
1

OH
2

OH
2

2

3

1

1

1

2 22

2
2

2

2

2

2 2 2
2

2

1

6

6

1

2

2

2 2 2

2

1

4

1

1

2

2
2

2

2 2 2

4

2

1

3

1

3

1

6
6

2 22

1

1

2 2

2

1

6

2 2 2

14

2 2 2 6

1

SMOKE ZONE "C"SMOKE ZONE "B"

SMOKE ZONE "C"SMOKE ZONE "B" SMOKE ZONE "A"

1

1

S

SV

FS

4" FR-

FDV-

1

1

1

S

SV
FS

4" FR-

FDV-

1

1

1

S

SV

FS

- 4" FR

- FDV

Dayroom / Team Treatment Room
2B113

Dayroom / Team Treatment Room
2C113

Elevator
E-1

Storage
2A103

Public  Restroom
2A105

Storage
2B109

Toilet
2B117A

Toilet
2B117C

Medication Room
2B117B

Clean Linen
2B121

Elec.
2A106

Observation Room
2B122

Isolation Toilet
2B122A

Visitation Room
2B120

Office
2B118

Electric
2C109

Patient Toilet
2B108A

Patient Toilet
2C100A

Equip.
2B112

Soiled Linen
2C112

Patient Toilet
2C108A

Corridor
2CC1

Exam
2A102

Patient Toilet
2B100A

Corridor
2BC1

Laundry
2B106

Toilet
2C118A

Toilet
2C117C

Craft Closet
2C111

Clean Linen
2C121

Medication Room
2C117A

Toilet
2C117B

Storage
2C115

Shower/Bath
2C116

Nurse's Station
2C117

Patient Toilet
2C104A

Security Vestibule
2AL2

Vestibule
2AC1

Corridor
2BC2

Corridor
2BC3

Corridor
2CC3

Corridor
2CC2

HAC
2B115

Nurse's  Station
2B117

Patient Toilet
2B114A

Patient  Room
2B114

Stair 2
S-2

Patient Room
2B110

Patient Room
2B108

Patient Room
2B104

Isolation/Restraint Room
2B122B

Patient   Room
2B116

Patient Room
2B100

Stair 1
S-1

Visitor's Lockers
2A101

Patient Room
2C108

Patient Room
2C110

Stair 3
S-3

Bed Room
2C118

Bed Room
2C119

Patient   Toilet
2C107B

Patient   Toilet
2C107A

Patient   Toilet
2C103A

IT Room
2A109

2B101

Nurse
Manager

Office

Patient   Toilet
2B107B

Toilet
2B111

Bed Room
2B124

Toilet
2B123A

Bed Room
2B123 Bed Room

2B119

Patient  Toilet
2B107A

Patient Room
2B107

Patient   Toilet
2B103A

Patient Room
2B103

Visitation   Room
2C101

Patient Room
2C103

Patient Room
2C107

Toilet
2C111

Bed Room
2C123

Toilet
2C120A

Bed Room
2C1201

Dining/  Activity / Team Treatment Room
2C114

Patient Room
2C104

Patient Room
2C100

Patient Storage
2A101A

Vestibule
2AL1

1

Corridor
2CC3

Corridor
2CC3

Corridor
2CC1

OH
2

OH
2

1

1

Corridor
2BC1

Corridor
2BC3

N.I.C.

N.I.C.

N.I.C.

N.I.C.

N.I.C.

N.I.C.

N.I.C.

N.I.C.

1 5

N.I.C.
N.I.C.

4

N.I.C.

N.I.C.

4

4

4

54
5

4

2

5

N.I.C.

N.I.C.

N.I.C.

4

N.I.C.

N.I.C.

N.I.C.

N.I.C.

4

5
1

5
1

N.I.C.

2

66

2

5

5

4

N.I.C.

N.I.C.

4

N.I.C.

N.I.C.

N.I.C.

N.I.C.

4

3

4

2

6

N.I.C.

3

N.I.C.

2

12

N.I.C.

7

N.I.C.

N.I.C.

SMOKE ZONE "A"
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SECOND FLOOR PLAN

35FX101
DPBRLT

12002.00

538-13-105

VAMC, Chillicothe

35

N

Scale:

PROJECT

 3/32" = 1'-0"

SECOND FLOOR PLAN

FIRE SUPPRESSION DESIGN NOTES

LEGEND

INDEX OF DRAWINGS -  FIRE SUPPRESSION

SHEET DESCRIPTION
35FX101 SECOND FLOOR PLAN

NOTES
1 EXISTING TO REMAIN.

2 EXISTING CEILING TO BE REPLACED WITH NEW GYPSUM BOARD CEILING.  MODIFY EXISTING WET-PIPE FIRE
SUPPRESSION SPRINKLER SYSTEM IN AREA INDICATED TO CONFORM TO NEW LAYOUT.  COORDINATE
SPRINKLER LAYOUT WITH LIGHTING AND ACCESS PANELS.  REFER TO DIVISION 23 AND 26 DRAWINGS FOR
ADDITIONAL INFORMATION.

3 EXISTING GYPSUM BOARD CEILING TO REMAIN, HOWEVER PATCHING AND REPAIR OF CEILING 
MAY BE REQUIRED FOR WORK ASSOCIATED WITH ADJACENT NEW WALL CONSTRUCTION.  
MODIFY EXISTING WET-PIPE FIRE SUPPRESSION SPRINKLER SYSTEM TO ACCOMMODATE ANY
REQUIRED PATCHING AND REPAIR OF EXISTING CEILING.  COORDINATE SPRINKLER LAYOUT WITH LIGHTING
AND ACCESS PANELS.  REFER TO DIVISION 23 AND 26 DRAWINGS FOR ADDITIONAL INFORMATION.

4 EXISTING ACT CEILING TO REMAIN.

5 EXISTING PATIENT LIFT TRACK TO BE REMOVED BY V.A.  COORDINATE ALL WORK WITH C.O.T.R..

6 REPLACE EXISTING CEILING WITH NEW 2'X4' ACT CEILING.  MODIFY EXISTING WET-PIPE FIRE SUPPRESSION
SPRINKLER SYSTEM IN AREA INDICATED TO CONFORM TO NEW LAYOUT.

*NOTE 3/32" SCALE

7 LIMIT OF EXISTING CEILING DEMOLITION TO BE DETERMINED IN THE FIELD.  MODIFY EXISTING WET-PIPE
FIRE SUPPRESSION SPRINKLER SYSTEM AS REQUIRED PER FIELD CONDITIONS.

Revisions Date
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FLUSH BUTTON BY P.C.
WITH MANUAL OVERRIDE
MOUNTED OPERATOR
HARDWIRED WALL

FINISHED FLOOR

BY G.C.   REFER
GRAB BAR

TO ARCH. DETAILS

ALL LOW VOLTAGE
0.75" CONDUIT BY E.C.

WIRING BY P.C.

BY E.C.
4" ELECTRICAL BOX

COVERPLATE BY P.C.

TRAP PRIMERP103 WATER CLOSET P418 WALL HUNG LAVATORY

SYMBOL C.I.

BODY STRAINER / GRATE TOP FINISH

- -FD1

S.S. C.R. BRASS RD. SQ. ADJUST. FLAT RECESS DOME BRONZE C.I. C.R. S.S.
NICKEL

- - - - - -- -- -- -- -- -

SYMBOL DESCRIPTION DRAINS

FIXTURE UNITS DRAINAGE CONNECTION

- -P103

HEIGHT

17" TO RIM

MOUNTING
C/H

WATER

SUPPLY

COLD HOT CHILLED OUTLET VENT DIRECT INDIRECT

4 5/- - 2"1" - - - - 4"

2 0.5 2" - -P701
44" VALVE

0.5" - - - - 2"

P418 34" TO RIM 1 0.6/0.6 1.5"0.5" 0.5" - - 1.5" - -

0.5 0.75 0.5" - - - - 2"2" - -

72" HEAD

P502 FLOOR SET 3 2.25/2.25 0.5" 0.5" - - 1.5"3" - -

LEGEND

DRAIN SCHEDULE

FIXTURE SCHEDULE
GENERAL NOTES

P418

AAP

123

VTR

ZVC

PLUMBING FIXTURE DESIGNATION

ROOM NUMBER

FLOOR DRAIN

VENT THRU ROOF

FD1

MEDICAL GASES AREA ALARM PANEL

"NOTE" SYMBOL (FOR NOTES ON SAME SHEET)

UP TO FIXTURE ABOVE

"CONNECT TO EXISTING" SYMBOL

SANITARY STACK (SOIL/WASTE)

CLEANOUT

VENT RISER

VENT STACK

ZONE VALVE CABINET

SS

CO

VR

VS

COMBINATION BALANCING & SHUT OFF VALVE

EXISTING PIPE TO BE REMOVED

CHECK VALVE

SHUT-OFF VALVE (BALL)

DOMESTIC HOT WATER RETURN PIPE

DOMESTIC COLD WATER PIPE

DOMESTIC HOT WATER PIPE

SOIL AND OR WASTE PIPE (SP) OR (WP)

VENT PIPE

DCW

DHW

DHWR

P103

DIRECTION OF FLOW

3

DESCRIPTION

3" MEDIUM DUTY/DOUBLE DRAINAGE/VANDAL RESISTANT (TYPE C)/TRAP PRIMER CONNECTION

WATER CLOSET/FLOOR SET/BACK OUTLET/ELONGATED BOWL/1.6 GPF/

REMARKS

SHOWER VALVE & HEAD ASSEMBLY/SHOWER ENCLOSURE BY G.C./1.5 GPM/ADA PRESSURE BALANCING/INSTITUTIONAL HEAD/LIGATURE RESISTANT VALVE/VACUUM BREAKER

LAVATORY/WALL HUNG/20"x18"/ADA/2.2 GPM

ADA/INTEGRAL SEAT (TYPICAL PATIENT ROOM)
HARD-WIRED/SENSOR OPERATED/LIGATURE RESISTANT/INTEGRAL SEAT

BATTERY POWERED/SENSOR OPERATED/NON-AERATED FLOW CONTROL/

A        ALL PIPING IS ABOVE THE CEILING (AT THE UNDERSIDE OF STRUCTURE IN EXPOSED

          STRUCTURE AREAS), UNLESS OTHERWISE NOTED.

B        REFER TO SCHEDULES, DETAILS AND DIAGRAMS FOR PIPING, PIPE SIZES AND

          PIPELINE DEVICES NOT INDICATED ON THE FLOOR PLAN.

C        ABOVE CEILING UTILITY SPACE IS LIMITED.  COORDINATION WITH ALL TRADES IS

          CRITICAL, PRIOR TO INSTALLATION OF ANY WORK.

D        LOCATIONS AND SIZES OF EXISTING PIPING HAVE BEEN DETERMINED FROM A

          REVIEW OF EXISTING DRAWINGS AND/OR SITE INSPECTION, WHERE POSSIBLE. FIELD

          VERIFICATION OF EXACT LOCATIONS, ELEVATIONS, INVERTS, SIZES, DIRECTION OF

          FLOW, ETC. SHALL BE REQUIRED PRIOR TO BEGINNING NEW WORK.

E        ALL PIPING SHALL BE REMOVED BACK TO ACTIVE MAINS AND CAPPED, OR

          REMOVED BACK TO POINTS OF CONNECTION OF NEW WORK. INACCESSIBLE PIPING,

          WHERE SO NOTED, TO BE ABANDONED SHALL BE DISCONNECTED FROM ACTIVE

          MAINS AND CAPPED OR PLUGGED IN CONCEALED LOCATIONS.

F        NEW CONNECTIONS TO EXISTING PIPING SHALL BE WITH THE SAME SIZE AS THE

          EXISTING PIPING UNLESS OTHERWISE NOTED.

G        ALL REMOVED MATERIAL AND EQUIPMENT SO DESIGNATED BY THE OWNER, SHALL

          BE TURNED OVER AND PLACED WHERE DIRECTED. ALL MATERIAL AND EQUIPMENT,

          WHICH THE OWNER DOES NOT WISH TO RETAIN, SHALL BECOME THE PROPERTY OF

          THE CONTRACTOR RESPONSIBLE FOR THE REMOVAL.

H        REFER TO THE ARCHITECTURAL PLANS FOR PROJECT PHASING REQUIREMENTS.

SUPPLY RISERSR

BATH TUB (EXISTING)BT

LAVATORY (EXISTING)LV

SHOWER (EXISTING)SH

SINK (EXISTING)SK

WATER CLOSET (EXISTING)WC

DRINKING FOUNTAIN (EXISTING)DF

WASHER CONNECTION BOX (EXISTING)WCB

FLOOR DRAIN (EXISTING)FD

MOP SINK (EXISTING)MS

F.F.E. FINISHED FLOOR ELEVATION

WATER COOLER/DRINKING FOUNTAIN/DUAL HEIGHT/ADAP609
36" TO
SPOUT

RECESSED WALL MOUNTED

I          REFER TO ARCHITECTURAL PLANS FOR INFORMATION ON SMOKE COMPARTMENTS,

           SMOKE PARTITIONS & FIRE BARRIERS.

T
P

IN WALL IN FINISHED AREAS.

SURFACE IN UNFINISHED AREAS.

INSTALL PIPING TIGHT TO WALL

INSTALL PIPING CONCEALED

FLOOR

FLOOR DRAIN

SHALL BE RUN BELOW FLOOR,

UNLESS NOTED OTHERWISE.

PIPING TO FLOOR DRAINS

TP

WALL

T
P

DRAINS.  LOCATE ABOVE CEILING

TRAP PRIMER, WITH DISTRIBUTION

IN FINISHED AREAS.

UNIT WHEN SERVING MULTIPLE

FINISHED CEILING

WHERE APPLICABLE

COLD WATER MAIN

0.5"

SCALE:  NONE SCALE:  NONE

NON-AERATED FLOW
CONTROL DEVICE

OFFSET WASTE

TRAP PARALLEL TO
WALL

LOOSE
KEY/STOP

ESCUTCHEON

FINISHED FLOOR

3
4
"

[8
5
0
m

m
]

8"
[200mm]

1
0
 3

/4
"±

[2
6
9
m

m
]

8"

6"
10"

LAV SHIELD ENCLOSURE
W/VANDAL RESISTANT FASTENERS

FAUCET SEE
SPECIFICATIONS

SCALE:  NONE

A
35P001

B
35P001

C
35P001

ASSE 1070 MIXING VALVE

FIXTURE SCHEDULE NOTES:
1         DO NOT USE AERATORS ON LAVATORY AND SINK FAUCETS, USE NON-AERATED FLOW DEVICES ONLY.

1
6
"

2
1
.5

"
2
.5

"

CONCEALED

STOP

1
7

"

3
4
"

CL

T
O

 T
O

P
 O

F

FLUSH VALVE

MOP SINK/36"X36"X12"/TERRAZZO PAIL HOOK FAUCET/VACUUM BREAKER/CROSS HANDLES

J         ANNULAR SPACE OF ALL PIPE, CONDUIT, DUCT & OTHER SIMILAR PENETRATIONS

           OF FIRE RATED ASSEMBLIES SHALL BE FIRESTOPPED.  IN ADDITION, PENETRATIONS

           THROUGH 0-HOUR RATED WALLS & FLOORS SHALL BE FIRESTOPPED TO RETARD

           PASSAGE OF FIRE AND SMOKE.

IN
T

E
G

R
A

L
 S

E
A

T

LAV SHIELD/LIGATURE RESISTANT

N.I.C. NOT IN CONTRACT

K        OPENINGS WHERE ITEMS HAVE BEEN REMOVED SHALL BE CLOSED /
           REPAIRED IN A MANNER CONSISTENT WITH THE ASSEMBLY (WALL,
           PARTITIONS, FLOOR, BARRIERS, ETC) CONSTRUCTION.  THE ASSEMBLY

           SHALL BE CLOSED / REPAIRED TO MAINTAIN SAME LEVEL OF PROTECTION
           AS THE EXISTING ASSEMBLY.
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SHEET DESCRIPTION
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SECOND FLOOR PLAN - REMOVALS NORTH

NOTES
1 EXISTING TO REMAIN.

2 REMOVE EXISTING FIXTURE OR ITEM OF EQUIPMENT (TYPE AS INDICATED) AND ALL EXTRANEOUS PIPING
BACK TO MAIN OR POINT OF NEW CONNECTION.  CAP PIPING IN WALLS WHERE WALLS ARE TO REMAIN
OR ABOVE CEILING OR BELOW FLOOR SLAB WHERE WALLS ARE TO BE REMOVED.  NO PIPE STUBS
SHALL REMAIN VISIBLE IN FINISHED AREAS.

3 REMOVE EXISTING FLOOR DRAIN STRAINER, PLUG HOLE, AND FILL WITH CONCRETE, UTILIZING DOWELS
SET INTO SURROUNDING CONCRETE FLOOR SLAB, TO FLUSH WITH EXISTING FLOOR SLAB.  REMOVE
EXISTING PIPING SERVING FLOOR DRAIN BACK TO MAIN OR POINT OF NEW CONNECTION.

4 REMOVE EXISTING CONDENSATE DRAIN PIPE ABOVE FIRST FLOOR CEILING TO ABOVE SECOND FLOOR CEILING FOR
RECONNECTION IN NEW WORK.  REFER TO SHEET 35PP100 AND 35PP101 FOR ADDITIONAL INFORMATION AND PIPING
OFFSETS.

A REFER TO SHEET 35P001 FOR LEGEND, SCHEDULES AND DETAILS.
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N
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FIRST FLOOR PLAN - NEW WORK NORTH

NOTES
1 EXISTING TO REMAIN.

2 NEW SANITARY AND VENT RISER LOCATION TO SECOND FLOOR ABOVE.  PIPING CONT'D ON
SHEET 35PP101.  REFER TO SHEET 35PP103 FOR ADDITIONAL INFORMATION, PIPING OFFSETS,
AND SIZES.

3 NEW DCW AND DHW RISER LOCATION TO SECOND FLOOR ABOVE.  PIPING CONT'D ON
SHEET 35PP101.  REFER TO SHEET 35PP102 FOR ADDITIONAL INFORMATION, PIPING OFFSETS,
AND SIZES.

4 CONNECT TO EXISTING SANITARY AND VENT RISER ABOVE FIRST FLOOR CEILING.  REFER TO
SHEET 35PP103 FOR ADDITIONAL INFORMATION, PIPING OFFSETS, AND SIZES.

5 CONNECT TO EXISTING DCW AND DHW ABOVE FIRST FLOOR CEILING.  REFER TO SHEET
35PP102 FOR ADDITIONAL INFORMATION, PIPING OFFSETS, AND SIZES.

6 EXISTING HARD CEILING ABOVE THIS AREA OF WORK.

7 EXISTING ACT CEILING ABOVE THIS AREA OF WORK.

8 CONNECT TO EXISTING CONDENSATE DRAIN PIPE ABOVE FIRST FLOOR CEILING.  REFER TO SHEET
35PP101 FOR ADDITIONAL INFORMATION AND PIPING OFFSETS.

A REFER TO SHEET 35P001 FOR LEGEND, SCHEDULES, DETAILS AND NOTES.

GENERAL NOTES
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PROJECT
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SECOND FLOOR PLAN - NEW WORK NORTH

NOTES
1 EXISTING TO REMAIN.

2 CONNECT NEW DRINKING FOUNTAIN TO EXISTING SANITARY WASTE & VENT PIPING LOCATED IN WALL/
CHASE.  MODIFY EXISTING PIPING AS REQUIRED TO ACCOMMODATE NEW FIXTURE.

3 BOX MOUNTED TRANSFORMER LOCATED ABOVE THE CEILING TO CONTROL SENSOR OPERATED
FLUSH VALVE ON FIXTURE(S) BELOW.  120V-1PH POWER WILL BE LOCATED IN A WIRING BOX ABOVE
THE CEILING BY THE E.C.  A 0.75” CONDUIT (FOR LOW VOLTAGE WIRING) STUBBED ABOVE THE CEILING
AND EXTENDED DOWN TO AN ELECTRICAL WALL BOX LOCATED BELOW EACH LAVATORY WILL BE
PROVIDED BY DIVISION 26.  THE TRANSFORMER AND LOW VOLTAGE WIRING SHALL BE BY DIVISION 22.
DIVISION 22 SHALL COORDINATE ALL WORK WITH DIVISION 26.

4 CUTTING AND PATCHING OF EXISTING WALLS / FLOORS BY DIVISION 22 CONTRACT.  FINISHES BY GENERAL
TRADES CONTRACT.

5 TRAP PRIMER.  REFER TO DETAIL C/35P001.

6 REVISE EXISTING FIXTURE CARRIER, DCW SUPPLY, DHW SUPPLY, AND SANITARY & VENT PIPING IN EXISTING
PLUMBING CHASE / WALL AS REQUIRED TO ACCOMMODATE NEW PLUMBING FIXTURE(S).  CUTTING AND
PATCHING BY DIVISION 22 CONTRACT.  FINISHES BY GENERAL TRADES CONTRACT.

7 NEW SANITARY AND VENT RISER LOCATION FROM FIRST FLOOR BELOW.  PIPING CONT'D ON SHEET 35PP100.
REFER TO SHEET 35PP103 FOR ADDITIONAL INFORMATION, PIPING OFFSETS, AND SIZES.

8 NEW DCW AND DHW RISER LOCATION FROM FIRST FLOOR BELOW.  PIPING CONT'D ON SHEET 35PP100.
REFER TO SHEET 35PP102 FOR ADDITIONAL INFORMATION, PIPING OFFSETS, AND SIZES.

9 CONNECT TO EXISTING SANITARY AND VENT RISER ABOVE SECOND FLOOR CEILING.  REFER TO SHEET
35PP103 FOR ADDITIONAL INFORMATION, PIPING OFFSETS, AND SIZES.

10 CONNECT TO EXISTING DCW AND DHW ABOVE SECOND FLOOR CEILING.  REFER TO SHEET 35PP102 FOR
ADDITIONAL INFORMATION, PIPING OFFSETS, AND SIZES.

A REFER TO SHEET 35P001 FOR LEGEND, SCHEDULES AND DETAILS.

GENERAL NOTES

N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR PLAN - NEW WORK SOUTH

Revisions Date
21

11 EXISTING DOMESTIC WATER, SANITARY, WASTE & VENT PIPING MAY REQUIRE OFFSET IN WALL TO ACCOMMODATE NEW
DRINKING FOUNTAIN.  OFFSET AS REQUIRED TO CONTINUE OPERATION OF FIRST AND THIRD FLOOR FIXTURES.

12 CONNECT TO EXISTING CONDENSATE DRAIN PIPE ABOVE SECOND FLOOR CEILING, OFFSET TO NEW ARCHITECTURAL
WING WALL, AND EXTEND DOWN TO ABOVE FIRST FLOOR CEILING.  REFER TO SHEET 35PP100 FOR ADDITIONAL
INFORMATION AND PIPING OFFSETS.



Drawing Title

Approved: Project Director

Location

Building Number

Project Title

Checked DrawnDate

Project No.

Drawing Number

Dwg.            of

on
e-

ei
gh

th
 in

ch
 =

 o
ne

 fo
ot

on
e-

qu
ar

te
r i

nc
h 

= 
on

e 
fo

ot
th

re
e-

ei
gh

th
s 

in
ch

 =
 o

ne
 fo

ot
on

e-
ha

lf 
in

ch
 =

 o
ne

 fo
ot

th
re

e-
qu

ar
te

rs
 in

ch
 =

 o
ne

 fo
ot

on
e 

in
ch

 =
 o

ne
 fo

ot
on

e 
an

d 
on

e-
ha

lf 
in

ch
es

 =
 o

ne
 fo

ot
th

re
e 

in
ch

es
 =

 o
ne

 fo
ot

0
4

8
16

0
0

0
0

0
0

0
4

4
4

8
6

6
6

6
1

2
2

F
E

D
C

B
A

1 2 3 4 5 6 7 8 9

1 2 3 4 5 6 7 8 9

F
E

D
C

B
A

A R C H I T E C T SJ O H N  P O E

116 EAST THIRD STREET
DAYTON, OHIO 45402-2130

VA Project No.

FULLY SPRINKLERED
ARCHITECT/ENGINEERS:CONSULTANTS:

Office of
Construction
and Facilities
Management

37

JPA Project No.

937 461 3290 PHONE
937 461 0260 FAX
jpa@johnpoe.com

Heapy Project No.:  2011-04032            Firm License No.: 01528

Correct Safety Issues for Acute
Mental Ward, B35 CD

4/3/2015

DOMESTIC WATER SUPPLY RISERS

35PP102
DPBRLT

12002.00

538-13-105

VAMC, Chillicothe

35

N.T.S.Scale:

SUPPLY RISER - 1S

P701

P418

P103

3RD

0.5"
0.5"

0.5"
0.5"

0.5"
0.5"

0.5"

1

1

1

1

0.75"

2"

0.75"

0.75"

0.75"

0.75"

0.75"

2"

1.5"

1.5"

1.5"

1.5"

2"

1"

N.T.S.Scale:

SUPPLY RISER - 2S

3RD

1

0.75"
2"

P418

P103

P701

0.75"

1"2"

1

0.5" 0.5"
0.5"

0.5"

2ND

1

2"

1

1

1"

2"

N.T.S.Scale:

SUPPLY RISER - 3S

3RD

1
1

0.5"

1

1

1

2ND

P103

P418

0.5" 0.5"

1"

1"

1"

0.5"

1.25"

1.25"

0.75" 2"

0.75"

2"

2"

2"

2"

0.75"

0.75" 0.75"

N.T.S.Scale:

SUPPLY RISER - 4S

1"

1"

P808

3RD

1

2"

3RD

1

3RD

2ND
0.5"

0.5"

0.5"

0.5"

P609

0.5"

1

1 1

1

1

0.75"
0.75"

0.75"

0.75"

0.75"

- 0.75"

0.75"

10.75" -

0.5"

0.5"

1"

1"

2"

0.75"

1" 1.5"

1"

2"

N.T.S.Scale:

SUPPLY RISER - 5S

1

0.75"

2"

1"

2"

0.75"

1"
0.5"

0.5"

0.5"

1"

1"

0.75"

0.75"

2"

2"

1.5"

0.75"

0.75"

0.5"

1

1

2ND

2ND

3RD

N.T.S.Scale:

SUPPLY RISER - 6S

1.5"

1

3RD

P701

P103

P418

2ND

1

1

2"

1

1

0.75"

0.75"

0.5"

0.5"

0.75"

1.5"
0.75"

0.75"

0.5"

0.5"0.5"

0.5"

0.5"

1"

0.75"

2"

2"

0.75"

1.25"

1.25"
0.5"

1

N.T.S.Scale:

SUPPLY RISER - 7S

0.5"0.5"

0.5"

1

P701

P103

P418

P701P103

P418

0.5"

0.5"

0.5"

0.5"

0.5"

0.75"

0.5"

0.5"

1"

1"

1"

1

1

0.5"
0.5"

0.5"

1"

1"

2"

0.75"

2"

1.5"

1.5"

1.5"

0.75"

0.75"
1.5"

0.75"

0.5"

0.5"
0.5"

0.75"

0.75"

2"

2"

2"

0.75"

2"

0.75"

0.75"

2"

0.75"

2"
1.5"

0.75"

0.5"

0.5" 1.5"
2"

2"

2"1"

2"

1"

1.5"
1"

0.5"

0.5"

0.75"
1.5"

1

1

1
1

1 1

1 1

1

1

1 1

1

1

1

1

1

1

1

1

1

2ND

2ND

2ND

3RD

3RD

3RD

3RD

2B122A

2B114A

2B108A

2B106

2B104
2B100A

2B100

2C100

2C100A

2C104

2C104A

0.5"

1

N.T.S.Scale:

SUPPLY RISER - 8S
N.T.S.Scale:

SUPPLY RISER - 9S

P701

P701
P418

P418

2ND

P103

1

2.5"
1"1

0.5"

0.75"

0.5"

0.5"

0.5"

0.5"

0.5"

0.75"

0.5"

P103

2"

1

1

3RD

2"

0.75"

2"

0.75"

2B103A

2C107A

2B107B

2C103A
&

2ND

1

2"

P418

1"

1"

2"

2"

0.75"

1"

2"

1"

P103

P701

1"

1"

1"

1"

0.5"

1"

2"

0.5"

0.5"

0.5"

0.5"

0.5"

0.5"

0.5"

0.75"

0.75"

0.75"

0.75"

3RD

3RD

2ND

1

1

1

1
1

1

1

1

1

1

2C108A

2ND

0.5"

0.5"

Revisions Date

P701

0.5"
0.5"

P701

0.5"

22

NOTES
1 EXISTING TO REMAIN.

A REFER TO SHEET 35P001 FOR LEGEND, SCHEDULES AND DETAILS.

GENERAL NOTES

0.75"

0.75"

1

3RD

2B100A

0.75"

0.75"

0.75"

0.75"

1

0.5"

0.75"

1

3RD

1

0.75"0.75"

2ND

0.75"

0.75"

1

1

2C108A

0.5"

0.5"

0.5"

1

3RD
1 - 0.75"

1

2ND



Drawing Title

Approved: Project Director

Location

Building Number

Project Title

Checked DrawnDate

Project No.

Drawing Number

Dwg.            of

on
e-

ei
gh

th
 in

ch
 =

 o
ne

 fo
ot

on
e-

qu
ar

te
r i

nc
h 

= 
on

e 
fo

ot
th

re
e-

ei
gh

th
s 

in
ch

 =
 o

ne
 fo

ot
on

e-
ha

lf 
in

ch
 =

 o
ne

 fo
ot

th
re

e-
qu

ar
te

rs
 in

ch
 =

 o
ne

 fo
ot

on
e 

in
ch

 =
 o

ne
 fo

ot
on

e 
an

d 
on

e-
ha

lf 
in

ch
es

 =
 o

ne
 fo

ot
th

re
e 

in
ch

es
 =

 o
ne

 fo
ot

0
4

8
16

0
0

0
0

0
0

0
4

4
4

8
6

6
6

6
1

2
2

F
E

D
C

B
A

1 2 3 4 5 6 7 8 9

1 2 3 4 5 6 7 8 9

F
E

D
C

B
A

A R C H I T E C T SJ O H N  P O E

116 EAST THIRD STREET
DAYTON, OHIO 45402-2130

VA Project No.

FULLY SPRINKLERED
ARCHITECT/ENGINEERS:CONSULTANTS:

Office of
Construction
and Facilities
Management

37

JPA Project No.

937 461 3290 PHONE
937 461 0260 FAX
jpa@johnpoe.com

Heapy Project No.:  2011-04032            Firm License No.: 01528

Correct Safety Issues for Acute
Mental Ward, B35 CD

4/3/2015

SOIL, WASTE & VENT RISERS

35PP103
DPBRLT

12002.00

538-13-105

VAMC, Chillicothe

35

N.T.S.Scale:

SOIL, WASTE & VENT - 1W

CO

4"

2" 1.5"

1.5"

2"

P701

FD1

2"
4"

1.5"

1.5"

N.T.S.Scale:

SOIL, WASTE & VENT - 2W

P418

P103

P701

FD1

2"

1.5"

1.5"

1.5"

1.5"

1.5"

2"

4"

2"

2"

3"

2"

1.5"

2"
4"

2"

4"

1

2B122A

1

4"

4" 2"

2"

4"

P418

P103

3"

2"

4"

1

1

4"

2"

2"

1.5"

1.5"

2"

2"

2ND

2ND

2ND

3RD

2"
2"

1

1

2ND

2ND

3RD

1

- 2" VR

4" SS -

2B114A

N.T.S.Scale:

SOIL, WASTE & VENT - 3W

P418

FD1

P701

P103

2"

4"

4"

2"

3"

2"

4"

4"

2"

1.5"

2"

2"

4"

1.5"

2ND

2ND

2"2"

4"
3RD

1
1

2B108A

N.T.S.Scale:

SOIL,WASTE & VENT - 4W

CO

P808

CO

CO

3RD

3RD

P609

1
1

1
1

1 1

2"

4"

2"
2"

1.5"

1.5"

2"

2"

2"

2"

2"

4"

4"

4"

4"

4"

4"

4"

4"

2"

4"

2ND

2ND

3"

3"

4"

1.5"

4"

2"

4"

N.T.S.Scale:

SOIL, WASTE & VENT - 5W

1
1

2"
4"

2"

2"

4"

4"

4"

4"

4"
2"

2" 2"

2ND

3RD

1 1

CO

2B106 2B104

N.T.S.Scale:

SOIL, WASTE & VENT - 6W

P418

P103

P701

FD1

1.5"

1.5"

1.5"

2"

2"

2"

2"

1.5"

1.5"

1.5"

1.5"
3"

3"4"

4"

4"

4"

2"

2"

2"

2"

2"

1.5"

2"

4"

4"
4"

1

3RD

2ND

1
1

2ND

2B100A

2B100

N.T.S.Scale:

SOIL, WASTE & VENT - 7W

4"
3RD

2"

4"

4"

4"

4"

4"

4"

4"

4"

4"

4"

4"

4"

4"

2"

2"

1.5"

P418

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

P103

P701

FD1

2C100

2C100A

2C104

2C104A
P418

FD1

P701

2"

3"

3"

1.5"

1.5"

1.5"

1.5"

1.5"

1.5"

3"

3"

3"

4"

2"

1.5"
2"

4"

2"

2"

2"

2"

2"

2" 2"

2"

2"

2"

1
1

2ND

1
1

3RD

3RD

2"

4"

1

1

1

1

1

1

P103

2ND

2ND

2ND

1.5"

N.T.S.Scale:

SOIL, WASTE & VENT - 8W

4"

4"

2"

3"

1.5"

2"

1.5"

1.5"

P418

FD1

2"

2"

2"

2" 4"

1.5"

P103

3"
P701

3"

4"

1

1 1

2ND

2"

1

2"

4"

3RD

2ND

N.T.S.Scale:

SOIL, WASTE & VENT - 9W

FD1

FD1

P701

P701

P418

P418

1.5"

P103

P103

3"

2"

2"

2"

3"

3"

2"

4"

2"

4"

2"

1.5"

1.5"

2"

2"

1

2ND
2ND

2ND

2"

2"

3RD

1

1
1

1.5"

1.5"

2C108A

2B103A

2C107A
&

2B107B

2C103A
&

Revisions Date
23

VERTICAL OFFSET
WASTE FITTING

VERTICAL OFFSET
WASTE FITTING

VERTICAL OFFSET
WASTE FITTING

VERTICAL OFFSET
WASTE FITTING

VERTICAL OFFSET
WASTE FITTING

VERTICAL OFFSET
WASTE FITTING

VERTICAL OFFSET
WASTE FITTING

VERTICAL OFFSET
WASTE FITTING

NOTES
1 EXISTING TO REMAIN.

A REFER TO SHEET 35P001 FOR LEGEND, SCHEDULES AND DETAILS.
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R

D

DRAWING NUMBER WHERE DRAWN

2
H4

DETAIL NUMBER

THERMOSTAT

ACCESS DOOR

AIR FOIL WHEEL

AIR HANDLING UNIT

ACCESS PANEL

AUTOMATIC TEMPERATURE CONTROLS

BACKWARD INCLINED WHEEL

ABOVE FINISHED FLOOR

COOLING COIL

CLEAN OUT

CEILING GRILLE

CENTRIFUGAL FAN

CEILING DIFFUSER

CEILING REGISTER

DRY BULB TEMPERATURE, DEG. F

EXHAUST FAN

EXHAUST AIR

FLEXIBLE CONNECTION

DOOR UNDERCUT BY GENERAL CONTRACTOR

ITEM. (TO BE USED AS AN AID IN COORDINATING THE
LISTED SIZE OF DUCT, PIPE, DEVICE OR EQUIPMENT
APPROXIMATE ELEVATION FROM FLOOR TO MIDDLE OF

MANUAL VOLUME DAMPER

U/C

9'-6"

VARIOUS TRADES.)

FIRE DAMPER

FC

EX.

EF

EXISTING

E/A

dB

Db

DECIBELS

BUILDING NO. WHERE EQUIPMENT IS LOCATED.

EQUIPMENT ABBREVIATION (SUPPLY FAN)

SUPPLY FAN NO.3 IN BUILDING NO.2

(FOUR WAY

SUPPLY TOP REGISTER OR GRILLE (WALL TYPE)

EXHAUST DUCT (UP & DOWN)

VANED ELBOW & AIR SPLIT TYPE DUCT TAKE-OFF

EXHAUST OR RETURN TOP REGISTER OR GRILLE,

EXHAUST OR RETURN BOTTOM REGISTER OR GRILLE,

EXHAUST OR RETURN CEILING REGISTER OR GRILLE

RETURN AIR DUCT (UP & DOWN)

SUPPLY DUCT (UP & DOWN)

BLOW UNLESS OTHERWISE

INCLINED RISE, IN DIRECTION OF AIR FLOW

NEW DUCT - WIDTH X DEPTH

RECTANGULAR ELBOWS WITH VANES EVEN IF
VANED ELBOW (PROVIDE ALL SQUARE OR

INCLINED DROP, IN DIRECTION OF AIR FLOW

STANDARD RADIUS ELBOW

10/8

FC

SYMBOL IS MISSING)

FLEXIBLE CONNECTION

UP

UP

(WALL TYPE)

(WALL TYPE)

CEILING DIFFUSERS

NOTED)

DN

DN

UP

2-SF3

TYPICAL UNIT NO.

DN

CR

CO

CG

CF

CD

CC

BIW

ATC

AFW

AP

AHU

AFF

AD

WET BULB TEMPERATURE, DEG. FWb

MAXIMUM

OUTSIDE AIR

RETURN AIR

SUPPLY AIR

SUPPLY FAN

STEAM HUMIDIFIER

SPECIFIC GRAVITY

TOP GRILLE (WALL TYPE)

STATIC PRESSURE (INCHES OF WATER)

TOP REGISTER (WALL TYPE)

SINGLE WIDTH SINGLE INLET

DOOR UNDERCUT BY GENERAL CONTRACTOR

SWSI

TR

U/C

V

TG

VALVE

S/A

Sp. Gr.

SP

SH

SF

R/A

MAX.

O.A.

NOM.

MIN.

NOMINAL

MINIMUM

FORWARD CURVED WHEEL

FLOOR DRAIN

HEATING COIL

HORSEPOWER

FLR.

FCW

HC

HP

FD

FLOOR

CIRCUIT SETTER

BALL VALVE

COMBINATION BALANCING/SHUT-OFF VALVE

MANUAL AIR VENT

AUTOMATIC FLOW CONTROL VALVE

TEST PLUG (PRESSURE/TEMPERATURE)

STRAIGHT-THRU TWO-POSITION CONTROL VALVE

THREE-WAY MODULATING CONTROL VALVE

STRAIGHT-THRU MODULATING CONTROL VALVE

ECCENTRIC REDUCER

DIRECTION OF FLOW

CAPPED OUTLET

SIDE CONNECTION

EXISTING WORK.
POINT OF CONNECTION BETWEEN NEW AND

RISE OR DROP IN PIPE

BOTTOM CONNECTION, 45 DEG. OR 90 DEG.

TOP CONNECTION, 45 DEG. OR 90 DEG.

REDUCER OR INCREASER

DIRECTION OF PIPE PITCH (DOWN)

STRAINER

CHECK VALVE

EXISTING PIPE TO BE REMOVED

DRAIN LINE

UNION

D

CHILLED WATER RETURN

CHILLED WATER SUPPLY

HOT WATER HEATING RETURN

HOT WATER HEATING SUPPLY

CHS

CHR

HWS

HWR

HEATING

AIR CONDITIONING

AIR CONDITIONING UNITAC

CONSTANT AIR VOLUMEC.A.V.

COMBINATION HOT/CHILLED WATER RETURN

COMBINATION HOT/CHILLED WATER SUPPLYHWS/CHS

HWR/CHR

1. THESE NOTES APPLY EQUALLY TO THE FULL SET OF DOCUMENTS.

2. SITE VISIT(S) SHALL BE AS OUTLINED IN PROJECT SPECIFICATIONS.

3. INCLUDE ALL WORK NECESSARY TO ACCOMMODATE PHASING.  REFER TO

ARCHITECTURAL DRAWINGS AND GENERAL REQUIREMENTS SECTION 01 00

00.

4. INSULATE DUCTWORK AND PIPING WHERE EXISTING INSULATION HAS BEEN

DAMAGED AND/OR REMOVED IN THE PERFORMANCE OF WORK IN THIS

PROJECT.

5. THE CONTRACTORS SHALL REFER TO ALL SPECIFICATION SECTIONS AND

THESE DRAWINGS FOR DETAILS OF BUILDING CONSTRUCTION TO ENSURE

SPACE AND SATISFACTORY ARRANGEMENT FOR THEIR WORK.  THE

VARIOUS DRAWINGS COMPRISING THE SET ARE INTERDEPENDENT AND

MUST BE USED JOINTLY AT ALL TIMES.  EACH CONTRACTOR SHALL REFER

TO THE GENERAL REQUIREMENTS OF THE CONTRACT.  THE NOTES AND

SYMBOLS INDICATED ON THE DRAWINGS ARE FOR THE GUIDANCE OF ALL

TRADES INVOLVED IN THE PROJECT AND MUST BE FOLLOWED TO EXECUTE

THE WORK AS INTENDED.  IF DISCREPANCIES OCCUR, CONTACT THE

PROJECT ENGINEER (COTR) THRU THE CONTRACTING OFFICER FOR

CLARIFICATION BEFORE PROCEEDING.

6. IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES,

THE CONTRACTOR WILL BE SOLELY AND COMPLETELY RESPONSIBLE FOR

THE CONDITIONS ON THE JOB SITE, INCLUDING SAFETY OF ALL PERSONS

AND PROPERTY DURING PERFORMANCE OF THE WORK.  THIS WILL APPLY

CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS.  SEE

SPECIFICATIONS FOR MORE SPECIFIC DETAILS ON RESPONSIBILITIES.

7. ALL WORK MUST BE COORDINATED WITH THE CONTRACTING OFFICER AND

PROJECT ENGINEER (COTR) TO MAINTAIN OPERATION OF THE EXISTING

FACILITY.

8. EACH CONTRACTOR SHALL COORDINATE HIS WORK WITH THE WORK OF

OTHERS.  HE SHALL KEEP HIMSELF INFORMED OF THE PROGRESS AND

DETAIL DEVELOPMENT OF THE WORK OF OTHERS AND SHALL BE

RESPONSIBLE FOR COORDINATING AND EXPEDITING HIS WORK WITH

OTHERS SO THAT THE PROGRESS OF THE TOTAL WORK SHALL BE KEPT ON

SCHEDULE.

9.  ALL WORK SHALL BE PERFORMED IN COMPLETE COMPLIANCE WITH ALL

GOVERNING CODES AND STANDARDS.

10.  EXISTING CONDITIONS SHOWN HAVE BEEN BASED UPON SITE VERIFICATION AND

AVAILABLE DRAWING INFORMATION, AND MAY BE AT VARIANCE WITH ACTUAL

WORK IN PLACE.  THE CONTRACTOR SHALL TAKE ALL NECESSARY FIELD

MEASUREMENTS AND FIELD VERIFY ALL CONDITIONS AFFECTING THE

EXECUTION OF THE WORK.  ANY DISCREPANCIES BETWEEN EXISTING

CONDITIONS AND THE WORK SHOWN ON THE CONTRACT DOCUMENTS

WHICH MAY IMPACT THE PROGRESS OF THE WORK SHALL BE BROUGHT TO

THE ATTENTION OF THE CONTRACTING OFFICER IN WRITING FOR

RESOLUTION BEFORE PROCEEDING WITH THE WORK.

11.  EACH CONTRACTOR AND/OR TRADE, FITTING OR PLACING HIS WORK INTO

OR ON THE WORK OF OTHERS DOES SO WITH THE UNDERSTANDING THAT

THE INSTALLATION OF HIS WORK CONSTITUTES HIS ACCEPTANCE OF THE

SUITABILITY OF THE WORK IN PLACE.  IF THE WORK OF OTHERS IS NOT

ACCEPTABLE, HE SHALL NOTIFY THE PROJECT ENGINEER (COTR) AND

SUCH WORK SHALL BE CORRECTED.  ANY NEW WORK INSTALLED IN

UNSUITABLE EXISTING WORK SHALL BE THE RESPONSIBILITY OF THE

CONTRACTOR OR TRADE INSTALLING THE NEW WORK.  NO CLAIMS FOR

ADDITIONAL COMPENSATION FOR CORRECTING WORK INSTALLED IN

UNSUITABLE EXISTING CONDITIONS WILL BE CONSIDERED.

12.  IF, IN THE PERFORMANCE OF THIS WORK, MATERIALS ARE OBSERVED

WHICH ARE SUSPECTED TO CONTAIN ASBESTOS, THE CONTRACTOR SHALL

IMMEDIATELY INFORM THE COTR.  WORK THAT WOULD EXPOSE WORKERS

TO THE INHALATION OF ASBESTOS PARTICLES SHALL BE TERMINATED.

WORK MAY BE RESUMED ONLY AFTER A DETERMINATION HAS BEEN MADE

AND UNSAFE MATERIALS HAVE BEEN REMOVED OR ENCAPSULATED AND

THE AREA DECLARED SAFE.

13.  SOME AREAS MAY BE NOTED ON FLOOR PLANS THAT ASBESTOS IS

PRESENT.  CONTRACTORS SHALL TAKE SPECIAL CARE WHILE WORKING

ADJACENT TO ASBESTOS MATERIALS AND MUST BE PROPERLY PROTECTED

WITH CLOTHING, BREATHING APPARATUS, ETC.  VERIFY REQUIREMENTS OF

VAMC'S INFECTION CONTROL RISK ASSESSMENT TEAM (ICRA).

14.  REFER TO ARCHITECTURAL FIRE-RATED PARTITION PLAN(S) FOR

LOCATIONS AND FIRE-RATINGS OF NEW AND EXISTING WALL ASSEMBLIES.

OPENINGS WHERE ITEMS HAVE BEEN REMOVED SHALL BE CLOSED/REPAIRED

IN A MANNER CONSISTENT WITH THE ASSEMBLY (WALLS, PARTITIONS, FLOORS,

BARRIERS, ETC.) CONSTRUCTION.  THE ASSEMBLY SHALL BE CLOSED/REPAIRED

TO MAINTAIN SAME LEVEL OF PROTECTION AS THE EXISTING ASSEMBLY.

15.  OPENINGS WHERE ITEMS HAVE BEEN REMOVED SHALL BE CLOSED/REPAIRED

16.  ALL PIPING, DUCTS, CONDUITS, ETC. IN FINISHED ROOMS, CORRIDORS,

ETC. SHALL BE CONCEALED IN A FURRED CHASE OR ABOVE THE

SUSPENDED CEILING.

17.  THE FIRST FIGURE OF DUCT SIZE INDICATES DIMENSION OF FACE SHOWN

OR INDICATED. DUCT SIZES ARE NET INSIDE DIMENSIONS.

18.  ACCESS PANELS IN NON ACCESSIBLE SUSPENDED CEILINGS SHALL BE

PROVIDED FOR ALL VALVES, TRAPS, DAMPERS, CLEANOUTS, FLOW

METERS, CONTROLS, ETC. COORDINATE SIZES AND LOCATIONS WITH

OTHER TRADES.

19.  FOR TYPICAL CONNECTIONS TO EQUIPMENT, SEE STANDARD DETAILS.

20.  DIFFUSER SIZES SHOWN ON FLOOR PLANS ARE NECK SIZES. REGISTER

AND GRILLE SIZES ARE FACE SIZE.

21.  WATER PIPE CONNECTIONS TO AIR HEATING AND COOLING COILS SHALL

BE MADE TO PROVIDE COUNTER FLOW BETWEEN WATER AND AIR.

22.  REFER TO ARCHITECTURAL REFLECTED CEILING PLANS FOR EXACT

LOCATION OF CEILING DIFFUSERS, REGISTERS, AND GRILLES.

23.  WHERE DUCTS OR PIPES ARE REMOVED THRU WALL/FLOOR/ROOF THAT

IS TO REMAIN, PATCH WALL/FLOOR/ROOF OPENING TO MATCH EXISTING

WHERE OPENING IS NOT RE-USED.

24.  ALL CUTTING AND PATCHING REQUIRED FOR THIS PROJECT SHALL BE

INCLUDED IN THE CONTRACT. REFINISH ANY SURFACE DISTURBED UNDER

THIS WORK TO MATCH EXISTING.

25.  ANY REMOVED EQUIPMENT SHALL BE TURNED OVER TO THE VA. ITEMS

NOT DESIRED BY THE VA SHALL BE REMOVED FROM THE PREMISES AND

DISPOSED OF PROPERLY BY THE CONTRACTOR.

26.  THE CONTRACT DRAWINGS ARE NOT INTENDED TO SHOW EVERY

VERTICAL OR HORIZONTAL OFFSET WHICH MAY BE NECESSARY TO

COMPLETE THE SYSTEMS.  COORDINATE WORK IN ADVANCE WITH ALL

OTHER TRADES AND REPORT IMMEDIATELY ANY DIFFICULTIES WHICH CAN

BE ANTICIPATED.

27.  FIELD VERIFY EXISTING CONDITIONS, INCLUDING DUCT, PIPE AND

EQUIPMENT SIZES, SERVICES AND LOCATIONS PRIOR TO PERFORMING

WORK.

28.  HEPA FILTERED EXHAUST IS REQUIRED TO MAINTAIN A MINIMUM OF 0.01"

W.G. NEGATIVE PRESSURE IN CONSTRUCTION AREAS. COORDINATE WITH

GENERAL CONTRACTOR AND THE PROJECT ENGINEER (COTR).

29.  ALL ABANDONED EXTRANEOUS PIPING, DUCTWORK, SUPPORTS,

CONTROLS, ETC. SHALL BE REMOVED.

30.  TERMINATE PIPING AND DUCTWORK BELOW FLOORS, ABOVE CEILINGS,

ETC., IN CONCEALED SPACES. ALL CUTTING AND PATCHING SHALL MATCH

EXISTING FINISHES.

31.  WHERE CONTROL DEVICES ARE REMOVED, PNEUMATIC LINES SHALL BE

REMOVED BACK TO MAIN AND CAPPED; AND CONTROL WIRING AND

CONDUIT SHALL BE REMOVED BACK TO SOURCE.

32.  ALL EXISTING DUCTWORK, PIPING, EQUIPMENT, CONTROLS, ETC. SHOWN

DASHED SHALL BE REMOVED. THE MAJORITY OF WORK TO BE REMOVED IS

SHOWN. REMOVE ALL INCIDENTAL AND/OR ABANDONED DUCTWORK,

PIPING, ETC. THAT MAY NOT BE SHOWN BUT IS ASSOCIATED WITH THE

REMOVAL WORK.

33.  WHERE EXISTING HVAC UTILITIES IN SERVICE WILL BE DISRUPTED

DURING THE CONSTRUCTION OF THIS PROJECT, THIS WORK SHALL BE

PERFORMED ON WEEKENDS OR WEEK NIGHTS, IF REQUIRED BY THE

PROJECT ENGINEER (COTR).  DOWNTIME SHALL BE KEPT TO A MINIMUM,

AND SHALL BE COORDINATED AND SCHEDULED WELL IN ADVANCE WITH

THE PROJECT ENGINEER (COTR).

34.  WHEN NEW SUPPLY AND RETURN AIR DUCTS ARE CONNECTED TO

EXISTING DUCTWORK, CLEAN BOTH NEW AND EXISTING DUCTWORK BY

MOPPING AND VACUUM CLEANING INSIDE AND OUTSIDE BEFORE

OPERATION. CLEANING OF EXISTING DUCTWORK SHALL BE LIMITED TO THE

IMMEDIATE AREA WITHIN REACH OF THE OPEN END OF THE DUCT.

35.  RUNOUT PIPING TO FAN COIL UNITS SHALL BE 0.75” SIZE UNLESS

OTHERWISE NOTED.

36.  APPROXIMATE ELEVATIONS NOTED ON FLOOR PLANS ARE TO THE

BOTTOM OF DUCTS AND EQUIPMENT, AND TO THE CENTER OF PIPES

UNLESS NOTED OTHERWISE.

SIMILARSIM

37.  ALL OPENINGS THRU WALLS OR FLOORS DUE TO REMOVALS WORK SHALL

BE FIRESTOPPED TO RETARD PASSAGE OF FIRE AND SMOKE.

IN A MANNER CONSISTENT WITH THE ASSEMBLY (WALLS, PARTITIONS, FLOORS,

BARRIERS, ETC.) CONSTRUCTION.  THE ASSEMBLY SHALL BE CLOSED/REPAIRED

TO MAINTAIN SAME LEVEL OF PROTECTION AS THE EXISTING ASSEMBLY.

DRAWING SYMBOLS

DUCTWORK SYMBOLS

ABBREVIATIONS

CONTROLS

GENERAL NOTES:

VALVES
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SECOND FLOOR PLAN - REMOVALS

35MD101
WJSDLE

12002.00

538-13-105

VAMC, Chillicothe

35

25

NOTES
1 EXISTING DUCTWORK TO REMAIN.

2 REMOVE EXISTING CONVECTOR HEATING ELEMENT FOR RELOCATION IN NEW WORK.

3 EXISTING FAN COIL UNIT TO REMAIN.

4 EXISTING AIR DEVICE TO REMAIN.

5 EXISTING HOT WATER CONVECTOR TO REMAIN.

6 REMOVE EXISTING AIR DEVICE FOR REPLACEMENT IN NEW WORK.

7 REMOVE EXISTING FAN COIL UNIT CABINET FOR REPLACEMENT IN NEW WORK.

8 REMOVE EXISTING HOT WATER CONVECTOR CABINET FOR REPLACEMENT IN NEW WORK.

9 REMOVE EXISTING DUCTWORK BACK TO THIS POINT AND CAP.

10 REMOVE EXISTING DUCTWORK BACK TO THIS POINT FOR RECONNECTION IN NEW WORK.

11 REMOVE EXISTING FAN COIL UNIT FOR RELOCATION IN NEW WORK.

12 REMOVE EXISTING AIR DEVICE AND ASSOCIATED DUCTWORK, SUPPORTS, ETC.

13 REMOVE EXISTING DUCTWORK AND ASSOCIATED DAMPERS, SUPPORTS, ETC.

14 REMOVE EXISTING FAN COIL UNIT AND ASSOCIATED PIPING, SUPPORTS, ETC.

15 REMOVE EXISTING DRYER EXHAUST DUCT AND ASSOCIATED SUPPORTS, ETC.

16 EXISTING DRYER VENT TO REMAIN.

17 REMOVE EXISTING DRYER VENT DUCT BACK TO THIS POINT AND CAP.

18 REMOVAL OF THIS SECTION OF EXISTING DUCTWORK WILL BE INCLUDED IN THE ASBESTOS
ABATEMENT SCOPE OF WORK PER SPECIFICATION SECTION 02 82 11.

GENERAL NOTES

N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR PLAN - REMOVALS SOUTH

N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR PLAN - REMOVALS NORTH

A REFER TO SHEET 35-M001 FOR LEGEND, ABBREVIATIONS AND GENERAL NOTES.
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SECOND FLOOR PLAN - NEW WORK

35MH101
WJSDLE

12002.00

538-13-105

VAMC, Chillicothe

35

26

N
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PROJECT

 1/8" = 1'-0"

SECOND FLOOR PLAN - NEW WORK SOUTH

N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR PLAN - NEW WORK NORTH

NOTES
1 EXISTING DUCTWORK TO REMAIN.

2 PROVIDE DEEPER CABINET TO ENCOMPASS PIPING, APPROXIMATELY 7" DEEP.

3 EXISTING FAN COIL TO REMAIN.

4 EXISTING AIR DEVICE TO REMAIN.

5 EXISTING HOT WATER CONVECTOR TO REMAIN.

6 PROVIDE DRYER BOX IN WALL BEHIND DRYER. EXTEND 4" DIAMETER RIGID DUCT THRU WALL UP
ABOVE CEILING AND TRANSITION TO 6" DIAMETER DUCT.

7 PROVIDE NEW CUSTOM FAN COIL CABINET ENCLOSURE PER DETAIL ON SHEET 35M601.

8 PROVIDE NEW CUSTOM HOT WATER CONVECTOR ENCLOSURE PER DETAIL ON SHEET 35M601.

9 RELOCATE FAN COIL UNIT TO THIS LOCATION.

10 SUSPEND UNIT FROM STRUCTURE WITH VIBRATION ISOLATION HANGERS. PROVIDE FLEXIBLE DUCT
CONNECTORS AT INLET AND OUTLET OF UNIT.

11 PROVIDE 10" HIGH INSULATED PLENUM DUCT FULL SIZE OF UNIT INLET.

12 BALANCE EXISTING AIR DEVICE TO INDICATED CFM.

13 BALANCE MANUAL DAMPER TO INDICATED CFM.

14 PROVIDE DUCT MOUNTED THERMOSTAT FOR CONTROL OF 35-FC1.

15 EXTEND/MODIFY EXISTING DUCTWORK AS REQUIRED FOR NEW AIR DEVICE.

16 RELOCATE CONVECTOR HEATING ELEMENT TO CORNER OF ROOM.  EXTEND / MODIFY PIPING AS
REQUIRED.  PROVIDE DEEPER CABINET TO ENCOMPASS PIPING, APPROXIMATELY 7" DEEP.

17 INCLUDE ELBOW TO REDUCE SOUND TRANSFER.

GENERAL NOTES
A REFER TO SHEET 35-M001 FOR LEGEND, ABBREVIATIONS AND GENERAL NOTES.

Revisions Date
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AIR BALANCE

35MH102
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BASEMENT PLAN

N
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PROJECT

 1/16" = 1'-0"

FIRST FLOOR PLAN

N

Scale:

PROJECT

 1/16" = 1'-0"

THIRD FLOOR PLAN

NOTES
1 EXISTING DUCTWORK TO REMAIN.

2 BALANCE EXISTING MANUAL DAMPER TO INDICATED CFM.

3 PROVIDE NEW MANUAL DAMPER IN EXISTING DUCT. BALANCE TO INDICATED CFM.

4 BALANCE EXISTING AIR DEVICE TO INDICATED CFM.

5 BALANCE EXISTING AIR HANDLING UNIT SUPPLY FAN TO INDICATED CFM.

6 BALANCE EXISTING EXHAUST FAN TO INDICATED CFM.

7 EXISTING AIR HANDLING UNIT PROVIDED UNDER VA PROJECT NO. 538-13-102 TO REMAIN. BALANCE
SUPPLY AND EXHAUST FANS TO 7600 CFM EACH.

GENERAL NOTES
A REFER TO SHEET 35-M001 FOR LEGEND, ABBREVIATIONS AND GENERAL NOTES.

N
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ATTIC PLAN
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FIRST AND SECOND FLOOR PLANS -
PIPING

35MP101
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35

28

NOTES
1 EXISTING PIPING TO REMAIN.

2 REMOVE PIPING BACK TO THIS POINT FOR RECONNECTION IN NEW WORK.

3 REMOVE EXISTING PIPING AND ASSOCIATED VALVES, SUPPORTS, ETC. FROM FLOOR ABOVE.

4 REMOVE EXISTING CONDENSATE PIPE AND ASSOCIATED VALVES, SUPPORTS, ETC. FROM JUST BELOW
THIRD FLOOR, DOWN THRU SECOND FLOOR.

5 REMOVE EXISTING FAN COIL UNIT AND ASSOCIATED PIPING, CONTROLS, ETC.

6 REMOVE PIPING BACK BELOW SECOND FLOOR FOR RECONNECTION IN NEW WORK.

7 RELOCATE FAN COIL UNIT TO THIS LOCATION. EXTEND PIPING FROM FLOOR BELOW PER FAN COIL UNIT
PIPING DETAIL.

8 EXISTING FAN COIL UNIT TO REMAIN.

9 REMOVE EXISTING FAN COIL UNIT FOR RELOCATION IN NEW WORK.

10 REMOVE EXISTING CONDENSATE PIPING AND ASSOCIATED VALVES, SUPPORTS, ETC. DOWN THRU
SECOND FLOOR.

A REFER TO SHEET 35-M001 FOR LEGEND, ABBREVIATIONS AND GENERAL NOTES.

GENERAL NOTES

N
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 1/8" = 1'-0"

FIRST FLOOR PLAN PIPING - REMOVALS SOUTH N
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FIRST FLOOR PLAN PIPING - NEW WORK SOUTH
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SECOND FLOOR PIPING PLAN - REMOVALS SOUTH N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR PIPING PLAN - NEW WORK SOUTH

Revisions Date

FIRST FLOOR WILL BE OCCUPIED DURING CONSTRUCTION.
WORK IN EACH ROOM SHALL BE COORDINATED INDIVIDUALLY

WITH COTR IN ADVANCE.  ROOMS MAY NOT BE ABLE TO BE
VACATED DURING NORMAL BUSINESS HOURS.  ALL NECESSARY

SAFETY PRECAUTIONS SHALL BE TAKEN FOR WORK IN AN
OCCUPIED SETTING DURING NORMAL WORKING HOURS.  AFTER

HOURS WORK MAY BE DESIRABLE IN SOME INSTANCES.



DUCTWORK SQUARE VANE ELBOWS

DUCTWORK TRANSITIONS

ROUND DUCT HANGERS

FLEXIBLE AIR DUCT CONNECTOR

RETURN OR EXHAUST GRILLE/REGISTER CONNECTION

SECURING HANGER RODS IN CONCRETE

D

NOTES:

1.

2.

3.

4.

W
2

W1

VANE
VANE

NOTES:

1.

2.

THE INTERIOR SURFACE OF ALL RADIUS ELBOWS SHALL BE MADE ROUND.

ALL STANDARD RADIUS ELBOWS CAN BE SUBSTITUTED WITH SHORT RADIUS ELBOWS. ALL
SHORT RADIUS ELBOWS SHALL HAVE VANES. VANES SHALL BE CONSTRUCTED,

SUPPORTED AND FASTENED AS RECOMMENDED BY SMACNA.
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WITH ONE VANE

SHORT RADIUS ELBOW
WITH TWO VANES

W W

1/2W

1
/3

W

1/6W

R

NOTE:
UNLESS OTHERWISE INDICATED ON PLANS, MAXIMUM ANGLES SHOWN SHALL APPLY.

30
°

M
A
X.

3
0
°

M
A

X
.

E
Q

U
IP

M
E

N
T

AIR
FLOW

AIR
FLOW

TYPICAL DUCTWORK TRANSITION
PLAN OR SIDE VIEWTYPICAL DUCTWORK TRANSITION WITH

EQUIPMENT MOUNTED IN DUCT
PLAN OR SIDE VIEW

15
°

M
A
X.

1
5
°

M
A

X
.

1
5
°

1
5
°

M
A

X
.

M
A

X
.

2500

1320

420ONE 1 x 18 GA. STRAP36

TWO 1/2 DIA. RODS

TWO 3/8 DIA. RODS

ONE 1 x 16 GA. STRAP

84

60

50 700

ONE 1 x 22 GA. STRAP

QUANTITY/SIZEMAX. DUCT

26

HANGER STRAPS OR RODS
MAX. LOAD
LBS.

260

MAX.

144

IN.
SPACING

DIA. - IN. IN.

144

144

144

144

NOTE:

TABULATED DATA FROM SMACNA
ALLOWS FOR DUCT REINFORCING AND

INSULATION, BUT NO EXTERNAL LOAD.

BAND

OVER 50"DIA.

HANGER RODS

BAND OF SAME
SIZE AS HANGER
STRAP

LOAD RATED
FASTENERS

FROM STRUCTURE

SAME AS DIFFUSER
INLET: 5'-0" MAX

FLEXIBLE DUCT SIZE

LENGTH.

12"

CEILING

SUPPORT SADDLE

VOLUME DAMPER W/
LOCKING QUADSADDLE

SHEET METAL

CONICAL OUTLET

BRANCH DUCT

FOR CHANGE OF
DIRECTION GREATER

USE RIGID ELBOWS

THAN 45°

SEE SPECIFICATIONS FOR CLAMPS
AND SEALANT (TYP.)

TYPICAL
DIFFUSER OR
REGISTER IN
LAY-IN CLG.

THERMAL INSULATION
SEE SPECIFICATIONS

THERMAL INSULATION
SEE SPECIFICATIONS

5 FT

7

6 8 10

9 1110 12

-1312 14 -16 -

1614 17 2219 23

-- - -

2725 28 3230

20 241814 16128 1064 532 2 1/21 1/21 1 1/4THRU 3/4

7 7

7 98

SIDE VIEW TRAPEZE HANGER FOR UP TO
1000 LB. UNIFORM LOAD

ADJUSTABLE CLEVIS HANGER TYPE 1 - SEE SPECIFICATIONS ADJUSTABLE CLEVIS HANGER TYPE 43 - SEE SPECIFICATIONS

PROVIDE INSULATION SHIELD
& INSERT FOR ALL PIPING
(8" MIN.)

BAND

1-5/8" 12 GAUGE CHANNEL
OR 2"x2"x1/4" ANGLE

1/2" DIA. HANGER
RODS WITH 36" MAX.
SPACING ON EACH
CHANNEL

WELD

SADDLE

INSULATION SHIELD
AT HANGER

PROVIDE HIGH
COMPRESSIVE STRENGTH
INSULATION (9 PSF MIN.
DENSITY) UNDER
INSULATION SHIELD

INSULATION (VAPOR
BARRIER TYPE IS
REQUIRED FOR LOW
TEMPERATURE PIPE)

HANGER ROD

MAXIMUM PIPE/TUBING SUPPORT SPACING

NOTE: FOR TRAPEZE HANGER TAKE SPACING OF SMALLEST SIZE ON TRAPEZE.

NOM. SIZE

PIPE

TUBING

IN.

FT.

FT.

1
" 

M
A

X
.

NOTE: SEE SPECIFICATIONS FOR
DETAILED HANGER REQUIREMENTS

NOTES:

1.

2.

DELETE INSULATION STAND-OFF ON DUCTWORK WITHOUT EXTERIOR INSULATION.

DETAIL SHOWS SINGLE BLADE DAMPER. DAMPER INSTALLATION SHALL BE SIMILAR FOR

MULTI-BLADE DAMPERS & ROUND DAMPERS.

SIDE ELEVATION SECTION

DAMPER WHERE

TURNING VANES

STRAP HANGER

251 CFM TO 400 CFM - 10" DIA.
401 CFM TO 700 CFM - 12" DIA.

101 CFM TO 250 CFM - 8" DIA.
100 CFM AND LESS - 6" DIA.

ARE TO BE SIZED AS FOLLOWS:
BRANCH DUCT SIZES, UNLESS NOTED ON PLANS

BRANCH DUCT TAKE-OFF WITH MANUAL DAMPER.1

2

STRAP HANGER

SPIN-IN TAP
FITTING

6" MIN

RETURN/
EXHAUST DUCT

CEILING
CEILING DEVICE

RECTANGULAR
DUCT, NOTE 1

MANUAL
DAMPER

STRAP HANGER

SCHEDULED

SPIN-IN BRANCH TAP FITTING
WITH MANUAL DAMPER

SHEETMETAL PLENUM
SAME SIZE AS  AIR DEVICE

NOTES:

FLEXIBLE AIR DUCT
CONNECTOR. SEE
DETAIL ON THIS SHEET

ROUND DUCT - NOTE 2

MAIN EXHAUST OR RETURN

PLAN VIEW

AIR
FLOW AIR FLOW

W

PROVIDE VOLUME DAMPER
AT EACH BRANCH DUCT

1/4W OR 4" MIN.

BRANCH DUCT

45 DEG.

BRANCH DUCT

AIR SPLIT DUCT TAKE-OFF PLAN
VIEW

BRANCH DUCT TAKE-OFF PLAN VIEW

SUPPLY REGISTER TAKE-OFF
PLAN VIEW

AIR
FLOW

AIR
FLOW

A
IR

F
L

O
W

SUPPLY REGISTER
OR BRANCH DUCT

TURNING VANES

MAIN
SUPPLY
DUCT

SEE FLOOR PLAN FOR
SPLIT DIMENSION

PROVIDE VOLUME
DAMPER

PROVIDE VOLUME
DAMPER

ADJUSTABLE
METAL ROD
OR LINKAGE

TOP REGISTER

MAIN
SUPPLY
DUCT

VOLUME EXTRACTOR; ADJUSTABLE
FROM FULLY CLOSED POSITION TO CFM
NOTED ON FLOOR PLANS

AIR
FLOW

AIR
FLOW

1/4 W OR 4"
MIN.

AIR
FLOW

MAIN SUPPLY
DUCT

W

A
IR

F
L

O
W

SQUARE ELBOW SHOWN.
PROVIDE ROUND ELBOW
WHEN SHOWN ON PLANS

FLOOR SET UNIT SHOWN - HORIZONTAL UNIT SIMILAR

UNIT DRAIN PAN

COIL DRAIN PAN

 COIL

10
4

10

3

6

1

9

8

7

5

2

EXISTING FLOOR

SLAB

HWR/CHR

HWS/CHS

11
11

11

0.75"0.75"

0.75"

SHUT-OFF VALVE

UNION

MANUAL AIR VENT

AUTOMATIC TWO-PORT, NORMALLY OPEN
CONTROL VALVE

0.75" CONDENSATE DRAIN PIPE.  CONNECT
TO UNIT PAN WITH FLEXIBLE POLYETHYLENE
TUBING

FLOW CONTROLLER WITH INTEGRAL
PRESSURE-TEMPERATURE TEST PLUGS

STRAINER

PRESSURE-TEMPERATURE TEST PLUG

SAME SIZE AS RUNOUT PIPING AND
FACTORY ASSEMBLED.

REDUCER, IF REQUIRED.

PROVIDE DIELECTRIC UNION IF METALS
DISSIMILAR.

1

2

3

4

5

6

7

8

9

10

11

50" DIA. &
UNDER

STEEL EXPANSION SHIELD FOR EXISTING CONSTRUCTION AND
INSERTS FOR NEW CONSTRICTION.  THIS TYPE SHALL BE

USED ONLY IN SLABS OR BEAMS OF 4" MIN DEPTH

3/8" MIN DIA
INSERTS NEW
CONSTRUCTION ONLY.

3/8" MIN DIA
HANGER RODS

TURNBUCKLE

FOR PIPES UNDER 2" IN SIZE USE

1-1/2"x1-1/2"x1/4" ANGLE.  ALL PIPES

2" & LARGER USE 3"x3"x1/4" ANGLE

3/8" MIN DIA
HANGER RODS

NUTS & WASHERS

CLIP
ANGLE

CONCRETE
FLOOR SLAB

3/8" MIN DIA EXPANSION BOLTS FOR
EXISTING CONSTRUCTION AND INSERTS
FOR NEW CONSTRUCTION

ALL VANE ELBOWS SHALL BE CONSTRUCTED AND INSTALLED AS DETAILED BY
SMACNA.

WHEN W1 DOES NOT EQUAL W2, VANE SHALL BE SINGLE THICKNESS VANE TYPE
REGARDLESS OF W DIMENSION.

ALL SINGLE THICKNESS VANES SHALL HAVE A 2" RADIUS, 1 1/2" MAXIMUM
SPACE BETWEEN VANES AND A 3/4" TRAILING EDGE.

WHEN W EQUALS W2 AND W1 IS GREATER THAN 20", VANES SHALL BE DOUBLE
VANE TYPE.

INSULATION SEE
SPECIFICATION

DUCT

INSULATION
STAND-OFF

HANDLE WITH
LOCKING
QUADRANT

INSIDE END BEARING

DAMPER BLADE

1/8" CLEARANCE
ALL AROUND

STIFFEN BLADE
AS REQUIRED

1/2" ROUND ROD PIN

OUTSIDE END BEARING

2. TEMPERATURE CONTROL

1. GENERAL

2.1 WHEN ROOM TEMPERATURE AT T1 IS ABOVE SETPOINT, AND CHILLED WATER IS AVAILABLE AS
SENSED BY T2 (SEE PART 3 BELOW), VALVE V1 SHALL MODULATE OPEN TO THE COIL TO MAINTAIN
TEMPERATURE SETPOINT. IF CORRECT WATER TEMPERATURE IS NOT AVAILABLE, VALVE V1 SHALL
REMAIN CLOSED.

1.1 FAN COIL UNIT SHALL BE PROVIDED WITH INTEGRAL DDC CONTROLLER, CONTROL VALVE, AND
ALL SENSORS AND CONTROL DEVICES DESCRIBED BELOW, BY FAN COIL UNIT MANUFACTURER.

1.3 EXTEND 24 VOLT POWER TO THE FAN COIL UNIT CONTROLLER FROM TRANSFORMER PROVIDED
BY FAN COIL UNIT MANUFACTURER.

2.2 WHEN ROOM TEMPERATURE AT T1 IS BELOW SETPOINT, AND HOT WATER IS AVAILABLE AS
SENSED BY T2 (SEE PART 3 BELOW), VALVE V1 SHALL MODULATE OPEN TO THE COIL TO MAINTAIN
TEMPERATURE SETPOINT. IF CORRECT WATER TEMPERATURE IS NOT AVAILABLE, VALVE V1 SHALL
REMAIN CLOSED.

3. ENTERING WATER TEMPERATURE

3.1 ENTERING WATER TEMPERATURE SHALL BE MEASURED BY T2, AT MINIMUM ONCE EVERY HOUR.

3.2 VALVE V1 SHALL OPEN FOR 30 SECONDS TO ALLOW TEMPERATURE TO STABILIZE, PRIOR TO
TEMPERATURE MEASUREMENT.

1.4 A FLOAT SWITCH SHALL BE PROVIDED IN DRAIN PAN BY FAN COIL UNIT MANUFACTURER. IF
HIGH CONDENSATE WATER LEVEL IS SENSED THE FAN SHALL SHUT DOWN AND VALVE V1 SHALL
CLOSE.

1.2 35-FC1: SUPPLY FAN SHALL RUN CONTINUOUSLY.
   35-FC2: PROVIDE SCHEDULED NIGHT SET-BACK CONTROL FOR CONTINUOUS FAN

OPERATION DURING THE OCCUPIED PERIOD AND CYCLED FAN OPERATION TO
MAINTAIN REDUCED TEMPERATURE IN THE UNOCCUPIED PERIOD.  COORDINATE AND

ADJUST OCCUPANCY SCHEDULES AND TEMPERATURE RANGE WITH COR.

DUCTWORK RADIUS ELBOWS

PIPE HANGERSVOLUME DAMPER DETAIL

EXHAUST OR RETURN
BRANCH DUCTWORK

SUPPLY DUCTWORK TAKE-OFFS

FAN COIL UNIT NOTES

FAN-COIL UNIT PIPING
2-PIPE FAN-COIL UNIT CONTROLS

SEQUENCE OF OPERATION FOR 2 PIPE FAN-COIL UNIT

FAN-COIL UNIT

SUPPLY AIR

SUPPLY BY FCU
MANUFACTURER

24 VOLT POWER

V1

DDC CONTROLLER

COOLING COIL

FAN COIL UNIT

N.C.

H
W

R
/C

H
R

H
W

S
/C

H
S T2

TEMPERATURE SENSOR

ENTERING WATER

COMBINATION HEATING/

T1

T1

RETURN AIR
TEMP. SENSOR

WALL MOUNTED SPACE
TEMP. SENSOR

(35-FC1)

(35-FC2)
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P/N

POSITIVE (P)

PRESSURE
NEGATIVE (N)SYSTEM

SYSTEMS
ALL

DUCT INVOLVED

SUPPLY AIR DUCTS

RETURN AIR DUCTS

ALL DUCTWORK EXCEPT AS LISTED BELOW.

GENERAL EXHAUST DUCTS N

N

   OR

P

RECTANGULAR
DUCT

SMACNA LEAKAGE CLASS

-2"

-2" A

A

CONST.
SMACNA

-
+

W.G.

2"

2"

CLASS
SEAL

SMACNA

A

CLASS

A 6

SEE
NOTE

6

6

6

70

DESIGN ALTITUDE: 638 FT.

Db ( °F)

OUTDOOR DESIGN TEMPERATURES

BATHROOMS & TOILET ROOMS

INDOOR AREA DESIGN CONDITIONS

95
78
0

SUMMER

% HUMIDITY

DEG. F Db WINTER
DEG. F Wb SUMMER
DEG. F Db SUMMER

Db ( °F)

75 -

% HUMIDITY

WINTER

-

7075 50OFFICES 30

EGGCRATE CEILING REGISTERCR1
DAMPER
OPPOSED BLADE

SURFACE

TYPE MOUNTING
DESCRIPTION

EGGCRATE CEILING GRILLE

STANDARD SQ. PLAQUE CEILING
DIFFUSER ROUND NECK

SYMBOL

CD1

CG1

LAY-IN

FINISH

E.C.L.STEEL ALUM.

MATERIAL
ACCESSORIES

W.B.E.
SEE NOTE

TR1

CG2

SUICIDE DETERRENT
SECURITY REGISTER

CD2

7075 50ALL OTHER AREAS 30

CR2

3

ROUND
DUCT

3

3

3

TYPE

1 COOLING CAPACITY BASED ON HIGH FAN SPEED.
2 REFER TO FAN COIL UNIT PIPING DETAIL FOR PIPING COMPONENTS.

3 ALL CONTROLS SHOWN ON SHEET 35M501 SHALL BE FURNISHED BY FAN COIL UNIT MANUFACTURER, INCLUDING BUT NOT LIMITED TO DDC FAN COIL UNIT CONTROLLER, 2-WAY MODULATING CONTROL VALVE, LOW VOLTAGE POWER

TRANSFORMER, TEMPERATURE SENSORS, DRAIN PAN OVERFLOW SENSOR, ETC.  CONTROL VALVES AND REMOTE WALL MOUNTED SPACE THERMOSTATS OR PIPE/DUCT MOUNTED THERMOSTATS/TEMPERATURE SENSORS, WHERE
SHOWN OR SPECIFIED MAY BE SHIPPED LOOSE WITH FAN COIL UNIT FOR FIELD INSTALLATION.

NO.

UNIT

HTG. REQUIREMENTS

WITH 180°F ENT.COOLING REQUIREMENTS WITH

45°F ENT. WATER TEMP.

MIN.

MBH

TOTAL

FAN

CFM

O.A.
CFM MIN.

MBH

SENS.
ENT. AIR  F

WbDb

MAX. LOSS

FT. WATER

THRU COILGPM

AUTO

VALVE

TYPE

RUN-

SIZE

OUT
MIN.

MBH

ENT.

F

AIR

FAN MOTOR

HP(W)

NOM.

APPROXIMATE SIZE

L
PHASE

VOLT.-
HW NOTES

NOTES:

AUTO

VALVE

CV

CIRCULATING WATER
WATER TEMP.

HORIZONTAL

CONCEALED35-FC2 9.5320 60 7.3 6578 1.5 5.5 2-WAY 30.00.75" 65 (100) 115-1 26 1033 1,20.7

35-FC1 9.5320 30 7.3 6578 1.5 5.5 2-WAY 30.00.75" 65 (100) 115-1 26 1033 1,20.7

SUICIDE DETERRENT
SECURITY GRILLE

SUICIDE DETERRENT
SECURITY GRILLE

SUICIDE DETERRENT
SECURITY REGISTER

HORIZONTAL
CONCEALED

DAMPER
OPPOSED BLADE

SCALE:NONE

1 22

5
5

3

GENERAL NOTES:

B  ALL EXISTING CABINETS SHALL BE FIELD MEASURED
PRIOR TO MANUFACTURING OF NEW CABINET PANELS.

C  ALL PANELS SHALL BE RIGID.
D  ACCESSIBLE SCREWS SHALL BE TAMPER RESISTANT.
E  STANDARD POWDER COAT FINISH ON ALL PANELS.

COLOR SELECTED BY VA.
F  ALL CAM LATCHES SHALL BE KEYED THE SAME.

PROVIDE ONE KEY PER FAN COIL UNIT.
G  FRONT PANEL TO BE REMOVED FOR FILTER

REPLACEMENT.

4

1  TOP PANEL SHALL BE PERFORATED TO FORM DISCHARGE GRILLE. 3/16"

2  18 GAUGE ACCESS DOOR WITH HIDDEN HEAVY DUTY PIANO HINGE AND KEY
OPERATED CYLINDER CAM LATCH. FIELD VERIFY EXACT LOCATION.

3  14 GAUGE COLD ROLLED STEEL TOP PANEL. SLOPE 20 DEGREES OR 30
DEGREES TO MATCH EXISTING. FIELD VERIFY.

4  14 GAUGE COLD ROLLED STEEL REMOVABLE INSULATED FRONT PANEL
FASTENED TO FAN COIL UNIT WITH 4 KEY OPERATED CAM LATCHES ONLY.
EXTEND TO FLOOR.

5  16 GAUGE COLD ROLLED STEEL SIDE PANEL. PANEL TO BE INSTALLED
FLUSH WITH EXISTING FAN COIL BASE.

6  KEY OPERATED CYLINDER CAM LATCH.

7  EXISTING FAN COIL BASE TO REMAIN.

8  BOTTOM OF FRONT PANEL SHALL BE PERFORATED TO FORM RETURN GRILLE.

9  EXTEND SIDE PANELS TO FLOOR. OFFSET AS REQUIRED TO ACCOMMODATE
EXISTING FAN COIL BASE. SIDE PANEL TO BE FLUSH WITH EXISTING FAN COIL
BASE

6

6

6

6

7

COIL

FAN

FILTER

8

1"

1"

7

9

3/16" DIAMETER (4.7625 MM) PERFORATIONS ON 9/32" (7.14375 MM)

STAGGERED CENTERS. START PERFORATIONS DIRECTLY BELOW FILTER AND
LEAVE 1" BORDER ON BOTTOM AND SIDES.

DIAMETER (4.7625 MM) PERFORATIONS ON 9/32" (7.14375 MM)
STAGGERED CENTERS. GRILLE SHALL BE SAME WIDTH AND HEIGHT AS
EXISTING. FIELD MEASURE.

A  PROVIDE MOCK-UP OF A FAN-COIL UNIT ENCLOSURE
FOR APPROVAL PRIOR TO FABRICATION RUN.

SCALE:NONE

1

5

3

GENERAL NOTES:

B  ALL EXISTING CABINETS SHALL BE FIELD MEASURED
PRIOR TO MANUFACTURING OF NEW CABINET PANELS.

C  ALL PANELS SHALL BE RIGID.
D  ACCESSIBLE SCREWS SHALL BE TAMPER RESISTANT.
E  STANDARD POWDER COAT FINISH ON ALL PANELS.

COLOR SELECTED BY VA.

1  TOP COVER SHALL BE PERFORATED TO FORM DISCHARGE GRILLE. 3/16"

3  14 GAUGE COLD ROLLED STEEL TOP PANEL. SLOPE 20 DEGREES OR 30
DEGREES TO MATCH EXISTING. FIELD VERIFY.

4  14 GAUGE COLD ROLLED STEEL REMOVABLE FRONT PANEL. FASTEN TO
SIDE PANELS WITH 4 KEY OPERATED CAM LATCHES ONLY. EXTEND TO
FLOOR.

5  16 GAUGE COLD ROLLED STEEL SIDE PANEL. SECURELY FASTEN TO WALL.
EXTEND TO FLOOR.

6  KEY OPERATED CYLINDER CAM LATCH.

7  RECESSED SECURITY ALLEN HEAD OPERATER FOR DISCHARGE DAMPER.

8  BOTTOM OF FRONT PANEL SHALL BE PERFORATED TO FORM RETURN GRILLE.

COIL

8
1"

3/16" DIAMETER (4.7625 MM) PERFORATIONS ON 9/32" (7.14375 MM)

STAGGERED CENTERS. GRILLE SHALL BE 9" HIGH BY WIDTH OF UNIT. LEAVE
1" BORDER ON BOTTOM AND SIDES.

DIAMETER (4.7625 MM) PERFORATIONS ON 9/32" (7.14375 MM)
STAGGERED CENTERS. GRILLE SHALL BE SAME WIDTH AND HEIGHT AS
EXISTING. FIELD MEASURE.

7

6

1"

0.5"

6

6

6

4

2

5

A  PROVIDE MOCK-UP OF A CONVECTOR ENCLOSURE
FOR APPROVAL PRIOR TO FABRICATION RUN.

2  PROVIDE ALLEN HEAD OPERATED DAMPER BEHIND DISCHARGE GRILLE.
DAMPER SHALL BE 20 GAUGE COLD ROLLED MATERIAL PAINTED TO
MATCH ENCLOSURE COLOR. THREADED DAMPER SCREW AND TRUNION

SHALL PROVIDE POSITIVE OPERATION OF BLADE TO PROVIDE VARIABLE
HEAT OUTPUT.

1

1 EXHAUST RUNOUTS FOR ROOMS WITH SHOWERS FROM A MAIN TO AIR DEVICE SHALL BE ALUMINUM DUCT SEALED WATER TIGHT
AND PITCHED TOWARD DEVICE.

NOTES:

DAMPER
OPPOSED BLADE

DAMPER
OPPOSED BLADE

DUCT PRESSURE CLASS & LEAKAGE TABLE

HVAC DESIGN DATA

AIR DISTRIBUTION DEVICES

TWO PIPE FAN COIL UNIT SCHEDULE

FAN-COIL UNIT CABINET ENCLOSURE

FAN-COIL UNIT CABINET NOTES

CONVECTOR CABINET ENCLOSURE

CONVECTOR CABINET NOTES
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35

30

NOTES
1 RELOCATE CONVECTOR HEATING ELEMENT TO CORNER OF ROOM. EXTEND / MODIFY PIPING AS

REQUIRED.  PROVIDE DEEPER CABINET TO ENCOMPASS PIPING, APPROXIMATELY 7" DEEP.

2 PROVIDE DEEPER CABINET TO ENCOMPASS PIPES, APPROXIMATELY 7" DEEP.

3 PROVIDE NEW CUSTOM HOT WATER CONVECTOR ENCLOSURE PER DETAIL ON THIS SHEET.

1

2

3  EXISTING CONVECTOR
SCALE:NONE

2  EXISTING CONVECTOR
SCALE:NONE

1  EXISTING CONVECTOR
SCALE:NONE

Revisions Date

3

3

3



NOTE:  ALL SYMBOLS AND ABBREVIATIONS ARE SUBJECT

  TO MODIFICATIONS ON OTHER DRAWINGS.

ALL SYMBOLS OR ABBREVIATIONS MIGHT NOT

NECESSARILY BE USED ON THIS PROJECT.

ABBREVIATIONS

AAP - AREA ALARM PANEL - MEDICAL GAS
CC - ACCESS
ADJ - ADJUSTABLE
AF - ARC FAULT CIRCUIT INTERUPTER
AFCI - ARC FAULT CIRCUIT INTERUPTER
AFF - ABOVE FINISHED FLOOR TO BOTTOM OF ITEM
AFG - ABOVE FINISHED GRADE TO BOTTOM OF ITEM
ALT - ALTERNATE
AP - ACCESS PANEL
APPROX - APPROXIMATE
ARCH - ARCHITECT OR ARCHITECTURAL
ASSY - ASSEMBLY
ATS - AUTOMATIC TRANSFER SWITCH

BLDG - BUILDING
BOE - BOTTOM OF EQUIPMENT
BOT - BOTTOM
BTWN - BETWEEN

CFCI - CONTRACTOR FURNISHED CONTRACTOR INSTALLED
CKT - CIRCUIT
CLG - CEILING
CMU - CONCRETE MASONRY UNIT
CONN - CONNECT OR CONNECTION
CONTR - CONTRACTOR
CORR - CORRIDOR
COTR - CONTRACTOR OFFICERS TECHNICAL REPRESENITIVE
CTR - CENTER

D - DEPTH
DET - DETAIL
DIA - DIAMETER
DIM - DIMENSION
DIV - DIVISION
DN - DOWN
DWG - DRAWING

EA - EACH
EC - ELECTRICAL CONTRACTOR (DIVISION 26)
EJ - EXPANSION JOINT
ELEC - ELECTRICAL
ELEV - ELEVATION OR ELEVATOR
EM - EMERGENCY
EQ - EQUAL
EQS - EQUIPMENT SUPPLIER
EQUIP - EQUIPMENT
ETR - EXISTING TO REMAIN
EX - EXISTING
EX/R - EXISTING FIXTURE, REMOVED, CLEANED, MAINTAINED, & 

  RELOCATED UNDER NEW WORK PHASE.
EXP - EXPANSION
EXT - EXTERIOR

FCE - FIRE CONTROL EQUIPMENT
FF - FINISHED FLOOR ELEVATION
FLR - FLOOR
FSC - FIRE SUPPRESSION CONTRACTOR (DIVISION 21)
FT - FEET
FTG - FOOTING

GC - GENERAL CONTRACTOR
GF - GROUND FAULT CIRCUIT INTERRUPTER
GFCI - GROUND FAULT CIRCUIT INTERRUPTER OR GOVERNMENT 

  FURNISHED CONTRACTOR INSTALLED
GFFT - GROUND FAULT FEED THRU

HC - HVAC CONTRACTOR (DIVISION 23)
HP - HORSE POWER OR HIGH POINT
HVAC - HEATING, VENTILATING, AND AIR CONDITIONING

ID - INSIDE DIAMETER
IN - INCHES

KEC - KITCHEN EQUIPMENT CONTRACTOR

L - LENGTH
LBS - POUNDS

MAP - MASTER ALARM PANEL (MEDICAL GAS)
MAX - MAXIMUM
MEZZ - MEZZANINE
MFR - MANUFACTURER
MH - MANHOLE OR MOUNTING HEIGHT TO CENTER LINE OF ITEM
MIN - MINIMUM OR MINUTE
MISC - MISCELLANEOUS
MTD - MOUNTED
MTG - MOUNTING

NIC - NOT IN CONTRACT
NOM - NOMINAL
NTS - NOT TO SCALE

OD - OUTSIDE DIAMETER
OFCI - OWNER FURNISHED CONTRACTOR INSTALLED
OFOI - OWNER FURNISHED OWNER INSTALLED

PC - PLUMBING CONTRACTOR (DIVISION 22)
PLBG - PLUMBING

RAD - RADIUS
REC - RECESSED
REQD - REQUIRED
RI - ROUGH-IN

S - SURFACE MOUNTED
SC - SECURITY CONTRACTOR
SCH - SCHEDULE
SHT - SHEET
SMS - SECURITY MANAGEMENT SYSTEM
SPEC - SPECIFICATIONS
SQ - SQUARE
SS - STAINLESS STEEL
STD - STANDARD
STRUC - STRUCTURAL OR STRUCTURE
SUC - SITE UTILITY CONTRACTOR

TC - TECHNOLOGY CONTRACTOR
TEMP - TEMPERATURE
TOE - TOP OF EQUIPMENT
TYP - TYPICAL

UNO - UNLESS NOTED OTHERWISE

VFD - VARIABLE FREQUENCY DRIVE
VOL - VOLUME

W/ - WITH
W/0 - WITHOUT
WP - WEATHERPROOF

ZVC - ZONE VALVE CABINET

FIRE ALARM SYMBOLS

3

3

1

E2

B

E2
DETAIL:  B = DETAIL DESIGNATION

       E2 = SHEET WHERE DETAIL IS LOCATED

SECTION:  1 = SECTION DESIGNATION
          E2 = SHEET WHERE DETAIL IS LOCATED

PLAN NOTE.  APPLIES ONLY TO THE SHEET WHICH IT IS SHOWN.

DETAIL NOTE.  APPLIES ONLY TO THE ASSOCIATED DETAIL.

GENERAL FLOOR PLAN NOTES

WIRE & CONDUIT IN WALL OR ABOVE CEILING.

WIRE & CONDUIT IN OR BELOW SLAB OR GRADE.

EACH ARROWHEAD REPRESENTS ONE COMPLETE CIRCUIT; "X" DENOTES PANEL NAME; NUMBER(S) DENOTES
CIRCUIT(S).

CABLE TRAY, 12" x 4" DEEP UNLESS NOTED OTHERWISE.

FIRE ALARM BELL & SIGNAL LIGHT (80" AFF), (# WHEN SHOWN INDICATES CANDELA RATING OF STROBE. WHEN A # IS NOT
SHOWN, THE STROBE SHALL BE RATED 75 CANDELA.

ELECTRICAL SYMBOLS

EXISTING OUTLET OR DEVICE TO REMAIN.  MAINTAIN EXISTING CIRCUITING.

DASH SYMBOL INDICATES PARTICULAR OUTLET OR DEVICE TO BE REMOVED AND CIRCUITRY MADE CONTINUOUS
WHERE REQUIRED.

ELECTRICAL CONNECTION.

20A-125V DUPLEX RECEPTACLE, NEMA 5-20R (18" MH UNLESS NOTED OTHERWISE).

20A-125V SINGLE RECEPTACLE, NEMA 5-20R (18" MH UNLESS NOTED OTHERWISE).

SPECIAL PURPOSE RECEPTACLE.  REFER TO NOTE ON PLAN.

20A-125V DOUBLE DUPLEX RECEPTACLE. NEMA 5-20R, (18" MH UNLESS NOTED OTHERWISE) TWO GANG ASSEMBLY.

20A-125V DUPLEX RECEPTACLE, NEMA 5-20R WITH BOTTOM OUTLET CONTROLLED BY WALL SWITCH. (18" MH UNLESS
NOTED OTHERWISE).

20A-125V DUPLEX RECEPTACLE, NEMA 5-20R, WITH GROUND FAULT CIRCUIT INTERRUPTER (18" MH UNLESS NOTED
OTHERWISE).

20A-125V WEATHERPROOF DUPLEX RECEPTACLE, NEMA 5-20R (HORIZONTAL 18" MH UNLESS NOTED OTHERWISE).
STANDARD COVER, VERTICAL MOUNT.

20A-125V WEATHERPROOF DUPLEX RECEPTACLE, NEMA 5-20R WITH GROUND FAULT CIRCUIT INTERRUPTER (18" MH
UNLESS NOTED OTHERWISE), STANDARD COVER, VERTICAL MOUNT.

20A-125V DUPLEX RECEPTACLE, NEMA 5-20R, ON EMERGENCY POWER (18" MH UNLESS NOTED OTHERWISE).

20A-125V POWERLOCK GROUNDING TYPE RECEPTACLE, HOSPITAL USE (66" MH UNLESS NOTED OTHERWISE).

20-125V DUPLEX RECEPTACLE, NEMA 5-20R, WITH ISOLATED GROUND (18" MH UNLESS NOTED OTHERWISE).

20A-125/250V-1PH-4W SINGLE RECEPTACLE, NEMA 14-20R (18" MH UNLESS NOTED OTHERWISE).

30A-125/250V-1PH-4W SINGLE RECEPTACLE, NEMA 14-30R (18" MH UNLESS NOTED OTHERWISE).

50A-125/250V-1PH-4W SINGLE RECEPTACLE, NEMA 14-50R (18" MH UNLESS NOTED OTHERWISE).

20A-250V-3PH-4W SINGLE RECEPTACLE, NEMA 15-20R (18" MH UNLESS NOTED OTHERWISE).

30A-250V-3PH-4W SINGLE RECEPTACLE, NEMA 15-30R (18" MH UNLESS NOTED OTHERWISE).

JUNCTION BOX.

SINGLE POLE SWITCH (46" MH UNLESS NOTED OTHERWISE).

TWO POLE WALL SWITCH (46" MH UNLESS NOTED OTHERWISE).

THREE-WAY WALL SWITCH (46" MH UNLESS NOTED OTHERWISE).

FOUR-WAY WALL SWITCH (46" MH UNLESS NOTED OTHERWISE).

SWITCH WITH NEON PILOT LIGHT. ONE-GANG ASSEMBLY (46" MH UNLESS NOTED OTHERWISE).

KEY OPERATED WALL SWITCH (46" MH UNLESS NOTED OTHERWISE).

LIGHTING DIMMER SWITCH (46" MH UNLESS NOTED OTHERWISE) 1000 WATTS UNLESS OTHERWISE INDICATED.

SWITCH WITH RECEPTACLE (46" MH UNLESS NOTED OTHERWISE) STANDARD TWO-GANG ASSEMBLY OF SWITCH AND
RECEPTACLE.

FLUSH FRACTIONAL HORSEPOWER MOTOR STARTER WITH NEON PILOT LIGHT.  ONE-GANG ASSEMBLY (46" MH UNLESS
NOTED OTHERWISE).

HP RATED WALL SWITCH (46" MH UNLESS NOTED OTHERWISE).

DISCONNECT SWITCH.

MOTOR STARTER.

COMBINATION MOTOR STARTER AND DISCONNECT SWITCH.

ELECTRIC MOTOR.

ELECTRICAL PANEL OR SWITCHBOARD PER DRAWINGS.

PULL BOX.

LINE VOLTAGE THERMOSTAT.

UNIT HEATER.

FAN COIL.

AIR CONDITIONER.

CONDENSING UNIT.

UNIT VENTILATOR.

PHOTOELECTRIC SENSOR.

CEILING MOUNTED OCCUPANCY SENSOR.

WALL MOUNTED OCCUPANCY SENSOR.

FIRE ALARM SPEAKER & SIGNAL LIGHT (80" AFF), (# WHEN SHOWN INDICATES CANDELA RATING OF STROBE.  WHEN A # IS
NOT SHOWN, THE STROBE SHALL BE RATED 75 CANDELA.

FIRE ALARM CHIME & SIGNAL LIGHT (80" AFF), (# WHEN SHOWN INDICATES CANDELA RATING OF STROBE. WHEN A # IS
NOT SHOWN, THE STROBE SHALL BE RATED 75 CANDELA.

FIRE ALARM HORN & SIGNAL LIGHT (80" AFF), (# WHEN SHOWN INDICATES CANDELA RATING OF STROBE. WHEN A # IS
NOT SHOWN, THE STROBE SHALL BE RATED 75 CANDELA.

FIRE ALARM SIGNALING LIGHT (80" AFF), (# WHEN SHOWN INDICATES CANDELA RATING OF STROBE. WHEN A # IS NOT
SHOWN, THE STROBE SHALL BE RATED 75 CANDELA.

FIRE ALARM MANUAL STATION (46" MH UNLESS NOTED OTHERWISE).  SUBSCRIPT "K" INDICATES KEY OPERATED.

CEILING MOUNTED SMOKE DETECTOR.

CEILING MOUNTED HEAT DETECTOR.

DUCT MOUNTED SMOKE DETECTOR.  SUBSCRIPT "S" INDICATES SUPPLY.  SUBSCRIPT "R" INDICATES RETURN.

DUCT MOUNTED HEAT DETECTOR.  SUBSCRIPT "S" INDICATES SUPPLY.  SUBSCRIPT "R" INDICATES RETURN.

ELECTRIC RELEASE DOOR CLOSER.

ELECTRO-MAGNETIC DOOR HOLDER.

WATER FLOW SWITCH.

VALVE SUPERVISORY SWITCH.

DUCT MOUNTED DETECTOR REMOTE TEST STATION AND ALARM INDICATOR LIGHT.  SUBSCRIPT "W" INDICATES WALL
MOUNTED.

SMOKE DAMPER.

FIRE FIGHTER'S TELEPHONE (60" MH UNLESS NOTED OTHERWISE).

PUSHBUTTON (46" MH UNLESS NOTED OTHERWISE) (120 VOLT).

BUZZER (90" MH UNLESS NOTED OTHERWISE) (120 VOLT).

LUMINAIRE SYMBOLS

LIGHTING FIXTURE.  CAPITAL LETTER DENOTES FIXTURE TYPE, LOWER CASE LETTER DENOTES SWITCHING
ARRANGEMENT.

LIGHTING FIXTURE ON NIGHT LIGHT OR EMERGENCY CIRCUIT.

EXIT LIGHTING FIXTURE, ARROWS AS INDICATED.

NURSE CALL SYMBOLS

NURSE CALL DESK MOUNTED MASTER CONTROL STATION (OUTLET AT 18" MH UNLESS NOTED OTHERWISE).
SUBSCRIPT "W" INDICATES WALL MOUNT (46" MH UNLESS NOTED OTHERWISE).

NURSE CALL CONTROL PANEL.

NURSE CALL STAFF STATION (46" MH UNLESS NOTED OTHERWISE).

NURSE CALL DUTY STATION (46" MH UNLESS NOTED OTHERWISE).

NURSE CALL "TOILET ROOM" STATION WITH PULL CORD (UNLESS OTHERWISE NOTED) FOR PATIENT USE (33" MH IN
TOILET ROOMS, 90" M.H. IN SHOWERS AND WET AREAS, 46" MH UNLESS NOTED OTHERWISE IN ALL OTHER AREAS).
SUBSCRIPT "PB" INDICATES PUSH BUTTON, ANTI-LIGATURE TYPE.

PATIENT NURSE CALL UTILITY CONSOLE (46" MH UNLESS NOTED OTHERWISE).

PATIENT NURSE CALL STATION (ONE OR TWO CORDS AS INDICATED, 46" MH UNLESS NOTED OTHERWISE).

CEILING MOUNTED NURSE CALL DOME LIGHT.

WALL MOUNTED NURSE CALL DOME LIGHT (90" MH UNLESS NOTED OTHERWISE).

CEILING MOUNTED COMBINATION DOME LIGHT AND BUZZER.

CEILING MOUNTED NURSE CALL ZONE LIGHT.

NURSE CALL EMERGENCY BUTTON (46" MH UNLESS NOTED OTHERWISE).

EMERGENCY CODE BLUE BUTTON (46" MH UNLESS NOTED OTHERWISE).

CONDUIT FOR DATA CIRCUITRY.DAT

WIRE & CONDUIT FOR FIRE ALARM CIRCUITRY.FA

EXISTING WIRE & CONDUIT TO REMAIN.E

CONDUIT TO BE REMOVED.

WIRE RUN IN SURFACE WIREWAY.W

CABLE MANAGEMENT SYSTEM PATHWAY.CM

X - 1,2

WIRE & CONDUIT FOR EMERGENCY CIRCUITRY.EM

WIRE & CONDUIT FOR INTERCOM SYSTEM CIRCUITRY.I

3

3

GF

WP

WP/GF

EM

T

IG

20A

30A

50A

20A

30A

J

2

3

4

P

K

DM

R

H

UH

FC

AC

CU

UV

OS

OS

PC

T

F
15

F
15

F
15

F
15

15

S
F

CEILING MOUNTED FIRE ALARM SPEAKER.

KF

S

H

C

D

FS

V

R
W

SD

FT

PRESSURE SWITCH.

ADDRESSABLE MODULE.  SUBSCRIPT "I" INDICATES INPUT.  SUBSCRIPT "C" INDICATES CONTROL.

POST INDICATOR VALVE.

KNOX BOX.

PS

AM
C/I

PIV

K

A

a

FIRE ALARM CONTROL PANEL.

20A-125V DUPLEX RECEPTACLE, NEMA 5-20R (46" MH UNLESS NOTED OTHERWISE).

M

N

N

N
B

N
Z

NC

NS

ND

N

W
NM

N
T

N
E

N
B

P/B

H

S
S/R

S/R

INTERCOM SYSTEM DESK MOUNTED MASTER CONTROL STATION.  SUBSCRIPT "W" INDICATES WALL MOUNT (46" MH
UNLESS NOTED OTHERWISE).

INTERCOM STAFF STATION (46" MH UNLESS NOTED OTHERWISE).

INTERCOM HORN TYPE SPEAKER (84" MH UNLESS NOTED OTHERWISE).

INTERCOM SPEAKER FLUSH MOUNT IN CEILING.

I

M

H

S

FACP

NCCP

SECURITY SYMBOLS WITH ELECTRICAL REQUIREMENTS

DM
DPDT DOOR POSITION SWITCH WITH CONDUIT PATHWAYS AND WIRING TO COMMON SECURITY
JUNCTION BOX ABOVE ACCESSIBLE CEILING.  REFER TO SECURITY ROUGH-IN DETAILS.

ES
WIRING AND CONECTION TO ELECTRONIC STRIKE. LOCK BY OTHERS. CONDUIT PATHWAYS WITH WIRING FROM DOOR
FRAME TO COMMON SECURITY JUNCTION BOX ABOVE ACCESSIBLE CEILING.  REFER TO SECURITY ROUGH-IN DETAILS.

TECHNOLOGY SYMBOLS WITH ELECTRICAL REQUIREMENTS

P
WALL MOUNTED PHONE OUTLET (46" MH UNLESS NOTED OTHERWISE).  BOX WITH CONDUIT TO ABOVE ACCESSIBLE
CEILING, JACKS, FACEPLATE AND CABLE.  REFER TO FACEPLATE DETAILS.

X
R

WALL MOUNTED AV OUTLET (84" MH UNLESS NOTED OTHERWISE).  BOX WITH CONDUIT, JACKS, FACEPLATE AND
CABLING.  SUBSCRIPT "X" INDICATES ALTERNATE CONFIGURATION.

CONDUIT SLEEVE / FIRE RATED SLEEVE ASSEMBLY THRU WALL (1-2" SLEEVE UNLESS NOTED OTHERWISE).

D
WALL MOUNTED VOICE/DATA OUTLET (18" MH UNLESS NOTED OTHERWISE).  BOX WITH CONDUIT(S) TO ABOVE
CORRIDOR CEILING, JACKS, FACEPLATE AND CABLE.  REFER TO FACEPLATE DETAILS.

JB
COMMON SMS JUNCTION BOX ABOVE ACCESSIBLE CEILING.  EXTEND DOOR SECURITY WIRING TO DOOR
CONTROLLER.

REMOTE DOOR RELEASE BUTTON, DESK MOUNTED. CABLE TO DOOR CONTROLLER IN LOCAL SIGNALS CLOSET.PB

AUDIO/VIDEO DOOR INTERCOM STATION, 1 GANG BOX, 0.75". WIRING TO NEW CONTROLLER. LOCATE CONTROLLER IN
SIGNALS CLOSET. CONNECT TO ELECTRONIC LOCK FOR REMOTE DOOR RELEASE.

AUDIO/VIDEO DOOR INTERCOM DESK TOP MASTERSTATION WITH WIRING TO NEW CONTROLLER TO BE LOCATED IN
EXISTING SIGNALS CLOSET.

IC

IM

A. ALL ELECTRICAL SPLICES FOR WIRE SIZES 8 AWG AND LARGER SHALL BE HYDRAULIC CRIMP
TYPE.

B. THESE NOTES APPLY EQUALLY TO THE FULL SET OF DOCUMENTS.
C. SITE VISIT(S) SHALL BE AS OUTLINED IN PROJECT SPECIFICATIONS.
D. ANY ASBESTOS WORK PERFORMED AS PART OF THIS PROJECT SHALL BE COMPLETED PRIOR

TO STARTING ANY OTHER PROJECT SITE WORK.
E. THE NOTES AND SYMBOLS SET DOWN ON THESE DRAWINGS ARE FOR THE GUIDANCE OF ALL

TRADES INVOLVED IN THE PROJECT AND MUST BE FOLLOWED TO EXECUTE THE WORK AS
INTENDED.

F. THE CONTRACTORS SHALL REFER TO ALL SPECIFICATION SECTIONS, AND ELECTRICAL
DRAWINGS FOR DETAILS OF BUILDING CONSTRUCTION TO ENSURE SPACE AND
SATISFACTORY ARRANGEMENT FOR THEIR WORK.  THE VARIOUS DRAWINGS COMPRISING THE
SET ARE INTERDEPENDENT AND MUST BE USED JOINTLY AT ALL TIMES.  EACH CONTRACTOR
SHOULD REFER TO THE GENERAL REQUIREMENTS OF THE CONTRACT.  THESE NOTES AND
SYMBOLS SET DOWN ON THE DRAWINGS ARE FOR THE GUIDANCE OF ALL TRADES INVOLVED
IN THE PROJECT AND MUST BE FOLLOWED TO EXECUTE THE WORK AS INTENDED.  IF
DISCREPANCIES OCCUR, CONTACT THE COTR THRU THE CONTRACTING OFFICER FOR
CLARIFICATION BEFORE PROCEEDING.

G. IN ACCOTRDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE
CONTRACTOR WILL BE SOLELY AND COMPLETELY RESPONSIBLE FOR THE CONDITIONS ON
THE JOB SITE, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY DURING PERFORMANCE
OF THE WORK.  THIS WILL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING
HOURS.  SEE SPECIFICATIONS FOR MORE SPECIFIC DETAILS ON RESPONSIBILITIES.

H. ALL WORK MUST BE COORDINATED WITH THE COTR TO MAINTAIN OPERATION OF THE
EXISTING FACILITY.

I. FIELD VERIFY DIMENSIONAL INFORMATION PRIOR TO ORDERING EQUIPMENT.  DO NOT SCALE
DRAWINGS.

J. DIMENSIONS ARE TYPICALLY INDICATED TO THE FINISHED FACE OF WALLS OR PARTITIONS
AND CENTER LINES OF COLUMNS UNLESS OTHERWISE INDICATED.

K. TITLES, CAPTIONS, HEADINGS, ETC. ARE INTENDED FOR GENERAL REFERENCE AND ARE NOT
INTENDED TO LIMIT THE WORK REQUIRED IN ANY WAY.

L. EACH CONTRACTOR SHALL COORDINATE HIS WORK WITH THE WORK OF OTHERS.  HE SHALL
KEEP HIMSELF INFORMED OF THE PROGRESS AND DETAIL DEVELOPMENT OF THE WORK OF
OTHERS AND SHALL BE RESPONSIBLE FOR COORDINATING AND EXPEDITING HIS WORK WITH
OTHERS SO THAT THE PROGRESS OF THE TOTAL WORK SHALL BE KEPT ON SCHEDULE.

M. ALL WORK SHALL BE PERFORMED IN COMPLETE COMPLIANCE WITH ALL GOVERNING CODES
AND STANDARDS.

N. EXISTING CONDITIONS SHOWN HAVE BEEN BASED UPON AVAILABLE DRAWING INFORMATION
AND MAY BE AT VARIANCE WITH ACTUAL WORK IN PLACE.  THE CONTRACTOR SHALL TAKE ALL
NECESSARY FIELD MEASUREMENTS AND FIELD VERIFY ALL CONDITIONS AFFECTING THE
EXECUTION OF THE WORK.  ANY DISCREPANCIES BETWEEN EXISTING CONDITIONS AND THE
WORK SHOWN ON THE CONTRACT DOCUMENTS WHICH MAY IMPACT THE PROGRESS OF THE
WORK SHALL BE BROUGHT TO THE ATTENTION OF THE CONTRACTING OFFICER IN WRITING
FOR RESOLUTION BEFORE PROCEEDING WITH THE WORK.

O. EACH CONTRACTOR AND/OR TRADE FITTING OR PLACING HIS WORK INTO OR ON THE WORK
OF OTHERS DOES SO WITH THE UNDERSTANDING THAT THE INSTALLATION OF HIS WORK
CONSTITUTES HIS ACCEPTANCE OF THE SUITABILITY OF THE WORK IN PLACE.  IF THE WORK
OF OTHERS IS NOT ACCEPTABLE, HE SHALL NOTIFY THE COTR AND SUCH WORK SHALL BE
COTRRECTED.  ANY NEW WORK INSTALLED IN UNSUITABLE EXISTING WORK SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR OR TRADE INSTALLING THE NEW WORK.  NO CLAIMS
FOR ADDITIONAL COMPENSATION FOR COTRRECTING WORK INSTALLED IN UNSUITABLE
EXISTING CONDITIONS WILL BE CONSIDERED.

P. ANY STRUCTURAL, MECHANICAL, ELECTRICAL, FIRE PROTECTION, OR PLUMBING
INFORMATION INDICATED ON THE ARCHITECTURAL DRAWINGS IS FOR REFERENCE PURPOSES
ONLY UNLESS OTHERWISE INDICATED.

Q. IF, IN THE PERFORMANCE OF THE ELECTRICAL WORK, MATERIALS ARE OBSERVED WHICH ARE
SUSPECTED TO CONTAIN ASBESTOS, THE ELECTRICAL CONTRACTOR SHALL IMMEDIATELY
INFORM THE COTR.  WORK THAT WOULD EXPOSE WORKERS TO THE INHALATION OF
ASBESTOS PARTICLES SHALL BE TERMINATED.  WORK MAY BE RESUMED ONLY AFTER A
DETERMINATION HAS BEEN MADE AND UNSAFE MATERIALS HAVE BEEN REMOVED OR
ENCAPSULATED AND THE AREA DECLARED SAFE.

R. PROPER PERSONNEL PROTECTION EQUIPMENT SHALL BE WORN PER OSHA AND VA
REQUIREMENTS WITH VAMC COTR AND SAFETY OFFICER.

S. FIRESTOPPING ASSEMBLIES SHALL BE PROVIDED AT PENETRATIONS OF CONDUITS AND
OTHER ELECTRICAL ITEMS THRU FIRE RATED FLOORS, FIRE RATED WALLS AND PARTITIONS
AND FIRE RATED SHAFT WALLS AND PARTITIONS.  ALL PENETRATIONS THROUGH 0-HOUR
RATED WALLS SHALL BE CAULKED SMOKE-TIGHT.  REFER TO SPECIFICATION SECTION 07 84
00.

T. REMOVE EXISTING ELECTRICAL SYSTEMS WHICH ARE MADE SUPERFLUOUS WHEN NEW
SYSTEMS ARE INSTALLED INCLUDING ALL ASSOCIATED WIRING AND DEVICES.  PROVIDE BLANK
STAINLESS STEEL COVERPLATES PROPERLY SIZED FOR EXISTING BACKBOX AND WALL
OPENING FOR ALL RECESSED WALL MOUNTED DEVICES REMOVED.  ALL  ABANDON RACEWAY,
CONDUIT AND BOXES SHALL BE REMOVED.

U. REFER TO SPECIFICATION SECTION 01 00 00 GENERAL REQUIREMENTS FOR STATEMENT OF
BID ITEM(S) AND DEDUCTIVE ALTERNATES.

V. OPENINGS WHERE ITEMS HAVE BEEN REMOVED SHALL BE CLOSED/REPAIRED IN A MANNER
CONSISTENT WITH THE ASSEMBLY (WALLS, PARTITIONS, FLOORS, BARRIERS, ETC.)
CONSTRUCTION. THE ASSEMBLY SHALL BE CLOSED/REPAIRED TO MAINTAIN SAME LEVEL OF
PROTECTION AS THE EXISTING ASSEMBLY.

GENERAL NOTES

SC CEILING MOUNTED PAGING/INTERCOM SYSTEM SPEAKER.

ABOVE CEILING LOW VOLTAGE TRANSFORMER PROVIDED BY DIVISION 22. REFER TO FLOOR PLAN FOR ADDITIONAL
INFORMATION.

J
X

PROVIDE NEW 1-DATA DROP WITH 20' MANAGED COIL ABOVE CEILING AT WAP LOCATION. EXISTING CISCO WAP REMOVED
UNDER DEMO PHASE TO BE RE-INSTALLED AT NEW LOCATION AND CONNECTED TO NEW DATA DROP. VERIFY FINAL
LOCATION AND WAP LAYOUT WITH VA PRIOR TO CABLING AND INSTALLATION.

AP

STROBE AND PULL STATION
F

AP
EX/R

REMOVE AND RE-INSTALL EXISTING WIRELESS ACCESS POINT IN NEW CEILING. RE-USE EXISTING DATA DROP. VERIFY
FINAL LOCATION WITH VA.

EXISTING CISCO WAP TO BE REMOVED INCLUDING DATA DROP BACK TO SIGNALS CLOSET. DEVICE TO BE TURNED OVER
TO VA DURING CONSTRUCTION. TAKE DELIVERY FROM VA AND RE-INSTALLED IN REVISED LAYOUT IN NEW CEILING.AP

AP
EX/R
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SECOND FLOOR PLAN - REMOVALS

GENERAL NOTES
A. THE CONTRACTORS SHALL REFER TO ALL SPECIFICATION SECTIONS AND THESE

DRAWINGS FOR DETAILS OF BUILDING CONSTRUCTION TO ENSURE SPACE AND
SATISFACTORY ARRANGEMENT FOR THEIR WORK.  THE VARIOUS DRAWINGS COMPRISING
THE SET ARE INTERDEPENDENT AND MUST BE USED JOINTLY AT ALL TIMES.  EACH
CONTRACTOR SHALL REFER TO THE GENERAL REQUIREMENTS OF THE CONTRACT.  THE
NOTES AND SYMBOLS INDICATED ON THE DRAWINGS ARE FOR THE GUIDANCE OF ALL
TRADES INVOLVED IN THE PROJECT AND MUST BE FOLLOWED TO EXECUTE THE WORK AS
INTENDED.  IF DISCREPANCIES OCCUR, CONTACT THE COTR THRU THE CONTRACTING
OFFICER FOR CLARIFICATION BEFORE PROCEEDING.

B. ALL WORK MUST BE COORDINATED WITH THE CONTRACTING OFFICER AND COTR (FOR ALL
OTHERS) TO MAINTAIN OPERATION OF THE EXISTING FACILITY.

C. EXISTING CONDITIONS SHOWN HAVE BEEN BASED UPON AVAILABLE DRAWING INFORMATION,
AND MAY BE AT VARIANCE WITH ACTUAL WORK IN PLACE.  THE CONTRACTOR SHALL TAKE
ALL NECESSARY FIELD MEASUREMENTS AND FIELD VERIFY ALL CONDITIONS AFFECTING
THE EXECUTION OF THE WORK.  ANY DISCREPANCIES BETWEEN EXISTING CONDITIONS AND
THE WORK SHOWN ON THE CONTRACT DOCUMENTS WHICH MAY IMPACT THE PROGRESS
OF THE WORK SHALL BE BROUGHT TO THE ATTENTION OF THE CONTRACTING OFFICER IN
WRITING FOR RESOLUTION BEFORE PROCEEDING WITH THE WORK.

D. ANY REMOVED EQUIPMENT SHALL BE TURNED OVER TO THE VA. ITEMS NOT DESIRED BY
THE VA SHALL BE REMOVED FROM THE PREMISES AND DISPOSED OF PROPERLY BY THE
CONTRACTOR.

E. ALL ABANDONED EXTRANEOUS CONDUITS, WIRING, DEVICES, ETC. SHALL BE REMOVED.
F. MAINTAIN ALL LIGHTING AND RECEPTACLE CIRCUITS FOR NEW WORK (WHERE INDICATED

AND/OR REQUIRED).
G. REMOVE ALL ACCESSIBLE ABANDONED WIRING OF ALL TYPES, OR CAP AND LABEL IN

JUNCTION BOX FOR RE-USE. ASSOCIATED WORK SHALL BE DONE IN COMPLIANCE WITH THE
NATIONAL ELECTRIC CODE.

H. MAINTAIN AND RESTORE, IF INTERRUPTED, ALL CONDUITS AND CONDUCTORS PASSING
THRU RENOVATED AREAS SERVICING UNDISTURBED AREAS.

I. MAINTAIN EXISTING FIRE ALARM DEVICES AS INDICATED FOR RELOCATION UNDER NEW
WORK PHASE.

J. MAINTAIN EXISTING PAGING CIRCUIT FOR NEW WORK.
K. ALL SYSTEMS SHALL BE TESTED PRIOR TO ANY REMOVAL WORK.  TESTING SHALL BE

WITNESSED BR COTR.  IF SYSTEMS ARE NOT TESTED IT WILL BE ASSUMED ALL SYSTEMS
WERE FULLY FUNCTIONAL AT START OF PROJECT.  IF REPAIRS ARE REQUIRED, THEY SHALL
BE MADE WITHOUT ANY ADDITIONAL COST TO THE GOVERNMENT.

L. EXISTING WALL MOUNTED, OVER-THE-BED LIGHTING FIXTURES SHALL BE CAREFULLY
REMOVED, CLEANED & TURNED OVER TO THE VA FOR FUTURE USE THROUGHOUT THE
CAMPUS. ESTIMATED TOTAL: 31.

M. EXISTING WAPS TO BE RE-INSTALLED AT SAME LOCATION ARE TO HAVE THE EXISTING DATA
DROP COILED UP DURING DEMOLITION AND PROTECTED AND RE-USED. WAPS TO BE
RELOCATED TO NEW POSITION SHALL HAVE EXISTING DATA DROPS REMOVED BACK TO
SIGNALS CLOSET.

N. EXISTING RAULAND RESPONDER NURSE CALL EQUIPMENT NOT RELOCATED UNDER NEW
WORK PHASE SHALL BE TURNED OVER TO VA FOR FUTURE USE.

O. EXISTING SIMPLEX FIRE ALARM EQUIPMENT NOT RELOCATED UNDER NEW WORK PHASE
SHALL BE TURNED OVER TO VA FOR FUTURE USE.

P. ALL VOID SPACES CREATED FROM REMOVAL OF ELECTRICAL DEVICES WITHIN WALLS WILL
BE PATCHED AND REPAIRED BY DIVISION 1 TO MATCH SURROUNDING CONDITIONS.

Q. EXISTING PATIENT LIFT TRACK TO BE REMOVED BY V.A.  COORDINATE ALL NECESSARY
WORK WITH COTR.

R. ALL EXISTING NURSE CALL EQUIPMENT REMOVED AND NOT RELOCATED SHALL BE TURNED
OVER TO THE COR FOR SPARE / FUTURE USE.

NOTES
1. EXISTING AREA TO REMAIN UNCHANGED UNLESS OTHERWISE NOTED.
2. MAINTAIN BACKBOX CONDUIT & CIRCUITRY FOR NEW WORK.
3. MAINTAIN EXISTING NORMAL POWER LIGHTING CIRCUIT FOR NEW WORK.
4. MAINTAIN EXISTING EMERGENCY POWER LIGHTING CIRCUIT FOR NEW WORK.
5. MAINTAIN EXISTING 120V RECEPTACLE CIRCUIT FOR NEW WORK.
6. MAINTAIN EXISTING FAN COIL CIRCUIT FOR NEW WORK.
7. PROVIDE BLANK STAINLESS STEEL COVERPLATE AND TAMPERPROOF SCREWS TO COVER VOID

SPACE.
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N

Scale:

PROJECT

 1/8" = 1'-0"

SECOND FLOOR PLAN - NEW WORK - LIGHTING

GENERAL NOTES
A. WHERE MULTIPLE OCCUPANCY SENSORS ARE SHOWN IN A COMMON ROOM OR

CORRIDOR, WIRE SENSORS IN PARALLEL FOR COMMON ZONE CONTROL.
B. WHERE SWITCHES ARE SHOWN IN SPACES CONTROLLED BY OCCUPANCY SENSORS,

WIRE SENSOR RELAY PACK AHEAD OF LOCAL SWITCHING (EXCEPT LIFE SAFETY
CIRCUITS).

C. PROVIDE DEDICATED NEUTRAL FOR ALL 120V CIRCUITS.
D. COORDINATE ALL LIGHTING FIXTURE LOCATIONS WITH ARCHITECTURAL REFLECTED

CEILING PLANS.
E. OCCUPANCY SENSOR MANUFACTURERS SHALL SUBMIT AN /1/8" SCALE FLOOR PLAN

SHOWING PROPOSED LAYOUT WITH DEVICES CLEARLY IDENTIFIED DURING SHOP
DRAWING REVIEW. OCCUPANCY SENSOR SHOP DRAWING SUBMITTAL MISSING THIS
INFORMATION WILL BE REJECTED. REQUEST AutoCAD FLOOR PLANS WELL IN
ADVANCE OF SHOP DRAWINGS TO ENSURE REASONABLE TIME OF DELIVERY.

F. COORDINATE OCCUPANCY SENSOR AIMING AND PLACEMENT WITH MANUFACTURER
PRIOR TO INSTALLATION.

G. WIRE ALL EXIT SIGNS AHEAD OF LOCAL SWITCHING.
H. CONTRACTOR SHALL INSTALL ELECTRICAL CONDUIT/FEEDERS TIGHT TO STRUCTURE

TO ALLOW FOR REQUIRED CLEARANCES AROUND OTHER TRADES ABOVE CEILING
EQUIPMENT.

I. PROVIDE PROGRAMMED RAPID START BALLASTS FOR ALL FLUORESCENT FIXTURES
AND SUBMIT BALLAST INFORMATION DURING SHOP DRAWING REVIEW.

J. EACH BRANCH CIRCUIT HOMERUN SHALL HAVE NO MORE THAN THREE CIRCUITS.
EACH BRANCH CIRCUIT SHALL HAVE A SEPARATE NEUTRAL AND COMMON/SHARED
GREEN INSULATED EQUIPMENT GROUNDING CONDUCTOR.

K. MULTI-GANG BACKBOXES FOR DIFFERENT VOLTAGES AND TYPES OF EMERGENCY
AND NORMAL BRANCH WIRING DEVICES SHALL HAVE DIVIDERS BETWEEN DEVICES.

L. INCLUDE ALL WORK NECESSARY TO ACCOMMODATE PHASING. REFER TO
ARCHITECTURAL DRAWINGS AND GENERAL REQUIREMENTS SECTION 01 00 00.

M. REFER TO ARCHITECTURAL DRAWINGS FOR RATED WALL LOCATIONS.
N. REFER TO ARCHITECTURAL ELEVATIONS FOR EXACT LOCATIONS OF DEVICES

MOUNTED ABOVE OR BELOW CASEWORK, FURNITURE, LAVATORIES, ETC.
O. PROVIDE PRINTED LABELS ON ALL RECEPTACLE AND SWITCH COVERPLATES

INDICATING PANEL AND CIRCUIT NUMBER.  MAINTAIN ALL EMERGENCY AND NORMAL
POWER LIGHTING CIRCUITRY FOR NEW WORK.

P. UPDATE ALL PANEL INDEX CARDS PRIOR TO COMPLETION OF PROJECT.
Q. PROVIDE TAMPERPROOF SCREWS FOR ALL NEW WIRING DEVICES / FACEPLATES /

LIGHTING FIXTURES, ETC.

NOTES
1. EXISTING AREA TO REMAIN UNCHANGED UNLESS OTHERWISE NOTED.
2. CONNECT TO EXISTING NORMAL POWER LIGHTING CIRCUIT MAINTAINED DURING

DEMOLITION PHASE.
3. CONNECT TO EXISTING EMERGENCY POWER LIGHTING CIRCUIT MAINTAINED DURING

DEMOLITION PHASE.
4. CONNECT TO EXISTING NORMAL POWER LIGHTING CIRCUIT MAINTAINED DURING

DEMOLITION PHASE.
5. UTILIZE EXISTING SPARE 120V-20A/1P BREAKER CREATED FROM REMOVAL PHASE FOR NEW

WORK IN EXISTING PANEL AS INDICATED.
6. CORRECT TO EXISTING NORMAL POWER LIGHTING CIRCUIT WITHIN THIS AREA.
7. PROVIDE NEW SWITCH/SWITCH LEG TO ACCOMMODATE NEW DOOR LOCATION.
8. NEW FIXTURE IS A ONE-FOR-ONE REPLACEMENT.  UTILIZE EXISTING GRID.

Revisions Date
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SECOND FLOOR PLAN - NEW WORK - POWER

GENERAL NOTES
A. PROVIDE DEDICATED NEUTRAL FOR ALL 120V-20A CIRCUITS.
B. PROVIDE PRINTED LABELS ON ALL RECEPTACLE AND SWITCH COVERPLATES

INDICATING PANEL AND CIRCUIT NUMBER.
C. EMT CONDUIT SHALL BE 0.75" MINIMUM.
D. REFER TO DIVISION 22/ARCHITECTURAL DRAWINGS FOR LOCATIONS OF ALL PLUMBING

EQUIPMENT.
E. CONTRACTOR SHALL INSTALL ELECTRICAL CONDUIT/FEEDERS TIGHT TO STRUCTURE

TO ALLOW FOR REQUIRED CLEARANCES AROUND OTHER TRADES ABOVE CEILING
EQUIPMENT.

F. EACH BRANCH CIRCUIT HOMERUN SHALL HAVE NO MORE THAN THREE CIRCUITS.
EACH BRANCH CIRCUIT SHALL HAVE A SEPARATE NEUTRAL AND GREEN INSULATED
EQUIPMENT GROUNDING CONDUCTOR.

G. MULTI-GANG BACKBOXES FOR DIFFERENT VOLTAGES AND TYPES OF EMERGENCY AND
NORMAL BRANCH WIRING DEVICES SHALL HAVE DIVIDERS BETWEEN DEVICES.

H. INCLUDE ALL WORK NECESSARY TO ACCOMMODATE PHASING.
I. REFER TO ARCHITECTURAL DRAWINGS AND GENERAL REQUIREMENTS SECTION 01 00

00.
J. REFER TO ARCHITECTURAL DRAWINGS FOR RATED WALL LOCATIONS.
K. REFER TO ARCHITECTURAL ELEVATIONS FOR EXACT LOCATIONS OF DEVICES

MOUNTED ABOVE OR BELOW CASEWORK, FURNITURE, LAVATORIES, ETC.
L. ALL NEW RECEPTACLES SHALL BE RECESSED. PROVIDE TAMPER PROOF COVERS AND

SCREWS FOR COVERPLATES.
M. PROVIDE 3 EXTRA GROUND FAULT, HOSPITAL GRADE, TAMPER RESISTANT DUPLEX

RECEPTACLES AND 100CF OF 20A BRANCH CIRCUITRY FOR ADDITIONAL "UPGRADES" IN
MISC. ROOMS AS DIRECTED BY COTR.

NOTES
1. EXISTING AREA TO REMAIN UNCHANGED UNLESS OTHERWISE NOTED.
2. EXISTING FAN COIL TO REMAIN.  MINOR COVER WORK BY DIVISION 23.
3. UTILIZE EXISTING BACKBOX AND CIRCUITRY FOR NEW WORK, REPLACEMENT OF STANDARD

RECEPTACLE WITH GROUND FAULT TYPE.
4. UTILIZE EXISTING SPARE 120V-20A/1P BREAKER CREATED FROM REMOVAL PHASE IN EXISTING

PANEL AS INDICATED FOR NEW WORK.  CONTRACTOR SHALL UPDATE (RE-PRINT NEW) PANEL
INDEX CARD WITH NEW AND EXISTING CIRCUIT INFORMATION PRIOR TO COMPLETION OF
PROJECT.  INDEX CARD SHALL INDICATE ROOM NAME FOR ALL NEW CIRCUITS.

5. CONNECT TO EXISTING 120V RECEPTACLE CIRCUIT MAINTAINED DURING REMOVAL PHASE.
6. PROVIDE NEW 250V-30A/2P CIRCUIT BREAKER IN EXISTING NORMAL POWER PANEL.  RUN 2-#10,

#10 NEUTRAL AND #10 GRD. IN .75" C.
7. UTILIZE EXISTING BACKBOX AND CIRCUITRY FOR NEW WORK.
8. CONNECT TO EXISTING FAN COIL CIRCUIT MAINTAINED DURING REMOVAL PHASE.
9. EXISTING FAN COIL TO BE REMOVED & RELOCATED BY DIVISION 23.  DISCONNECT &

RECONNECT TO ALLOW FOR RELOCATION.  COORDINATE EXACT LOCATION WITH DIVISION 23.
10. CONNECT TO LOCAL "FAN COIL" CIRCUIT PRESENTLY SERVING THIS AREA.
11. PROVIDE 208V-30A RECEPTACLE FOR RESIDENTIAL DRYER.
12. PROVIDE GROUND FAULT, HOSPITAL GRADE, TAMPER RESISTANT TYPE DUPLEX RECEPTACLE.

RECEPTACLE SHALL INCLUDE FLASHING RED LED INDICATOR LIGHT.
13. LOW VOLTAGE TRANSFORMER ABOVE CEILING FOR SENSOR OPERATED FLUSH VALVE

PROVIDED BY DIVISION 22.
14. PROVIDE RECESSED 4" SQUARE J-BOX AND 0.75"C. TO ABOVE ACCESSIBLE CEILING FOR LOW

VOLTAGE WIRING BY DIVISION 22.  FACEPLATE PROVIDED BY DIVISION 22.
15. PROVIDE NEW 120V-20A/1P GROUND FAULT BREAKER IN EXISTING PANEL FOR NEW ELECTRIC

WATER COOLER.
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SECOND FLOOR PLAN - NEW WORK - SIGNALS

NOTES
1. EXISTING SIGNALS CLOSET. PROVIDE NEW RACK MOUNTED PATCH PANELS (BLUE/YELLOW) FOR

TERMINATION OF NEW DATA STATION CABLING. RE-USE EXISTING PATCH PANELS WHERE OPEN
PORTS ARE AVAILABLE.

2. PROVIDE NEW WALL MOUNTED 110 WALL FIELD FOR TERMINATION OF NEW VOICE STATION CABLING.
RE-USE EXISTING 110 WALL FIELDS WHERE OPEN PORTS ARE AVAILABLE.

3. EXISTING AREA TO REMAIN UNCHANGED UNLESS OTHERWISE NOTED.
4. TIE NEW DOOR LOCK INTO NEW INTERCOM SYSTEM WITH REMOTE DOOR RELEASE FOR INTERCOM

MASTER STATION LOCATIONS.
5. FACP IS LOCATED IN THE EXISTING MAIN ELECTRIC ROOM, BASEMENT LEVEL.
6. TIE NEW DOOR LOCK INTO REMOTE PUSHBUTTON CONTROL AT NURSE STATION.
7. PROVIDE DOOR CONTROL PANEL IN SIGNALS CLOSET TO PERFORM MAN-TRAP FUNCTIONALITY

BETWEEN PAIR OF DOORS. INTERLOCK ELECTRIC STRIKES TO PREVENT BOTH UNITS FROM BEING
UNLOCKED IF EITHER UNIT IS UNLOCKED OR EITHER DOOR IS OPEN.

8. INSTALL AND CONNECT WALL MOUNTED POWER SUPPLY AND CONTROL UNIT FOR NEW ELECTRIC
STRIKES (FURNISHED BY G.C.), PUSHBUTTON INTERFACE AND INTERCOM SYSTEM CONTROLLER
AND LOCK INTERFACE.

9. AP TO BE RECESS MOUNTED THROUGH SHEET METAL/STEEL PLATE WHICH IS TO BE INSTSALLED IN
THE ACT GRID.

10. EXISTING WIRELESS ACCESS POINT TO BE MAINTAINED.

GENERAL NOTES
A. EXISTING RAULAND "RESPONDER" NURSE CALL SYSTEM SHALL BE EXPANDED TO PICK

UP ALL NEW NURSE CALL DEVICES.  CONTRACTOR SHALL COORDINATE WITH MR.
STEVE BLAZER @ DATA TALK, (614) 784-7100 (LOCAL REP) TO ENSURE CONSISTENCY OF
CORRECT PRODUCT MODEL NUMBERS AND INSTALLATION METHODS.

B. THE EXISTING SIMPLEX FIRE ALARM SYSTEM SHALL BE EXPANDED TO PICK UP ALL NEW
DEVICES.  CONTRACTOR SHALL COORDINATE WITH SIMPLEX GRINNELL, MR. BILL
FONDOULIS (WFONDOULIS@SIMPLEXGRINNELL.COM) TO ENSURE CONSISTENCY OF
CORRECT PRODUCT MODEL NUMBER AND INSTALLATION METHODS.

C. ALL NEW DEVICES SHALL BE PROVIDED WITH TAMPERPROOF COVERPLATES AND
SCREWS.

D. EXISTING NURSE CALL PULL STATIONS (60" MH) WITHIN SHOWERS BEING REMOVED ARE
TO BE REPLACED WITH NEW HIGH SECURITY BATH / EMERGENCY PUSH BUTTON TYPE.
RAULAND RESPONDER MODEL #HSS433.

E. EXISTING NURSE CALL PULL STATIONS (46" MH) WITHIN PATIENT RESTROOMS SHALL BE
REPLACED WITH NEW HIGH SECURITY BATH / EMERGENCY PUSH BUTTON TYPE.
RAULAND RESPONDER MODEL #HSS433.

F. MAINTAIN THE EXISTING WIRELESS PANIC DURESS SYSTEM. THE VA WILL BE PROVIDING
A CONCURRENT PROJECT TO MODIFY THIS SYSTEM. COORDINATE WITH VA FOR ACCESS
TO THE SPACE BY RELATED CONTRACTORS.

G. THE EXISTING WIRELESS NETWORK SYSTEM IS TO BE RE-CONFIGURED WITH NEW WAP
LOCATIONS AND DATA DROPS TO SERVE THE NEW LOCATIONS. EXISTING CEILING
MOUNTED WAPS ARE TO BE TAKEN DOWN, STORED BY THE VA, AND RE-INSTALLED BY
THIS CONTRACTOR IN THE NEW LAYOUT. THE FINAL WAP LAYOUT IS TO BE VERIFIED
WITH VA PRIOR TO INSTALLATION OF DATA DROPS OR WAPS. VA WILL PERFORM THE RF
SITE SURVEY AFTER INSTALLATION OF WAPS TO VERIFY FINAL SYSTEM PERFORMANCE.

Revisions Date

SCALE:  1/4" = 1'-0" 
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         A MINIMUM OF (4) POINTS OF SUPPORT IN APPLICABLE CALLING SYSTEM;

           0.029-INCH THICK STEEL OR 0.040-INCH THICK ALUMINUM.  PROVIDE
           THEREOF; WIREWAY COVER OR SEPARABLE REFLECTOR MINIMUM OF
REFLECTOR:  HOUSING, WIREWAY COVER. SEPARABLE REFLECTOR, OR COMBINATION

         WIRING AND BALLAST ACCESSIBLE FROM BELOW; SUPPORT CLIPS PROVIDED

LENS PANEL, NOMINAL 2' X 4' IN SIZE AND APPROXIMATELY 4 1/2 INCHES DEEP.
RECESS, 2-LAMP, FLUORESCENT LIGHTING TROFFER WITH FLAT LOW-BRIGHTNESS

HOUSING:  STEEL A MINIMUM OF 0.035-INCH THICK; APPROPRIATE HARDWARE FOR

AND TRIM FRAME:  STEEL MINIMUM OF 0.035-INCH THICK OR EQUIVALENT STRENGTH

                STAINLESS OR CADMIUM PLATED STEEL HINGES; INCONSPICUOUS

                EXTRUDED ALUMINUM; LENS HELD IN EXPANSION COMPENSATING

FINISHES:  HOUSING, DOOR AND TRIM FRAME-BAKED WHITE ENAMEL; REFLECTING

LENS:  CLEAR 100% VIRGIN ACRYLIC PLASTIC OR CRYSTAL GLASS; SMOOTH ONE SIDE,
      UNIFORM PATTERN OF CONES OR HEXAGONAL PYRAMIDAL PRISMS ON THE
      OTHER; A MINIMUM OF 1/8-INCH AVERAGE THICKNESS (PRISM POINT AND
      BASE); GLASS TO BE ANNEALED; AVERAGE BRIGHTNESS 3100 LUMEN LAMPS
      MAXIMUM OF 410  FL"S CROSSWISE AND 420 FL'S ENDWISE IN 65 DEG. TO 85 DEG.
      ZONE; FIXTURE LUMEN OUTPUT MINIMUM OF 70% OF BARE LAMP LUMENS.

TYPE "b":  SAME CONSTRUCTION AS ABOVE, EXCEPT WITH FOUR LAMPS, AVERAGE
BRIGHTNESS-LIMITATIONS.  MAXIMUM 415 FL'S CROSSWISE AND 488 FL'S ENDWISE,
AND LUMEN OUTPUT - MINIMUM 60% OF BARE LAMP LUMENS.  INNER LAMPS ON
ONE BALLAST, OUTER LAMPS ON OTHER BALLAST.

LAMPS:  TWO-32W, T8 RAPID START 4100K, 86 CRI FLUORESCENT.

TYPE "c":  SAME CONSTRUCTION AS TYPE "B" EXCEPT WITH THREE LAMPS -

BALLAST:  TWO LAMP, HPF, ELECTRONIC TYPE AS SPECIFIED,

W/ONE & TWO LAMP BALLASTS.

         FOR WIRING; SEPARATE CAPTIVE NON-TURNING STUD FOR FIXTURE

           SILVER REFLECTOR ON BOTTOM EQUAL TO 3M BRAND.

                MANNER BY CLIPS OR CLAMPING OF FRAME; SEPARABLE

                FINGER OPERATED CATCHES; INTEGRAL LIGHT TRAP; LENS-
                REPLACEABLE WITHOUT SPECIAL TOOLS.

         SURFACES MINIMUM OF 85% REFLECTANCE BAKED WHITE ENAMEL.

LENS DOOR

         GROUNDING. PROVIDE FLANGE KIT WHERE NOTED ON DRAWINGS.

UNIVERSAL VOLTAGE (277V/120V)

FINISH: TG1C POLYESTER POWDER COAT, 92% REFLECTANCE

HOUSING: DIE-FORMED 14-GAUGE PRIME GRADE MATERIAL CORNERS CONTINUOUSLY

FASTNERS: HARDENED SECURITY SCREWS

LAMP: ELECTRICAL: 120V, INPUT POWER .5 WATTS

TYPE "d":  SAME CONSTRUCTION AS ABOVE EXCEPT 2x2, 2-LAMP, 17W T8

RECESS, 2-LAMP, FLUORESCENT LIGHTING TROFFER WITH CURVED
LUMINOUS HIGH EFFICIENCY LENS PANEL, NOMINAL 2' X 4' IN SIZE
AND APPROX 4.5"  DEEP.

HOUSING:

OPTICS:  S/MH OF 1.2, FIXTURE EFFICEINCY MINIMUM 85.2%.

LAMPS:  TWO--32W, T8 RAPID START 4100K, 86 CRI FLUORESCENT.

FINISH:   HOUSING, DOOR AND TRIM FRAME-BAKED WHITE ENAMEL;
        REFLECTING SURFACES MINIMUM OF 85% REFLECTANCE
        BAKED WHITE ENAMEL.

BALLAST:  TWO LAMP, HPF, ELECTRONIC TYPE AS SPECIFIED,
        UNIVERSAL VOLTAGE (277V/120V)

LENS:  MANUFACTURER RECOMMENDATION OF PRISMATIC INNER LENS AND CLEAR

TYPE "A":

SAME CONSTRUCTION AS ABOVE, EXCEPT 2'x2' IN SIZE
WITH 2-17W T-8 LAMPS.

TYPE "a":  SAME CONSTRUCTION AS ABOVE, EXCEPT WITH PRS STEP DIMMING BALLAST.

TYPE "B":

SAME CONSTRUCTION AS ABOVE, EXCEPT WITH STEP
DIMMING BALLAST.

STEEL A MINIMUM OF 0.035-INCH THICK; APPROPRIATE

HARDWARE FOR A MINIMUM OF (4) POINTS OF SUPPORT IN
APPLICABLE CALLING SYSTEM; WIRING AND BALLAST
ACCESSIBLE FROM BELOW; SUPPORT CLIPS PROVIDED FOR
WIRING; SEPARATE CAPTIVE NON-TURNING STUD FOR FIXTURE
GROUNDING. PROVIDE FLANGE KIT WHERE NOTED ON DRAWINGS.
REQUIRE HINGED DOOR CONSTRUCTION ( NO SQUEEZE LAMPS).

                   SEAM WELDED

DOOR: ONE-PIECE DIE-FORMED 14-GUAGE

OUTER LENS. MAXIMUM THICKNESS @ .375"

TYPE "e":  SAME CONSTRUCTION AS ABOVE EXCEPT WITH STEP DIMMING BALLAST
AND DRYWALL CEILING FLANGE KIT. RECESSED HIGH EFFICIENCY FLUORESCENT FIXTURE

EE

RECESSED PATIENT ROOM "TAMPER RESISTANT" NIGHT LIGHT

E

RECESSED "HIGH ABUSE" LED DOWNLIGHT

E

MAXIMUM SECURITY RECESSED FLUORESCENT FIXTURE
TAMPER RESISTANT" FLUORESCENT BEDLIGHT

EWALL MOUNTED "LEGATURE RESISTANT AND

F-28F-27

S-6

N-2

F-20

HOUSING:

LENS:

BALLAST:  TWO LAMP, HPF, ELECTRONIC TYPE AS SPECIFIED, 120VAC.

LAMPS:  TWO-F32, T-8, RAPID START FLUORESCENT.

AND TRIM FRAME:
LENS DOOR

RECESSED, MAXIMUM SECURITY FLUORESCENT LIGHTING TROFFER WITH IMPACT RESISTANT
FLAT LOW-BRIGHTNESS LENS PANEL, NOMINAL 2' X 4' IN SIZE AND APPROXIMATELY 4.75 INCHES
DEEP.

DIE FORMED CRS STEEL A MINIMUM OF 16 GUAUGE; LENS SECURED BY
THRU-STUDS AND VERTICALLY ADJUSTABLE INTERNAL CRS
HOLD-DOWNS.  CONTINUOUS, CONCEALED PIANO HINGE WITH WELDED
PIN END TO PREVENT REMOVAL.  DOOR SECURED WITH TAMPERPROOF
SCREWS.

INNER LAYER CLEAR 100% VIRGIN ACRYLIC PRISMATIC; SMOOTH ONE SIDE, UNIFORM
PATTERN OF CONES OR HEXAGONAL PYRAMIDAL PRISMS ON THE OTHER; A MINIMUM
OF 0.50" AVERAGE THICKNESS (PRISM POINT AND BASE);  CLEAR POLYCARBONATE.
ASSEMBLY TO BE SECURITY GRADE IMPACT RESISTANT.

SPECIFICATION GRADE, HIGH ABUSE, LED RECESSED CLEAR LENSED

DOWNLIGHT,

HOUSING: 0.05" ALUMINUM. SEAM WELDED CONSTRUCTION

REFLECTOR: SPUN ALUMINUM WITH HIGH EFFICIENCY DIFFUSE WHITE

COATING.

TRIM: 18-GAUGE CRS. WHITE POLYESTER POWDER COAT. 5-STAGE

PRE-TREATMENT. TRIM SECURED TO HOUSING WITH STAINLESS STEEL

TAMPER RESISTANT FASTENERS. FLAT WHITE.

LENS: .125" CLEAR HIGH IMPACT POLYCARBONATE OUTER LENS. LENS

SEALED TO TRIM WITH CONTINUOUS LENS RETENTION SYSTEM.

ELECTRICAL: REPLACEABLE 4000K WHITE LED ARRAY. 80 CRI

STANDARD, 120-277vac, HIGH POWER FACTOR ELECTRONIC DRIVER.

DIMMING CAPABILITY 0-10V.  TOTAL SYSTEM WATTS OF 29 AND MINIMUM

OF 1300 LUMENS.

HOUSING: DIE-FORMED, SEAM WELDED, AND GROUND SMOOTH.

BACKPLATE: DIE FORMED WITH CONTRABAND DROP SLOT AND

EMBOSSED MOUNTING HOLES.

HINGE: 16-GAUGE FULL LENGTH CONTINUOUS, STAKED PIANO HINGE

WITH WELDED ENDS TO PREVENT REMOVAL.

LENS/LENS RETENTION:

EF20a:  SAME CONSTRUCTION AS ABOVE EXCEPT 2', 2-17W T8 LAMPS.

EF20b:  SAME CONSTRUCTION AS ABOVE EXCEPT 3', 2-25W T8 LAMPS.

FINISHES: HOUSING, DOOR AND TRIM FRAME-BAKED WHITE ENAMEL; REFLECTING
SURFACES MINIMUM OF 93% REFLECTANCE BAKED WHITE ENAMEL.

DIE FORMED CRS STEEL A MINIMUM OF 16 GAUGE; APPROPRIATE HARDWARE FOR
DRYWALL/PLASTER CEILING SYSTEM; WIRING AND BALLAST ACCESSIBLE FROM
BELOW; SUPPORT CLIPS PROVIDED FOR WIRING; SEPARATE CAPTIVE
NON-TURNING STUD FOR FIXTURE GROUNDING.

HOUSING, WIREWAY COVER. SEPARABLE REFLECTOR, OR COMBINATION
THEREOF; WIREWAY COVER OR SEPARABLE REFLECTOR MINIMUM OF
0.029-INCH THICK STEEL OR 0.040-INCH THICK ALUMINUM.

REFLECTOR:

EF29b:  SAME CONSTRUCTION AS ABOVE EXCEPT 3-F32, T8 LAMPS.

E

F-29
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DETAIL NOTES

1

7

5

8

7

8

7

4

D

1         SURFACE MOUNT UTP DATA JACK ABOVE ACCESSIBLE CEILING.

2        1-GANG DEVICE BOX.  SUBSCRIPT "W" INDICATES WALL PHONE PLATE.

          REFER TO LEGEND FOR M.H.

3        4-11/16" X 4-11/16" X  3.5" DEEP DEVICE BOX WITH W/ SINGLE-GANG PLATE.

5        UTP DATA/VOICE JACK.

6        DEFAULT OUTLET IS 4 DATA JACKS (2D/1V).

7        RUN TO LOCAL DATA STATION CABLE TERMINATION EQUIPMENT.

8        RUN TO LOCAL VOICE STATION CABLE TERMINATION EQUIPMENT.

P
AP

VOICE (WHT)

DATA (BLUE)

9        DOUBLE DUPLEX RECEPTACLE.

TYP.

VOICE

239

6

5

5

DATA (YELLOW)

R

CATV

2

10

4        RG-6 RUN TO LOCAL CATV DISTRIBUTION EQUIPMENT.

10      CATV COAXIAL TYPE "F" CONNECTOR.

FINISH FLOOR

CEILING

ES

DM

1

5

3

JS

NON SECURESECURE

4

2

1. NEW ELECTRIC STRIKE. PROVIDE CONNECTION AND WIRING INTO DOOR LOCK
BWER/CONTROL SYSTEM.

2. PROVIDE LOCAL SECURITY SYSTEM JUNCTION BOX ABOVE ACCESSIBLE CEILING ON
SECURE SIDE OF DOOR. ALL DOOR AND SECURITY DEVICE CONDUITS TO TERMINATE IN
THIS BOX FOR EACH LOCAL DOOR.

3. PROVIDE 1" CONDUIT WITH ALL REQUIRED CABLING FROM SECURITY JUNCTION BOX TO
ASSOCIATED SECURITY SYSTEM DOOR CONTROLLER.

4. DOOR LOCK/CONTROL PANEL FURNISHED BY G.C., INSTALLED AND WIRED BY E.C.
5. RECESSED DPDT DOOR POSITION SWITCH WITH CONDUIT FROM DOOR FRAME AND

SECURITY SYSTEM WIRING.
6. 0.75" CONDUIT WITH WIRING TO SECURITY JUNCTION BOX.

DETAIL NOTES

6

120V CIRCUIT

LOCATED
IN SIGNALS

CLOSET
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SCALE:  1/8" = 1'-0" 

DOOR ROUGH-IN DETAILS
1

SCALE:  1/8" = 1'-0" 

VOICE/DATA OUTLET DETAILS
2


